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1. Overall Description:
At RAN2 #125bis, during RAN2 discussion, it was questioned whether gNB should enable RRM enhancements for all serving cells in the same frequency band (i.e. intra-band CA) in consistent manner. 
[bookmark: _Hlk166172438]In RAN4 understanding, since HST is a dedicated deployment, all carriers in the same frequency band in CA are deployed for HST. Therefore, the presence of highSpeedMeasFlagFR2 should be the same for all serving cells in the same frequency band. For example, if highSpeedMeasFlagFR2 is present for PCell, highSpeedMeasFlagFR2 should be present to all SCells in the same frequency band as PCell.
RAN4 has agreed that in HST FR2 deployments, gNB shall enable RRM enhancements for all serving cells/carrier components in the same frequency band (i.e., intra-band CA) highSpeedMeasFlagFR2 is present for PCell.

2. Actions:
To RAN4 group:
ACTION: RAN4 respectfully ask RAN2 to consider the understanding described above, i.e., that in HST FR2 deployments, gNB shall enable RRM enhancements for all serving cells/carrier components in the same frequency band (i.e., intra-band CA) if highSpeedMeasFlagFR2 is present for PCell.

3. Date of Next TSG-RAN WG4 Meeting:
TSG-RAN4 Meeting #112	August 19 – August 23, 2024 			Maastricht, NL
TSG-RAN4 Meeting #112bis	October 14 – October 18, 2024		China (TBC), CN

