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<Start of Change>
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The system needs to be calibrated by using a reference calibration antenna with known gain values in order to ensure that the downlink signal power is correct. In non-standalone (NSA) mode, the LTE link antenna provides a stable LTE signal without precise path loss or polarization control.
Unlike traditional TRP/TRS testing where the path loss corrections can all be applied as a post processing step to the measured data, the path loss for each probe in the MPAC system must be balanced at test time in order to generate the desired channel model environment within the test zone of the chamber. The imbalance of each path during testing would result in an alteration of the angular dependence of the channel model (i.e. varied characteristics of generated channel model) within the test zone of the chamber.
1.	Place a vertical reference dipole in the centre of the test zone, connected to a VNA port, with the other VNA port connected to the input of the channel emulator unit.
2.	Configure the channel emulator for bypass mode.
3.	Measure the response of each path from each vertical polarization probe to the reference antenna in the centre of test zone.
4.	Adjust the power on all vertical polarization branches of the channel emulator so that the powers received at the centre are equal.
5.	Repeat the steps 1 to 4 with the magnetic loop or horizontally polarized reference dipole instead, and adjust the horizontal polarization branches of the channel emulator.
6.	The worst-case path loss becomes the reference path loss of the entire system, this loss is used to compute the power in the centre of the test zone relative to the output power of the Base Station simulator. Besides, based on the reference path loss, the relative offset of each path loss shall be corrected.  
Note 1:	Calibration based on other antennas, e.g., horn antennas is not precluded.
	Note 2:      Calibrations based on other methods are not precluded if the following conditions are met:
-	A correction is applied to normalize the response from all probe elements including the vertical and horizontal responses.
-	The path loss (including over the air, amplifier gain) from the Base Station simulator to the centre of the test zone is determined using a gain reference antenna for at least one normalized probe.
-	All measurement uncertainty contributions related to the calibration method have been accounted for in the measurement uncertainty budget.
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