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Table 5.2C-4: Operating SUL band combination with inter-band CA in FR1
	NR Band combination for SUL
	NR Band
(Table 5.2-1)

	CA_n1_n78-n80
	n1, n78, n80

	CA_n1_n78-n81
	n1, n78, n81

	CA_n1_n78-n84
	n1, n78, n84

	CA_n1_n78-n89
	n1, n78, n89

	CA_n3_n41-n80
	n3, n41, n80

	CA_n3_n78-n80
	n3, n78, n80

	CA_n3_n78-n84
	n3, n78, n84

	CA_n3_n79-n80
	n3, n79, n80

	CA_n5_n78-n84
	n5, n78, n84

	CA_n8_n78-n81
	n8, n78, n81

	CA_n8_n78-n84
	n8, n78, n84

	CA_n28_n41-n834
	n28, n41, n83

	CA_n28_n79-n834
	n28, n79, n83

	CA_n41_n79-n80
	n41, n79, n80

	CA_n41_n79-n83
	n41, n79, n83

	CA_n41_n79-n95
	n41, n79, n95

	CA_n41_n79-n97
	n41, n79, n97

	CA_n41_n79-n98
	n41, n79, n98

	CA_n78_n1-n80
	n1, n78, n80

	CA_n78_n1-n81
	n1, n78, n81

	CA_n78_n1-n89
	n1, n78, n89

	CA_n78_n3-n84
	n3, n78, n84

	CA_n78_n5-n84
	n5, n78, n84

	CA_n78_n8-n84
	n8, n78, n84

	CA_n79_n41-n80
	n41, n79, n80

	CA_n79_n41-n83
	n41, n79, n83

	CA_n79_n41-n95
	n41, n79, n95

	CA_n79_n41-n97
	n41, n79, n97

	CA_n79_n41-n98
	n41, n79, n98

	CA_n28-n79_n41-n834
	n28, n41, n79, n83

	CA_n28-n41_n79-n834
	n28, n41, n79, n83

	CA_n41A-n95A_n79A-n98A
	n41, n95, n79, n98

	CA_n41A-n98A_n79A-n95A
	n41, n98, n79, n95

	CA_n41A-n83A_n79A-n98A
	n41, n83, n79, n98

	CA_n41A-n83A_n79A-n95A
	n41, n83, n79, n95

	CA_n78C_n80A-n84A
	n78, n80, n84

	CA_n78C_n81A-n84A
	n78, n81, n84

	CA_n78C_n84A-n89A
	n78, n84, n89

	NOTE 1:	If a UE is configured with a single cell consisting of a NR UL carrier and a corresponding NR SUL carrier, the switching time between NR UL carrier and the corresponding NR SUL carrier is 0 us.
NOTE 2:	For UE supporting SUL band combination simultaneous Rx/Tx capability is mandatory.
NOTE 3:   Unless otherwise stated, the UL/DL channel bandwidths for overlapping SUL/DL bands are symmetrical.
NOTE 4:   Channels for both n28 and n83 are confined either within lowest 30MHz or highest 30MHz of the band.
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