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Summary of change:
(

Gating is added to possible TX on/off cases of section 6.5.2




Consequences if 
(

not approved:
The required RF function for Gating operation is not included in 25.101




Clauses affected:
(

6.5.2




Other specs
(


 Other core specifications
(



Affected:

 Test specifications




 O&M Specifications





Other comments:
(



How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
6.5.2
Transmit ON/OFF Time mask

The time mask for transmit ON/OFF defines the ramping time allowed for the UE between transmit OFF power and transmit ON power. Possible ON/OFF scenarios are RACH ,CPCH, gated DPCCH transmission, or UL compressed mode.

6.5.2.1
Minimum requirement

The transmit power levels versus time shall meet the mask specified in figure 6.2 for PRACH preambles and CPCH preambles, and the mask in figure 6.3 for all other cases. The signal is measured with a filter that has a Root-Raised Cosine (RRC) filter response with a roll off and a bandwidth equal to the chip rate.
On power is defined as either case as follows. The specification depends on each possible case.

· First preamble of RACH/CPCH: Open loop accuracy (Table 6.3).

· During preamble ramping of the RACH/CPCH, and between final RACH/CPCH preamble and RACH/CPCH message part: Accuracy depending on size of the required power difference.(Table 6.7). The step in total transmitted power between final RACH/CPCH preamble and RACH/CPCH message (control part + data part) shall be rounded to the closest integer dB value. A power step exactly half-way between two integer values shall be rounded to the closest integer of greater magnitude.

· After transmission gaps in compressed mode: Accuracy as in Table 6.9.

· Power step to Maximum Power: Maximum power accuracy (Table 6.1).
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Figure 6.2: Transmit ON/OFF template for PRACH preambles and CPCH preambles
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Figure 6.3: Transmit ON/OFF template for all other On/Off cases 

Table 6.7: Transmitter power difference tolerance for RACH/CPCH preamble ramping, and between final RACH/CPCH preamble and RACH/CPCH message part 

Power step size (Up or down)*

P [dB]
Transmitter power difference tolerance [dB]

0
+/- 1 dB

1
+/- 1 dB

2
+/- 1.5 dB

3
+/- 2 dB

4 (P (
+/- 2.5 dB

11 (P (
+/- 3.5 dB

16 (P (20
+/- 4.5 dB

21 (P
+/- 6.5 dB

Note *: Power step size for RACH/CPCH preamble ramping is from 1 to 8 dB with 1 dB steps.
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