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__________________________________________________________________________
In Tdoc R4-0100271 it was identified that the reporting ranges for the UTRAN uplink measurements RSCP and ISCP have to be extended to consider the lower MCL between UE and BS. 

For backward compatibility, it is preferable to extend the reporting ranges already in the Release 99 specifications. Otherwise an additional measurement has to be added for REL4, even though only the reporting range is extended. 

To avoid this in future, it is proposed to extend the reported value to the full range, which can be supported with the same number of bits.  
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To improve the measurement for different base station classes in future releases.
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Reporting ranges of UTRAN uplink measurements are extended.
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9.2

Measurements Performance for UTRAN

9.2.1
Performance for UTRAN Measurements in Uplink (RX)

9.2.1.1
RSCP

The measurement period shall be [100] ms.

9.2.1.1.1
Absolute accuracy requirements

Table 9.29 RSCP absolute accuracy

Parameter
Unit
Accuracy [dB]
Conditions



Normal conditions
Extreme conditions
Io [dBm]

RSCP
dB
( 6 
( 9
-105..-74

9.2.1.1.2
Relative accuracy requirements

Table 9.34 RSCP relative accuracy 

Parameter
Unit
Accuracy [dB]
Conditions




Io [dBm]

RSCP
dB
( 3 for intra-frequency
-105..-74

9.2.1.1.3 
Range/mapping

The reporting range for RSCP is from -120 ...-57 dBm.

In table 9.31 mapping of the measured quantity is defined. Signalling range may be larger than the guaranteed accuracy range.

Table 9.31 

Reported value
Measured quantity value
Unit

RSCP_LEV _00
RSCP <–120,0 
DBm

RSCP_LEV _01
-120,0 ( RSCP < –119,5
DBm

RSCP_LEV _02
-119,5 ( RSCP < –119,0
DBm

…
…
…

RSCP_LEV _125
-58,0 ( RSCP < -57,5
DBm

RSCP_LEV _126
-57,5 ( RSCP < -57,0
DBm

RSCP_LEV _127
-57,0 ( RSCP
DBm

9.2.1.2
Timeslot ISCP

The measurement period shall be [100] ms.

9.2.1.2.1
Absolute accuracy requirements

Table 9.32 Timeslot ISCP Intra frequency absolute accuracy 

Parameter
Unit
Accuracy [dB]
Conditions



Normal conditions
Extreme conditions
Io [dBm]

Timeslot ISCP
dB
( 6 
( 9
-105..-74

9.2.1.2.2
Range/mapping

The reporting range for Timeslot ISCP is from -120...-57 dBm.

In table 9.33  mapping of the measured quantity is defined. Signalling range may be larger than the guaranteed accuracy range.

Table 9.33 

Reported value
Measured quantity value
Unit

UTRAN_TS_ISCP_LEV_00
Timeslot_ISCP  < –120,0 
dBm

UTRAN_TS_ISCP_LEV_01
-120,0 ( Timeslot_ISCP  < –119,5
dBm

UTRAN_TS_ISCP_LEV_02
-119,5 ( Timeslot_ISCP  < –119,0
dBm

…
…
…

UTRAN_TS_ISCP_LEV_125
-58,0 ( Timeslot_ISCP  < -57,5
dBm

UTRAN_TS_ISCP_LEV_126
-57,5 ( Timeslot_ISCP  < -57,0
dBm

UTRAN_TS_ISCP_LEV_127
-57,0 ( Timeslot_ISCP 
dBm
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