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3
Definitions, symbols, and abbreviations

For the purposes of the present document, the following definitions, symbols and abbreviations apply:

3GPP
3rd Generation Partnership Project

(
Roll-off factor
AWGN
Additive White Gaussian Noise
dB
decibel

dBm
decibel relative to 1 milliWatt

DPCHo
Mechanism used to simulate an individual intracell interferer in the cell with one code and a spreading factor of 16 
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Ratio of the average transmit energy per PN chip for the DPCHo to the total transmit power spectral density of all users in the cell in one timeslot as measured at the BS antenna connector

EVM
Error Vector Magnitude

F
Frequency (of the assigned channel frequency of the wanted signal)

Fuw
Frequency offset of the unwanted interfering signal from the assigned channel frequency of the wanted signal

IMT-2000
International Mobile Telecommunications 2000

Ioc
Power spectral density of a band limited white noise source (simulating interference form other cells) as measured at the BS antenna connector.

Îor
Received power spectral density of all users in the cell in one timeslot as measured at the BS antenna connector

IPR
Intellectual Property Rights

P
Transmit power

Pout
Output power of the base station; defined as the mean power of one carrier delivered to a load with resistance equal to the nominal load impedance of the transmitter during one slot

Pmax
Maximum output power of the base station; defined as the mean power level per carrier over an active timeslot measured at the antenna connector for a specified reference condition

RBER
Residual BER

REFSENS
Reference Sensitivity Level

RMS
Root-Mean Square

PRAT
Rated output power of the base station; defined as the mean power level per carrier over an active timeslot that the manufacturer has declared to be available at the antenna connector

RRC
Root-Raised Cosine

TC
Chip duration

TS
Time Slot


5.18
Definition of Additive White Gaussian Noise (AWGN) Interferer

The minimum bandwidth of the AWGN interferer shall be 1,5 times chip rate of the radio access mode (e.g. 5,76 MHz for a chip rate of 3,84 Mcps and 1,92 MHz for a chip rate of 1,28 Mcps). The flatness across this minimum bandwidth shall be within ( 0,5 dB, and the peak to average ratio at a probability of 0,001% shall exceed 10 dB.

7.3


Dynamic range

7.3.1
Definition and applicability

Receiver dynamic range is the receiver ability to handle a rise of interference in the reception frequency channel. The receiver shall fulfil a specified BER requirement for a specified sensitivity degradation of the wanted signal in the presence of an interfering AWGN signal in the same reception frequency channel.

The requirements in this subclause shall apply to base stations intended for general-purpose applications.

7.3.2
Minimum Requirements

7.3.2.1
3,84 Mcps TDD option

The BER shall not exceed 0,001 for the parameters specified in table 7.3.

Table 7.3: Dynamic Range

	Parameter
	Level
	Unit

	Data rate
	12,2
	kbit/s

	Wanted signal
	<REFSENS> + 30 dB
	dBm

	Interfering AWGN signal
	-73
	dBm/3,84 MHz


7.3.2.2
1,28 Mcps TDD option

The BER shall not exceed 0,001 for the parameters specified in table 7.3A.

Table 7.3A: Dynamic Range for 1,28 Mcps TDD

	Parameter
	Level
	Unit

	Data rate
	12,2
	kbit/s

	Wanted signal
	<REFSENS> + 30 dB
	dBm

	Interfering AWGN signal
	-76
	dBm/1,28 MHz


The normative reference for this requirement is TS 25.105 [1] subclause 7.3.
7.3.3
Test purpose

The test purpose is to verify the ability of the BS to receive a prescribed single-code test signal of maximum input power under defined conditions (specified interference, no multipath) with a BER not exceeding a specified limit.

7.3.4
Method of test

7.3.4.1
Initial conditions

7.3.4.1.1
3,84 Mcps TDD option

Test environment:
normal; see subclause 5.9.1.

RF channels to be tested: 
B, M and T; see subclause 5.3.
(1)
Connect the BS tester (UE simulator), generating the wanted signal, and a band-limited white noise source, generating the interfering AWGN signal, to the antenna connector of one BS Rx port.

(2)
Terminate or disable any other BS Rx port not under test.

(3)
Start transmission from the BS tester to the BS using the UL reference measurement channel (12,2 kbps) defined in Annex A.2.1.

(4)
The level of the BS tester output signal measured at the BS antenna connector shall be adjusted as specified in table 7.4.

(5)
The power spectral density of the band-limited white noise source measured at the BS antenna connector shall be adjusted as specified in table 7.4. The characteristics of the white noise source shall compy with the AWGN interferer definition in subclause 5.18. 

7.3.4.1.2
1,28 Mcps TDD option

(1)
Connect the BS tester (UE simulator), generating the wanted signal, and a band-limited white noise source, generating the interfering AWGN signal, to the antenna connector of one BS Rx port.

(2)
Terminate or disable any other BS Rx port not under test.

(3)
Start transmission from the BS tester to the BS using the UL reference measurement channel (12.2 kbps) defined in Annex A.2.1.

(4)
The level of the BS tester output signal measured at the BS antenna connector shall be adjusted as specified in table 7.3A.

(5)
The power spectral density of the band-limited white noise source measured at the BS antenna connector shall be adjusted as specified in table 7.3A. The characteristics of the white noise source shall compy with the AWGN interferer definition in subclause 5.18. 
8
Performance requirements

8.1
General

Performance requirements for the BS are specified for the measurement channels defined in Annex A and the propagation conditions in Annex B. The requirements only apply to those measurement channels that are supported by the base station.

The characteristics of the white noise source, simulating interference from other cells (Ioc), shall comply with the AWGN interferer definition in subclause 5.18.
The requirements only apply to a base station with dual receiver antenna diversity. The required Îor/Ioc  shall be applied separately at each antenna port.
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