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1. 
In this contribution we simulation results from various companies ([2], [3], [4], [5], [6] and [7]) have been compiled together for comparison purposes. The results of these simulations will be included in TR 25.890v0.1.0

2. Simulation Results Comparison

Table 1, Table 2 and Table 3 summarize the simulation results of different companies. 

Table 1 Throughput for Fixed Reference Channel Set 1 – QPSK (
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	Channel Type
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	Motorola
	Nokia
	Panasonic
	NTT DoCoMo
	Qualcomm
	Common Value

	PA3
	-3
	150
	210
	180
	231
	270
	208

	
	-6
	66
	100
	90
	120
	170
	109

	PB3
	-3
	180
	209
	200
	215
	200
	201

	
	-6
	56
	75
	90
	93
	70
	77

	VA30
	-3
	190
	212
	200
	213
	210
	205

	
	-6
	55
	82
	70
	93
	80
	76

	VA120
	-3
	180
	212
	190
	215
	210
	201

	
	-6
	34
	76
	60
	90
	70
	66


Table 2 Throughput for Fixed Reference Channel Set 1 – QPSK (
[image: image3.wmf]10

or

oc

I

dB

I

=

)

	Channel Type
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	Motorola
	Nokia
	Panasonic
	NTT DoCoMo
	Qualcomm
	Common Value

	PA3
	-3
	415
	465
	440
	482
	490
	458

	
	-6
	313
	375
	340
	400
	430
	372

	PB3
	-3
	405
	431
	420
	428
	420
	421

	
	-6
	233
	250
	250
	260
	260
	251

	VA30
	-3
	410
	426
	410
	419
	425
	418

	
	-6
	265
	255
	230
	260
	290
	260

	VA120
	-3
	410
	413
	360
	404
	440
	405

	
	-6
	246
	240
	200
	240
	285
	242


Table 3 Throughput for Fixed Reference Channel Set 1 – 16QAM (
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	Channel Type
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	Motorola
	Nokia
	Panasonic
	NTT DoCoMo
	Qualcomm
	Common Value

	PA3
	-3
	450
	511
	420
	543
	610
	507

	
	-6
	276
	305
	240
	380
	460
	332

	PB3
	-3
	340
	335
	340
	306
	345
	333

	
	-6
	167
	145
	170
	116
	220
	164

	VA30
	-3
	370
	345
	320
	339
	380
	351

	
	-6
	214
	160
	130
	150
	260
	183

	VA120
	-3
	350
	322
	280
	298
	370
	324

	
	-6
	194
	135
	80
	110
	255
	155


3. References
[1] 3GPP TR 25.890v0.0.3 (2002-4), “High Speed Downlink Packet Access: UE Radio Transmission and Reception (FDD)”

[2] R4-020916, Motorola, “Simulation Results for HSDPA Fixed Reference Channels”.

[3] R4-020877, Nokia, “Throughput Simulation Results for Fixed Reference Channels in Fading Conditions”.

[4] R4-020933, Panasonic, “Throughput Simulation Results for Fixed Reference Channel set 1 in fading conditions”.

[5] R4-020956, NTT DoCoMo, “Simulation Results for HSDPA Performance Requirement”.
[6] R4-020985, Qualcomm, “Updated Throughput Simulation Results for 16QAM”.
[7] R4-020986, Qualcomm, “Updated Throughput Simulation Results for QPSK”.





































_1082992545.unknown

_1082992546.unknown

_1082992544.unknown

_1082926819.unknown

