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1 Introduction

This document presents HSDPA simulation results for 3,84 Mcps TDD option based on simulation assumptions provided in [1]. Throughput versus Îor/Ioc is investigated for 7,3 Mbps UE class for QPSK and 16QAM. 

2 Simulation results
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Figure 1 - 7,3 Mbps class, QPSK, 16 codes, rate 3/4, AWGN
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Figure 2 - 7,3 Mbps class, QPSK, 16 codes, rate 3/4, ITU Pedestian A 3km/h 
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Figure 3 - 7,3 Mbps class,QPSK, 16 codes, rate 3/4, ITU Vehicular A 30km/h 
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Figure 4 - 7,3 Mbps class, QPSK, 14 codes, rate 3/4, ITU Vehicular A 120km/h 
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Figure 5 - 7,3 Mbps class, 16QAM, 16 codes, rate ¾, AWGN
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Figure 6 – 7,3 Mbps class, 16QAM, 16 codes, rate ¾, ITU Pedestrian A 3km/h 
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Figure 7  - 7,3 Mbps class, 16QAM, 16 codes, rate ¾, ITU Vehicular A 30km/h 
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Figure 8 - 7,3 Mbps class, 16QAM, 14 codes, rate 9/16, ITU Vehicular A 120km/h 

3 Conclusion

Simulation results for HSDPA have been presented for 3,84 Mcps TDD option for 16QAM and QPSK based on assumptions presented in [1]. Performance requirements should be derived and incorporated into TS25.102. 
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