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Reason for change:
(

The requirement for "Output power" in extreme conditions for Repeater with an output power >= 31dBm differs from TS25.143 UTRA Repeater Conformance testing. The correct figures appear to be stated in TS25.143, whereas the figures in TS25.106 appear to be subject to a typing error. The decision on the figures to be used in the requirement where made on 3GPP TSG RAN WG4 # 15 in Boston, January 2001. The approved figures can be found in document R4-010066, and are the ones to witch the limits are corrected to in this CR.
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The requirement for "Output power" in extreme conditions for Repeater with an output power >= 31dBm was changed to +/- 2,5 dB to match the TS25.143 UTRA Repeater Conformance testing. 
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Clauses affected:
(

6.1.1





Y
N



Other specs
(


X
 Other core specifications
(



affected:

X
 Test specifications




X
 O&M Specifications





Other comments:
(



How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

6
Output power

Output power, Pout, of the repeater is the mean power of one carrier at maximum repeater gain delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Rated output power, PRAT, of the repeater is the mean power level per carrier at maximum repeater gain that the manufacturer has declared to be available at the antenna connector.
6.1
Maximum output power

Maximum output power, Pmax, of the repeater is the mean power level per carrier measured at the antenna connector in specified reference condition.

6.1.1
Minimum Requirements

The requirements shall apply at maximum gain, with WCDMA signals in the operating band of the repeater, at levels that produce the maximum rated output power per channel. 

When the power of all signals is increased by 10 dB, compared to the power level that produce the maximum rated output power, the requirements shall still be met.

In normal conditions, the Repeater maximum output power shall remain within limits specified in Table 6.1 relative to the manufacturer's rated output power.

Table 6.1: Repeater output power; normal conditions
Rated output power
Limit

P ( 43 dBm
+2 dB and -2 dB

39 ( P < 43 dBm
+2 dB and -2 dB

31 ( P < 39 dBm
+2 dB and -2 dB

P < 31 dBm
+3 dB and -3 dB

In extreme conditions, the Repeater maximum output power shall remain within the limits specified in Table 6.2 relative to the manufacturer's rated output power.

Table 6.2: Repeater output power; extreme conditions
Rated output power
Limit

P ( 43 dBm
+2,5 dB and -2,5 dB

39 ( P < 43 dBm
+2,5 dB and -2,5 dB

31 ( P < 39 dBm
+2,5 dB and -2,5 dB

P < 31 dBm
+4 dB and -4 dB

In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the ranges of conditions defined as normal. 
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