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1. Overall Description:

RAN WG4 has discussed the LS from T1/RF on RRM testing (R4-030241, T1R030081).
Agreement has been reached on a new set of guidelines as follows:

When taking into account the uncertainty of the test system, the following priorities shall be considered:

1. The worst-case CPICH_Ec/Io of cell 1 and cell 2 shall not fall below the values stated in 25.133 table A.5.2. This will prevent the UE from entering a less accurate CPICH_Ec/Io reporting range.

2. The worst-case difference during time T1 between Cell 2 CPICH_Ec/Io and Cell 1 CPICH_Ec/Io shall not be less than 3 dB, the value implied in 25.133 table A.5.2.

3. The worst-case difference during time T2 between Cell 1 CPICH_Ec/Io and Cell 2 CPICH_Ec/Io shall not be less than 3 dB, the value implied in 25.133 table A.5.2.

4. In order to ensure the geometry factors Îor/Ioc remain centred on the values stated in 25.133 table A.5.2, the nominal Io stated in table 25.133 A.5.2 shall not be modified.

5. The worst-case CPICH_Ec/Io of cells 3 through 6 shall not be higher than the value stated in 25.133 table A.5.2. This will prevent the interfering cells from having a larger impact on the test than originally intended.

6. Provided guideline 5 is met first, the worst-case CPICH_Ec/Io of cells 3 through 6 shall not be fall below the CPICH_Ec/Io reporting range of –24 dB.

7. The worst-case Ec/Io ratios of all other channels (except OCNS) for cell 1 and cell 2 shall not fall below the values implied in 25.133 table A.5.2.

8. All other parameter stated in 25.133 table A.5.2 shall remain unchanged.

9. The test requirement in 25.133 A.5.5.1.2 should only be modified if there is significant uncertainty in determining the time of the T1/T2 transition event, or the time of the first PRACH pre-amble on cell 1 after the event.

Discussion is still ongoing regarding how this kind of information and other supporting information regarding the development of the test environment is to be documented.

However, it is still possible based on the current progress to conclude that the CR in T1R030083 is very close to the latest requirements rather than T1R030082. The only difference is that it is preferable to set the worst-case interfering CPICH_Ec/Io upper limit to –23 dB rather than set the worst-case lower limit to –24 dB.

2. Actions:

To TSG-T WG1/RF.

ACTION: None.
3. Date of Next TSG-RAN WG4 and TSG-T WG1/RF Meetings:

TSG-T WG1/RF Meeting #29
12th – 16th May 2003 Seoul

TSG-RAN WG4 Meeting #27
19th – 23rd May 2003 Disneyland Paris!

TSG-T Meeting #19

12th – 14th March 2003 Birmingham




