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A spurious emission requirement was missing for the UL band in the case of co-existence of a repeater with a UTRA-FDD BS.
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A spurious emission requirement was added for the UL band in the case of co-existence of a repeater with a UTRA-FDD BS.
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not approved:
Requirements for the UL band in the case of co-existence of a repeater with a UTRA-FDD BS is missing..
Isolated Impact Analysis:
UTRA FDD network performance could be affected by to high FDD Spurious Emission, if this CR is not approved.

Approval of this CR would not affect FDD implementation behaving like indicated in the CR.
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9.2.2
Co-existence with UTRA-FDD BS

9.2.2.1
Operation in the same geographic area

This requirement shall be applied for the protection of UTRA-FDD BS receivers in geographic areas in which UTRA FDD Repeater and UTRA FDD BS are deployed. 
9.2.2.1.1
Minimum Requirement

In the down link direction of the Repeater the power of any spurious emission shall not exceed:

Table 9.7A: UTRA Repeater Spurious emissions limits in geographic coverage area of UTRA FDD BS receiver for the down link direction of the Repeater
Band
Maximum Level
Measurement Bandwidth
Note

1920 ‑ 1980MHz 

For operation in Frequency Bands defined  in sub-clause 5.1(a)
-96 dBm
100 kHz


1850 - 1910 MHz

For operation in Frequency Bands defined in sub-clause 5.1 (b)
-96 dBm
100 kHz


In the up link direction of the Repeater the power of any spurious emission shall not exceed:

Table 9.7B: UTRA Repeater Spurious emissions limits in geographic coverage area of UTRA FDD BS receiver for the up link direction of the Repeater

Band
Maximum Level
Measurement Bandwidth
Note

1920 ‑ 1980MHz 

For operation in Frequency Bands defined  in sub-clause 5.1(a)
-53 dBm
100 kHz


1850 - 1910 MHz

For operation in Frequency Bands defined in sub-clause 5.1 (b)
-53 dBm
100 kHz
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