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A.5.2
FDD/FDD Hard Handover

A.5.2.1
Handover to intra-frequency cell
A.5.2.1.1
Test Purpose and Environment

The purpose of this test is to verify the requirement for the hard handover delay in CELL_DCH state in the single carrier case reported in section 5.2.2.1.

The test parameters are given in Table A.5.0 and A.5.0A below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 1A and 1B shall be used, and that CPICH Ec/Io and SFN-CFN observed timed difference shall be reported together with Event 1A. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.

UTRAN shall send a Physical Channel reconfiguration with activation time "now" with a new active cell, cell 2. The Physical Channel reconfiguration message shall be sent to the UE so that the whole message is available at the UE the RRC procedure delay prior to the beginning of T3. The RRC procedure delay is defined [16].
Table A.5.0: General test parameters for Handover to intra-frequency cell
	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL and UL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1 and A.2.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	Reporting range
	dB
	3
	Applicable for event 1A and 1B

	Hysteresis
	dB
	0
	

	W
	
	1
	Applicable for event 1A and 1B

	Reporting deactivation threshold
	
	0
	Applicable for event 1A

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	T1
	s
	5
	

	T2
	s
	5
	

	T3
	s
	1
	


Table A.5.0A: Cell specific test parameters for Handover to intra-frequency cell
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1 
	T2
	T3

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	Note1
	Note1
	Note3
	N/A
	N/A
	Note1

	OCNS
	
	Note2
	Note2
	Note2
	-0.941
	-0.941
	Note2
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	dB
	0
	6.97
	-Infinity
	5.97
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13
	-Infinity
	-14

	Propagation Condition 
	
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop 

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior .

Note 3:
The DPCH may not be power controlled by the power control loop.


A.5.2.1.2
Test Requirements

The UE shall start to transmit the UL DPCCH to Cell 2 less than 110 ms from the beginning of time period T3.

The rate of correct handovers observed during repeated tests shall be at least 90%.

A.5.2.2
Handover to inter-frequency cell 

A.5.2.2.1
Test Purpose and Environment

The purpose of this test is to verify the requirement for the inter frequency hard handover delay in CELL_DCH state as specified in section 5.2.2.1.

The test consists of three successive time periods, with a time duration T1, T2 and T3. The test parameters are given in tables A.5.0B and A.5.0C below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 1A and 2C shall be used. The CPICH Ec/I0 of the best cell on the unused frequency shall be reported together with Event 2C reporting. At the start of time duration T1, the UE may not have any timing information of cell 2.

UTRAN shall send a Physical Channel reconfiguration with activation time "now" with one active cell, cell 2. The Physical Channel reconfiguration message shall be sent to the UE so that the whole message is available at the UE the RRC procedure delay prior to the beginning of T3. The RRC procedure delay is defined [16].
Table A.5.0B: General test parameters for Handover to inter-frequency cell
	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL and UL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1 and A.2.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode
	
	A.22 set 1
	As specified in TS 25.101 section A.5.

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbour cell
	
	Cell 2
	

	Final conditions
	Active cell
	
	Cell 2
	

	Threshold non used frequency
	dB
	-18
	Absolute Ec/I0 threshold for event 2C

	Reporting range
	dB
	4
	Applicable for event 1A

	Hysteresis
	dB
	0
	

	W
	
	1
	Applicable for event 1A 

	W non-used frequency
	
	1
	Applicable for event 2C

	Reporting deactivation threshold
	
	0
	Applicable for event 1A

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	T1
	s
	5
	

	T2
	s
	10
	

	T3
	s
	1
	


Table A.5.0C: Cell Specific parameters for Handover to inter-frequency cell
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	UTRA RF Channel Number
	
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	Note 1
	Note 1
	Note3
	N/A
	N/A
	Note 1

	OCNS
	
	Note 2
	-0.941
	-0.941
	Note 2
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	dB
	0
	-Infinity
	-1.8
	-1.8
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13
	-Infinity
	-14
	-14

	Propagation Condition 
	
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop 

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior .

Note 3:
The DPCH may not be power controlled by the power control loop.


A.5.2.2.2
Test Requirements

The UE shall start to transmit the UL DPCCH to Cell 2 less than 140 ms from the beginning of time period T3.

The rate of correct handovers observed during repeated tests shall be at least 90%.

A.5.3
FDD/TDD Handover

A.5.3.1
Test purpose and Environment
A.5.3.1.1
3.84 Mcps TDD Option

The purpose of this test is to verify the requirement for the FDD/TDD handover delay in CELL_DCH state reported in section 5.3.2.1.

The test parameters are given in Table A.5.0CA, A.5.0CB and A.5.0CC below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 2C shall be used. The P-CCPCH RSCP of the best cell on the unused frequency shall be reported together with Event 2C reporting. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.

UTRAN shall send a Physical Channel reconfiguration message with activation time "now" with a new active cell, cell 2. The Physical Channel reconfiguration message shall be sent to the UE so that the whole message is available at the UE the RRC procedure delay prior to the beginning of T3. The RRC procedure delay is defined [16].
The UL DPCH in cell 2 shall be transmitted in timeslot 10.

Table A.5.0CA: General test parameters for FDD/TDD handover
	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL and UL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1 and in TS 25.102 section A.2

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode
	
	A.22 set 3
	As specified in TS25.101 section A.5

	Initial conditions
	Active cell
	
	Cell 1
	FDD cell

	
	Neighbour cell
	
	Cell 2
	TDD cell

	Final condition
	Active cell
	
	Cell 2
	TDD cell

	O
	dB
	0
	Cell individual offset. This value shall be used for all cells in the test.

	Hysteresis
	dB
	0
	Hysteresis parameter for event 2C

	Time to Trigger
	ms
	0
	

	Threshold non-used frequency
	dBm
	-75
	Applicable for Event 2C

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	6 FDD neighbours on Channel 1

6 TDD neighbours on Channel 2
	

	TSI
	s
	1.28
	The value shall be used for all cells in the test

	T1
	s
	5
	

	T2
	s
	15
	

	T3
	s
	1
	


Table A.5.0CB: Cell 1 specific test parameters for FDD/TDD handover
	Parameter
	Unit
	Cell 1

	
	
	T1, T2
	T3

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

-12

-12

-15

	P-CCPCH_Ec/Ior
	dB
	

	SCH_Ec/Ior
	dB
	

	PICH_Ec/Ior
	dB
	

	DPCH_Ec/Ior
	dB
	Note 1
	n.a.

	OCNS_Ec/Ior
	dB
	Note 2
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	dBm/3.84 MHz
	‑70

	CPICH_Ec/Io
	dB
	-13

	Propagation Condition 
	
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop 

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior 


Table A.5.0CC: Cell 2 specific test parameters for FDD/TDD handover

	Parameter
	Unit
	Cell 2

	DL timeslot number
	
	0
	2
	8

	
	
	T1
	T2
	T3
	T1
	T2
	T3
	T1
	T2
	T3

	UTRA RF Channel Number
	
	Channel 2

	P-CCPCH_Ec/Ior
	dB
	-3
	n.a.
	n.a.

	PICH_Ec/Ior
	dB
	n.a.
	n.a.
	-3

	SCH_Ec/Ior
	dB
	-9
	n.a.
	-9

	SCH_toffset
	dB
	5
	n.a.
	5

	DPCH_Ec/Ior
	dB
	n.a.
	n.a.
	Note 1
	n.a.

	OCNS_Ec/Ior
	dB
	-3.12
	0
	Note 2
	-3.12

	
[image: image7.wmf]oc

or

I

I

ˆ


	dB
	-Inf
	6
	-Inf
	6
	-Inf
	6

	P-CCPCH RSCP
	dBm
	-Inf
	-67
	n.a.
	n.a.
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	dBm/3,84 MHz
	-70

	Propagation Condition 
	
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.

Note that the transmit energy per PN chip for the SCH is averaged over the 256 chip duration when the SCH is present in the time slot.


A.5.3.1.2
1.28 Mcps TDD Option

The purpose of this test is to verify the requirement for the FDD/TDD handover delay in CELL_DCH state reported in section 5.3.2.1.

The test parameters are given in Table A.5.0CD, A.5.0CE and A.5.0CF below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 2C shall be used. The P-CCPCH RSCP of the best cell on the unused frequency shall be reported together with Event 2C reporting. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.

UTRAN shall send a Physical Channel reconfiguration message with activation time at the beginning of T3 with a new active cell, cell 2. The Physical Channel reconfiguration message shall be sent to the UE such that the delay between the end of the last received TTI containing the message and the beginning of T3 is at least equal to the RRC procedure delay as defined in [16].

The UL DPCH in cell 2 shall be transmitted in timeslot 10.

Table A.5.0CD: General test parameters for FDD/TDD handover
	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL and UL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1 and in TS 25.102 section A.2

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode
	
	A.22 set 3
	As specified in TS25.101 section A.5

	Initial conditions
	Active cell
	
	Cell 1
	FDD cell

	
	Neighbour cell
	
	Cell 2
	TDD cell

	Final condition
	Active cell
	
	Cell 2
	TDD cell

	O
	DB
	0
	Cell individual offset. This value shall be used for all cells in the test.

	Hysteresis
	DB
	0
	Hysteresis parameter for event 2C

	Time to Trigger
	Ms
	0
	

	Threshold non-used frequency
	DBm
	-75
	Applicable for Event 2C

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	6 FDD neighbours on Channel 1

6 TDD neighbours on Channel 2
	

	TSI
	S
	1.28
	The value shall be used for all cells in the test

	T1
	S
	5
	

	T2
	S
	15
	

	T3
	S
	1
	


Table A.5.0CE: Cell 1 specific test parameters for FDD/TDD handover
	Parameter
	Unit
	Cell 1

	
	
	T1, T2
	T3

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

-12

-12

-15

	P-CCPCH_Ec/Ior
	dB
	

	SCH_Ec/Ior
	dB
	

	PICH_Ec/Ior
	dB
	

	DPCH_Ec/Ior
	dB
	Note 1
	n.a.

	OCNS_Ec/Ior
	dB
	Note 2
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	dB
	0
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	dBm/3.84  MHz
	‑70

	CPICH_Ec/Io
	dB
	-13

	Propagation Condition 
	
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop 

Note 2 :
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior 


Table A.5.0CF: Cell 2 specific test parameters for FDD/TDD handover

	Parameter
	Unit
	Cell 2

	DL timeslot number
	
	0
	DwPTs

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	UTRA RF Channel Number
	
	Channel 2

	P-CCPCH_Ec/Ior
	dB
	-3
	

	DwPCH _Ec/Ior
	dB
	
	0

	DPCH_Ec/Ior
	dB
	
	
	Note 1

	OCNS_Ec/Ior
	dB
	-3
	
	Note 2
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	dB
	-Inf
	6
	-Inf
	6

	P-CCPCH RSCP
	dBm
	-Inf
	-67
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	dBm/1.28  MHz
	-70

	Propagation Condition 
	
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.


A.5.3.2
Test Requirements

The UE shall start to transmit the UL DPCH to Cell 2 less than 110 ms from the beginning of time period T3.

The rate of correct FDD/TDD handovers observed during repeated tests shall be at least 90%.
A.5.4
Inter-system Handover from UTRAN FDD to GSM

A.5.4.1
Test Purpose and Environment

This test is to verify the requirement for the UTRAN to GSM cell handover delay reported in section 5.4.2.1.

The test parameters are given in Table A.5.0D, A.5.0E and A.5.0F below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 3C shall be used.. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.

UTRAN shall send a Handover from UTRAN command with activation time "now" with a new active cell, cell 2. In GSM Handover command contained in that message, IE starting time shall not be included. The RRC HANDOVER FROM UTRAN COMMAND message shall be sent to the UE so that the whole message is available at the UE the RRC procedure delay prior to the beginning of T3. The RRC procedure delay is defined [16].
The requirements are also applicable for a UE not requiring compressed mode, in which case no compressed mode pattern should be sent for the parameters specified in table A5.0D
Table A.5.0D: General test parameters for Correct reporting of GSM neighbours in AWGN propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode patterns
- GSM carrier RSSI measurement

- GSM Initial BSIC identification


- GSM BSIC re-confirmation
	
	DL Compressed mode reference pattern 2 in Set 2 

Pattern 2 

Pattern 2 


	Only applicable for UE requiring compressed mode patterns
As specified in table A.22 TS 25.101 section A.5

As specified in section 8.1.2.5.2.1 table 8.7.

As specified in section 8.1.2.5.2.2 table 8.8.

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	GSM Carrier RSSI
	

	BSIC verification required
	
	Required
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for event 3B and 3C.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	24 FDD neighbours on Channel 1

6 GSM neighbours including ARFCN 1
	Measurement control information is sent before the compressed mode patterns starts.

	N Identify abort
	
	66
	Taken from table 8.7.

	T Reconfirm abort
	
	5.5
	Taken from table 8.8.

	T1
	s
	20
	

	T2
	s
	5
	

	T3
	s
	1
	


Table A.5.0E: Cell Specific Parameters for Handover UTRAN to GSM cell case (cell 1)
	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1, T2, T3

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	DCH_Ec/Ior
	dB
	Note 1

	OCNS_Ec/Ior
	dB
	Note 2
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	0
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	dBm/3.84 MHz
	‑70

	CPICH_Ec/Io
	dB
	-13

	Propagation Condition 
	
	 AWGN 

	Note 1:
The DPCH level is controlled by the power control loop 

Note 2 :
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior .


Table A.5.0F: Cell Specific Parameters for Handover UTRAN to GSM cell case (cell 2)
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2, T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-85
	-75


A.5.4.2
Test Requirements

The UE shall begin to send access bursts on the new DCCH of the target cell less than 40 ms from the beginning of time period T3.
The rate of correct handovers observed during repeated tests shall be at least 90%.

Next section, changed

A.6.4
Transport format combination selection in UE

A.6.4.1
Test Purpose and Environment
The purpose is to verify the UE blocks (stops using) a currently used TFC when the UE output power is not sufficient to support that TFC. This test will verify the general requirement on TFC selection in section 6.4.

A.6.4.1.1
Interactive or Background, PS, UL: 64 kbps
The test will verify the general requirement on TFC selection in section 6.4 for a RAB intended for packet data services, i.e. Interactive or Background, PS, UL: 64kbps as defined in TS 34.108.

The test parameters are given in Table A.6.8 , A.6.9 and Table A.6.10 below. The test consists of 2 successive time periods, with a time duration of T1 and T2 respectively.

Details on the UL reference RAB in table A.6.8 and A.6.9 can be found in TS 34.108 section “Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”.

Table A.6.8: UL reference RAB, Interactive or Background

	
	TFI
	64 kbps RAB (20ms TTI)
	DCCH 3.4kbps (40ms TTI)

	TFS
	TF0, bits
	0x336
	0x148

	
	TF1, bits
	1x336
	1x148

	
	TF2, bits
	2x336
	N/A

	
	TF3, bits
	3x336
	N/A

	
	TF4, bits
	4x336
	N/A


Table A.6.9: UL TFCI

	TFCI
	(64 kbps RAB, DCCH)

	UL_TFC0
	(TF0, TF0)

	UL_TFC1
	(TF0, TF1)

	UL_TFC2
	(TF1, TF0)

	UL_TFC3
	(TF1, TF1)

	UL_TFC4
	(TF2, TF0)

	UL_TFC5
	(TF2, TF1)

	UL_TFC6
	(TF3, TF0)

	UL_TFC7
	(TF3, TF1)

	UL_TFC8
	(TF4, TF0)

	UL_TFC9
	(TF4, TF1)


Table A.6.10: General test parameters

	Parameter
	Unit
	Value
	Comment

	TFCS size
	
	10
	

	TFCS
	
	UL_TFC0, UL_TFC1, UL_TFC2, UL_TFC3, UL_TFC4, UL_TFC5, UL_TFC6, UL_TFC7, UL_TFC8, UL_TFC9
	

	Power Control
	
	On
	

	Active cell
	
	Cell 1
	

	Maximum allowed UL TX power
	dBm
	21
	

	T1
	s
	30
	

	T2
	s
	2
	

	Propagation condition
	
	AWGN
	


The radio conditions in the test shall be sufficient, so that decoding of the TPC commands can be made without errors.

The amount of available user data shall be sufficient to allow uplink transmission at the highest bit rate (UL_TFC8 or UL_TFC9) during the entire test and it shall be ensured that the UE is using UL_TFC8 or UL_TFC9 at the end of T1.

The test shall be performed in the following way:

Before time period T1:

The allowed TFCS according to table A.6.10 shall be signalled to the UE.

During time period T1:

The system simulator shall ensure that the UE output power is commanded to be between 14 to 15 dB below the UE Maximum allowed UL TX power.

During time period T2:

The system simulator shall continously send TPC_cmd=1 to the UE from the beginning of T2 until the end of T2.

NOTE:
This will emulate that UL_TFC8 to UL_TFC9 can not be supported beacuse the UE reaches the maximum UL Tx power and still UTRAN is sending power-up commands. The time from the beginning of T2 until the UE blocks (stops using) UL_TFC8 and UL_TFC9 shall be measured.

A.6.4.2
Test Requirements
A.6.4.2.1
Interactive or Background, PS, UL: 64 kbps
The UE shall have stopped using UL_TFC8 and UL_TFC9 within 140 ms from beginning of time period T2.

The rate of correct tests observed during repeated tests shall be at least 90%.

NOTE:
The delay from the begining of T2 can be expressed as: 


Tramp + Tdetect_block + Tnotify + Tmodify+ TL1_proc + Talign_TTI
where:

Tramp
Margin added for the increase of UE output power to the UE maximum power. A margin of 1 frame (10ms) is used, i.e. 15 TPC commands.

Tdetect_block
The time needed to detect that UL_TFC8 and UL_TFC9 can no longer be supported, i.e. defines the maximum time to detect that the Elimination criterion is fulfilled for UL_TFC8 and UL_TFC9. According to X and Y values of 15 and 30 as defined in Section 6.4.2 and by assuming the maximum misalignment between the frame boundary, where the evaluation of the Elimination criterion is performed and the last slot needed for triggering the Elimination criterion on L1, Tdetect_block becomes 15 slots +14 slots =19.33 ms.

Tnotify
Equal to [15] ms, the time allowed for MAC to indicate to higher layers that UL_TFC8 and UL_TFC9 can no longer be supported.

Tmodify
Equal to MAX(Tadapt_max,TTTI) = MAX(0, 40)=40ms

Tadapt_max
Equals to 0ms for the case without codec.

TL1_proc
Equals 15ms.

Talign_TTI
Align with the longest uplink TTI where the new TFC can be selected. The worst case equals 40ms in this test case.

TTTI
See section 6.4.2. Equals 40 ms in the test case.

This gives a maximum delay of (10 + 19.33 + [15] + 40 + 15 + 40) ms= 139.33 ms from the beginning of T2, allow 140 ms in the test case.
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