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A.9.1.6
UE Rx-Tx time difference

A.9.1.6.1
UE Rx-Tx time difference type 1

A.9.1.6.1.1
Test Purpose and Environment

The purpose of this test is to verify that the UE Rx-Tx time difference type 1 measurement accuracy is within the specified limits. This test will verify the requirements in section 9.1.9.1
During the test the downlink DPCH  time difference between Cell 1 and 2 can be set to value from ‑148 to 148 chips.
Table A.9.11 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table A.9.11: UE Rx-Tx time difference type 1 intra frequency test parameters 
	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15

	OCNS
	dB
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1

	Io
	dBm/3.84 MHz
	-94…-50 (Band I)

-92…-50 (Band II) 

-91…-50 (Band III)
	-94…-50 (Band I)

-92…-50 (Band II) 

-91…-50 (Band III)

	Propagation condition
	-
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.


A.9.1.6.1.2
Test Requirements
The UE Rx-Tx time difference type 1 measurement accuracy measured for cell 2 shall meet the requirements in section 9.1.9.1.

A.9.1.6.2
UE Rx-Tx time difference type 2

A.9.1.6.2.1
Test Purpose and Environment

The purpose of this test is to verify that the UE Rx-Tx time difference type 2 measurement accuracy is within the specified limits. This test will verify the requirements in section 9.1.9.2.
During the test the downlink DPCH  time difference between Cell 1 and 2 can be set to value from ‑148 to 148 chips.
Table A.9.12 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table A.9.12: UE Rx-Tx time difference type 2 intra frequency test parameters 
	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15

	OCNS
	dB
	-1.11
	-1.11

	Îor/Ioc
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	dB
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io  –10.9 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1

	Io
	dBm/ 3.84 MHz
	-94…-50 (Band I)

-92…-50 (Band II)

-91…-50 (Band III)
	-94…-50 (Band I)

-92…-50 (Band II) 

-91…-50 (Band III)

	Propagation condition
	-
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.


A.9.1.6.2.2
Test Requirements
The UE Rx-Tx time difference type 2 measurement accuracy measured for cell 2  shall meet the requirements in section 9.1.9.2.
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