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1. Introduction

In accordance with the approval of the Work Item [1] for establishing performance requirements for HSDPA with an advanced receiver design, an agreement to the simulation assumptions for alignment purposes [2] was concluded at RAN#33. It is the purposes of this document to present the simulation results for the specified conditions of the FRC measurement channels without Tx diversity.
2. 
sIMULATION RESULTS
Table 1 presents the simulation results as obtained by Motorola for the agreed FRC measurement channels. The throughput values given for a specific Ec/Ior and propagation channel are in kb/s.
Table 1. FRC H-Set 6 Throughput.
	Channel
	Modulation
	Ec/Ior (dB)

	
	
	-9
	-6
	-3

	PA3
	QPSK
	1084
	1984
	2606

	
	16QAM
	810
	1524
	2514

	PB3
	QPSK
	863
	1491
	2461

	
	16QAM
	226
	1269
	2061

	VA30
	QPSK
	1024
	1595
	2425

	
	16QAM
	279
	1453
	2172

	VA120
	QPSK
	980
	1495
	2187

	
	16QAM
	44
	1378
	2111
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ConCluSION
Motorola believes that the results presented in this document, along with the simulation results presented by other participants should be used for advancing the performance requirements of HSDPA with an advanced receiver design.
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