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Introduction

In RAN4#35 meeting, new work item propossal for UMTS1700 was approved[1]. This document proposes text proposals for TS25.113 (BS EMC) and TS25.461(Iuant) in the work item based on the frequency arrangement for UMTS1700 proclaimed in [2]. 
1. Frequency arrangement for UMTS1700
As informed in [2] frequency arrangment for UMTS1700 is as follows:

(1) Frequency band [2] 
UL: 1749.9-1784.9 MHz / DL: 1844.9-1879.9 MHz
(2) Frequency separation [2] 
95 MHz
2. Text proposals
To reflect necessary cahnges to TS25.113 and TS25.461, text proposals for the sections in those sepcifications listed below are attached in the following pages:

Attachment 1:

Text proposal for TS25.113(V7.0.0) Base station and repeater electromagnetic compatibility (EMC)
4.5.2
Receiver exclusion band
Attachment 2:

Text proposal for TS25.461(V7.0.0) UTRAN Iuant interface: Layer 1
4.3.7
Operating bands
References
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[2] R4-050620 “Technical conditions applied for UMTS1700 in Japan”,(RAN-WG4#36), ARIB
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4.5
Exclusion bands

4.5.1
Transmitter exclusion band

For the purpose of EMC specifications there shall be a transmitter exclusion band. 

For UTRA FDD:

Lower carrier frequency used - 12,5 MHz. to upper carrier frequency used + 12,5 MHz.

For UTRA 3,84 Mcps TDD option:

Lower carrier frequency used - 12,5 MHz. to upper carrier frequency used + 12,5 MHz.

For UTRA 1,28 Mcps TDD option:

Lower carrier frequency used – 4 MHz to upper carrier frequency used + 4 MHz.

4.5.2
Receiver exclusion band

The receiver exclusion band for base stations extends from the lower frequency of the Base Station receive band minus 20 MHz to the upper frequency of the Base Station receive band plus 20 MHz. The exclusion bands are as set out below:

UTRA FDD:
a)
1900 MHz to 2000 MHz  (Band I)

b)
1830 MHz to 1930 MHz  (Band II)

c)
1690 MHz to 1805 MHz  (Band III)

d)
1690 MHz to 1775 MHz (Band IV)

e)
804 MHz to 869 MHz (Band V)

f)
810 MHz to 860 MHz (Band VI)

g)
2480 MHz to 2590 MHz (Band VII)
h)
1729.9 MHz to 1804.9 MHz (Band [IX))
UTRA 3,84 Mcps TDD option and UTRA 1,28 Mcps TDD option:

a)
1880 MHz to 1940 MHz 
1990 MHz to 2045 MHz

b)
1830 MHz to 2010 MHz  (ITU-R, Region 2)

c)
1890 MHz to 1950 MHz  (ITU-R, Region 2)
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4.3.7
Operating bands

A UTRA/FDD BS or RET modem is designed to operate in one or several of the following paired frequency bands:

Table 4.3.7.1: Frequency bands

	Operating Band
	UL Frequencies
UE transmit, Node B receive
	DL frequencies
UE receive, Node B transmit

	I
	1920 – 1980 MHz
	2110 – 2170 MHz

	II
	1850 –1910 MHz
	1930 – 1990 MHz

	III
	1710 – 1785 MHz
	1805 – 1880 MHz

	IV
	1710 – 1755 MHz
	2110 – 2155 MHz

	V
	824 – 849 MHz
	869 – 894 MHz

	VI
	830 – 840 MHz
	875 – 885 MHz

	VII
	2500 – 2570 MHz
	2620 – 2690 MHz

	[IX]
	1749.9 – 1784.9 MHz
	1844.9 – 1879.9 MHz


The operating bands of the BS or RET modem shall be declared by the manufacturer.
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