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Introduction
This contribution focuses on the Channel Numbering for UMTS 2.6 GHz.  The channel numbering is proposed in the form of a text proposal for Section 5.2 “Channel Raster” of TR25.811 (2.6 GHz TDD WI). 
The required changes to TS25.102 and TS25.105 are presented in Annex A and B respectively.
Text Proposal for TR25.811
5.2
Channel Raster
The frequency boundaries of the TDD band are dependent upon the guardbands needed between FDD and TDD and hence are up to national regulatory bodies [2].  However, there will be 10 potential additional channels (and UARFCNs) for 3.84 Mcps system, with carrier frequency of (n × 200 + 100) kHz [2], in addition to the fundamental 200 kHz channel raster for 2.6 GHz band.
ANNEX  A – Change Proposal for Section 5 in TS25.102
5.4.2
Channel raster

The channel raster is 200 kHz, which means that the carrier frequency must be a multiple of 200 kHz.

For operation in band defined in 5.2 (d), the 3.84 Mcps TDD option shall have a carrier frequency of (n*200 + 100) kHz.

5.4.3
Channel number

The carrier frequency is designated by the UTRA absolute radio frequency channel number (UARFCN). The value of the UARFCN in the IMT2000 band is defined as follows:

Nt = 5*F 
0.0 MHz ( F( 3276.6 MHz

where F is the carrier frequency in MHz

5.4.4
UARFCN

5.4.4.1
3.84 Mcps TDD Option
The following UARFCN range shall be supported for each band:

Table 5.1: UTRA Absolute Radio Frequency Channel Number 3.84 Mcps TDD Option

	Frequency Band
	Frequency Range
	UARFCN Uplink and Downlink transmission

	For operation in frequency band as defined in subclause 5.2 (a)
	1900-1920 MHz

2010-2025 MHz
	9512 to 9588

10062 to 10113

	For operation in frequency band as defined in subclause 5.2 (b)
	1850-1910 MHz

1930-1990 MHz
	9262 to 9538

9662 to 9938

	For operation in frequency band as defined in subclause 5.2 (c)
	1910-1930 MHz
	9562 to 9638

	For operation in frequency band as defined in subclause 5.2 (d)
	2570-2620 MHz
	12862 to 13088


ANNEX  A – Change Proposal for Section 5 in TS25.105
5.4
Channel arrangement

5.4.1
Channel spacing

5.4.1.1
3,84 Mcps TDD Option
The nominal channel spacing is 5 MHz, but this can be adjusted to optimise performance in a particular deployment scenario.

5.4.1.2
1,28 Mcps TDD Option

The channel spacing is 1.6MHz, but this can be adjusted to optimise performance in a particular deployment scenario.

5.4.2
Channel raster

The channel raster is 200 kHz, which means that the carrier frequency must be a multiple of 200 kHz.

For operation in band defined in 5.2 (d), the 3.84 Mcps TDD option shall have a carrier frequency of (n*200 + 100) kHz.

5.4.3
Channel number

The carrier frequency is designated by the UTRA absolute radio frequency channel number (UARFCN). The value of the UARFCN in the IMT2000 band is defined as follows:

Nt = 5 (  F 
0.0 ( F ( 3276.6 MHz

where F is the carrier frequency in MHz.

