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1 Simulation Results

As a result of discussions at the last RAN4 meetings and over the email reflectors a number of the simulation parameters for MTCH have changed and these needed to be re-simulated. The performance simulations are shown below and the Simulation Assumptions used are listed in Section 2.
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2 Simulation Assumptions

[image: image2.emf]Table  1 :  MTCH D etection  Parameters   Parameter  Unit  Test 1  Test 2   Phase reference  -  P - CPICH  
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 dB  - 3  - 3   MTCH Data Rate   128 kbps  256 kbps   Propagation condition   VA3   Number of Radio Links  p   3   3   Delay of Radio Link  2  compared with R adio  Link 1   160ms  20 ms   Delay of Radio Link  3  compared with Radio  Link 1   240ms  40 ms         Table 2:   S - CCPCH Physical C hannel P arameters    Parameter  Unit  Level  Level   User Data Rate  kbps  256  128   Channel bit rate  kbps  960  480   Channel symbol rate   k sps  48 0  240   Slot Format #i  -  14  12   TFCI  -  ON  ON   Power offsets of TFCI and Pilot  fields relative to data field  dB  0  0         Table  3:  S - CCPCH Transport Channel P arameters    Parameter  MTCH   User Data Rate  256 kbps  128 kbps   Transport Channel Number   1   1   Transport  Block Size  2560  2560   Transport Block Set Size  10240  5120    Nr of transport blocks/TTI  4  2    RLC SDU block size  10160    5072     Transmission Time Interval  40  ms  40   ms   Type of Error Protection  Turbo  Turbo   Rate Matching  attribute  256  256   Size of CRC  16  16    
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Table 1: MTCH Detection Parameters

		Parameter

		Unit

		Test 1

		Test 2



		Phase reference

		-

		P-CPICH
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		dBm/3.84 MHz

		-60
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		dB

		-3

		-3



		MTCH Data Rate

		

		128 kbps

		256 kbps



		Propagation condition

		

		VA3



		Number of Radio Links p

		

		3 

		3



		Delay of Radio Link  2 compared with Radio Link 1

		

		160ms

		20 ms



		Delay of Radio Link  3 compared with Radio Link 1

		

		240ms

		40 ms





Table 2: S-CCPCH Physical Channel Parameters 


		Parameter

		Unit

		Level

		Level



		User Data Rate

		kbps

		256

		128



		Channel bit rate

		kbps

		960

		480



		Channel symbol rate 

		ksps

		480

		240



		Slot Format #i

		-

		14

		12



		TFCI

		-

		ON

		ON



		Power offsets of TFCI and Pilot fields relative to data field

		dB

		0

		0





Table 3: S-CCPCH Transport Channel Parameters 


		Parameter

		MTCH



		User Data Rate

		256 kbps

		128 kbps



		Transport Channel Number 

		1 

		1



		Transport Block Size

		2560

		2560



		Transport Block Set Size

		10240

		5120 



		Nr of transport blocks/TTI

		4

		2 



		RLC SDU block size

		10160 

		5072 



		Transmission Time Interval

		40 ms

		40  ms



		Type of Error Protection

		Turbo

		Turbo



		Rate Matching attribute

		256

		256



		Size of CRC

		16

		16






