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Introduction
This contribution is additional text proposal on Node B Rx Characteristics for Section 5.5.2.2 of TR25.811 (2.6 GHz TDD WI) on “Minimum Spurious Emission Requirements.”   The corresponding changes to TS25.105 and TS25.142 are summarized as a text proposal to Section 6.1 and Section 6.3 of TR25.811 respectively, in this T-doc.
Text Proposal

5.5.2.2 Minimum Spurious Emissions Requirements

The spurious emission is common with core band operations.  This is described as a text changes to TS25.105 in Section 5.5.2.2.1 where the changes are highlighted in yellow.

5.5.2.2.1
Proposed Text Changes to TS25.105 for Node B Receiver Spurious Emissions

7.7.1
Minimum Requirement

7.7.1.1
3,84 Mcps TDD Option

The power of any spurious emission shall not exceed:

Table 7.6: Receiver spurious emission requirements

	Band
	Maximum level
	Measurement Bandwidth
	Note

	30 MHz – 1 GHz
	-57 dBm
	100 kHz 
	

	1 GHz – 1.9 GHz,and
1.98 GHz – 2.01 GHz,
2.025 GHz – 2.5 GHz
	-47 dBm
	1 MHz
	With the exception of frequencies between 12.5MHz below the first carrier frequency and 12.5MHz above the last carrier frequency used by the BS.

	1.9 GHz – 1.98 GHz,and
2.01 GHz – 2.025 GHz, 
2.5 GHz – 2.62 GHz

	-78 dBm
	3.84 MHz
	With the exception of frequencies between 12.5MHz below the first carrier frequency and 12.5MHz above the last carrier frequency used by the BS.

	2.025 2.62 GHz – 12.75 GHz

	-47 dBm
	1 MHz
	With the exception of frequencies between 12.5MHz below the first carrier frequency and 12.5MHz above the last carrier frequency used by the BS.


In addition to the requirements in table 7.6, the co-existence requirements for co-located base stations specified in subclause 6.6.3.2.2, 6.6.3.3.2 and 6.6.3.4.2 may also be applied.

<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< NEXT SECTION >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

6.1 Required changes to TS 25.105

Required changes in specification TS 25.105 are summarised in Table 1. Requirements which are not shown are applicable to UMTS 2.6 GHz without any modifications from existing specifications.

Table 1. Required Changes in TS 25.105

	Section
	Requirement
	Discussion / Required Changes in TS 25.105

	7.5.0.1
	Blocking requirement for operations in 2570 – 2620 MHz
	Add Table 7.4-1(d) and 7.4-2(d) for blocking requirements for Wide Area BS and Local Area BS respectively

	7.5.1.1
	Additional blocking requirements for co-location with GSM900 and/or DCS1800
	Add text onto Table 7.4(d) and 7.4(e) to include operations in 2.6 GHz band.

	7.5.2
	Blocking requirement for co-location with UTRA-FDD
	Added Section 7.5.2 for co-location (with UTRA-FDD) blocking requirements for Wide Area and Local Area UTRA-TDD BS operating in 2.6 GHz band.

	7.7.1.1
	General Receiver Spurious Emission
	Add text to Table 7.6 to include operations in 2.6 GHz band.


<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< NEXT SECTION >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

6.3 Required changes to TS 25.142

Required changes in specification TS 25.142 are summarised in Table 6.3. Requirements which are not shown are applicable to UMTS 2.6 GHz without any modifications from the existing specifications.

Table 6.3. Required Changes in TS 25.142

	Section
	Requirement
	Discussion / Required Changes in TS 25.142

	7.5.2.1.1
	Blocking requirement for operations in 2570 – 2620 MHz
	Add Table 7.9-1 and 7.9-2 for blocking requirements for Wide Area BS and Local Area BS respectively

	7.5.2.1.2
	Additional blocking requirements for co-location with GSM900 and/or DCS1800
	Add text onto Table 7.9 and 7.10 to include operations in 2.6 GHz band.

	7.5.2.1.3
	Blocking requirement for co-location with UTRA-FDD
	Added Section 7.5.2.1.3 for co-location (with UTRA-FDD) blocking requirements for Wide Area and Local Area UTRA-TDD BS operating in 2.6 GHz band.

	7.7.2.1
	General Receiver Spurious Emission
	Add text to Table 7.12 to include operations in 2.6 GHz band.


