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6.6
Output RF spectrum emissions

6.6.1
Occupied bandwidth

The occupied bandwidth is the width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage /2 of the total mean transmitted power. See also ITU-R Recommendation SM.328 [7].

The value of /2 shall be taken as 0,5%.

6.6.1.1
Minimum requirement

The occupied channel bandwidth shall be less than 5 MHz based on a chip rate of 3.84 Mcps. 

6.6.2
Out of band emission

Out of band emissions are unwanted emissions immediately outside the channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. This out of band emission requirement is specified both in terms of a spectrum emission mask and adjacent channel power ratio for the transmitter.

6.6.2.1
Spectrum emission mask

The mask defined in Tables 6.3 to 6.6 below may be mandatory in certain regions. In other regions this mask may not be applied.

For regions where this clause applies, the requirement shall be met by a base station transmitting on a single RF carrier configured in accordance with the manufacturer's specification. Emissions shall not exceed the maximum level specified in tables 6.3 to 6.6 for the appropriate BS maximum output power, in the frequency range from (f  = 2.5 MHz to  (fmax from the carrier frequency, where:

-
(f is the separation between the carrier frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.

-
F_offset is the separation between the carrier frequency and the centre of the measuring filter.

-
f_offsetmax is either 12.5 MHz or the offset to the UMTS Tx band edge as defined in section 5.2, whichever is the greater.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
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Figure 6.2: Spectrum emission mask

Table 6.3: Spectrum emission mask values, BS maximum output power P ( 43 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement Band I, II, III, IV, V, VII, VIII
	Additional requirements Band II, IV and V 1
	Measurement bandwidth2

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz  ( f_offset < 2.715MHz  
	-14 dBm
	-15 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz  ( f_offset < 3.515MHz
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	-15 dBm
	30 kHz 

	(see note 3)
	3.515MHz  ( f_offset < 4.0MHz 
	-26 dBm
	NA
	30 kHz 

	3.5 MHz ( (f ( (fmax
	4.0MHz  ( f_offset < f_offsetmax 
	-13 dBm
	-13 dBm
	1 MHz 


Table 6.4: Spectrum emission mask values, BS maximum output power 39 ( P < 43 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement Band I, II, III, IV, V, VII, VIII
	Additional requirements Band II, IV and V 1
	Measurement bandwidth2

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz  ( f_offset < 2.715MHz  
	-14 dBm
	-15 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz  ( f_offset < 3.515MHz
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	-15 dBm
	30 kHz 

	(see note 3)
	3.515MHz  ( f_offset < 4.0MHz 
	-26 dBm
	NA
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0MHz  ( f_offset < 8.0MHz
	-13 dBm
	-13 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz  ( f_offset < f_offsetmax 
	P - 56 dB
	-13 dBm
	1 MHz 


Table 6.5: Spectrum emission mask values, BS maximum output power 31 ( P < 39 dBm
	Frequency offset of measurement filter ‑3dB point,(f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement Band I, II, III, IV, V, VII, VIII
	Additional requirementsBand II, IV and V 1
	Measurement bandwidth2

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz  ( f_offset < 2.715MHz  
	P - 53 dB
	-15 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz  ( f_offset < 3.515MHz
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	-15 dBm
	30 kHz 

	(see note 3)
	3.515MHz  ( f_offset < 4.0MHz 
	P - 65 dB
	NA
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0MHz  ( f_offset < 8.0MHz
	P - 52 dB
	-13 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz  ( f_offset < f_offsetmax 
	P - 56 dB
	-13 dBm
	1 MHz 


Table 6.6: Spectrum emission mask values, BS maximum output power  P < 31 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement Band I, II, III, IV, V, VII, VIII
	Measurement bandwidth2

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz  ( f_offset < 2.715MHz  
	-22 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz  ( f_offset < 3.515MHz
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	30 kHz 

	(see note 3)
	3.515MHz  ( f_offset < 4.0MHz 
	-34 dBm
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0MHz  ( f_offset < 8.0MHz
	-21 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz  ( f_offset < f_offsetmax 
	-25 dBm
	1 MHz 


Notes for Tables 6.3, 6.4, 6.5 & 6.6

NOTE 1
The minimum requirement for operation in band II, IV and V is the lower power of the minimum requirement for band I, II, III, IV, V, VII and VIII and the additional requirement for band II, IV and V.

NOTE 2
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

NOTE 3:
This frequency range ensures that the range of values of f_offset is continuous.

6.6.2.2
Adjacent Channel Leakage power Ratio (ACLR)

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the RRC filtered mean power centered on the assigned channel frequency to the RRC filtered mean power centered on an adjacent channel frequency.

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.
6.6.2.2.1
Minimum requirement

The ACLR shall be higher than the value specified in Table 6.7.
Table 6.7: BS ACLR

	BS adjacent channel offset below the first or above the last carrier frequency used
	ACLR limit

	5 MHz
	45 dB

	10 MHz
	50 dB

	Note: In Japan, the ACLR shall be higher than the value specified in this table, if the adjacent channel power is greater than the spurious emissions specified in Table 6.8.


6.6.3
Spurious emissions

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions. This is measured at the base station RF output port.

The requirements shall apply whatever the type of transmitter considered (single carrier or multiple-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.
The requirements (except 6.6.3.5) apply at frequencies within the specified frequency ranges, which are more than 12.5MHz below the first carrier frequency used or more than 12.5MHz above the last carrier frequency used.

Unless otherwise stated, all requirements are measured as mean power (RMS).

6.6.3.1
Mandatory Requirements

The requirements of either subclause 6.6.3.1.1 or subclause 6.6.3.1.2 shall apply.

6.6.3.1.1
Spurious emissions (Category A)

The following requirements shall be met in cases where Category A limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [1], are applied.

6.6.3.1.1.1
Minimum Requirement

The power of any spurious emission shall not exceed:

Table 6.8: BS Mandatory spurious emissions limits, Category A

	Band
	Maximum level
	Measurement Bandwidth
	Note

	9kHz ‑ 150kHz
	-13 dBm
	1 kHz 
	Note 1

	150kHz – 30MHz
	
	10 kHz 
	Note 1

	30MHz ‑ 1GHz
	
	100 kHz
	Note 1

	1GHz ‑ 12.75 GHz
	
	1 MHz
	Note 2

	NOTE 1:
Bandwidth as in ITU-R SM.329 [1], s4.1

NOTE 2:
Upper frequency as in ITU-R SM.329 [1], s2.5 table 1


--- end of changed section ---
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