TSG-RAN Working Group 4 Meeting #39                                                        R4-060484
Shanghai, China. 8 – 12 May 2006
Agenda item:
6.4.1
Source: 
NTT DoCoMo 
Title: 
Type 1 receiver simulation results for DCH with implantation margin
Document for:
Discussion 
1
Introduction
In the RAN4 meeting #38, test cases of Type 1 receiver performance requirements for DCH were agreed [1]. This contribution provides our simulation results including implementation margin.
2 Simulation results
The required DPCH_Ec/Ior with implementation margin is shown in Table 1. 
Table 1 Required DPCH_Ec/Ior with implementation margin
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	BLER

	12.2 kbps (25.101, paragraph 8.3)
	-15.0 dB
	10-2

	64 kbps (25.101, paragraph 8.3)
	-11.6 dB
	10-1

	
	-10.6 dB
	10-2

	384 kbps (25.101, paragraph 8.3)
	-9.3 dB
	10-1

	
	-8.0 dB
	10-2

	12.2 kbps (25.101, paragraph 8.6.1)
	-22.9 dB
	10-2

	12.2 kbps (25.101, paragraph 8.6.2)
	-23.1 dB
	10-2


3 Conclusions
In this contribution, we presented Type 1 receiver simulation results for DCH. The required Ec/Ior with implementation margin is presented in Table 1. 
References

[1] R4-060311, “Minutes of the Simulation Ad Hoc”, Ad Hoc Chair




































































































































