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1     Introduction
A number of operators have agreed to use “target” instead of “recommended” performance in the informative clauses of the UE OTA specification. 
This contribution introduces the target concept. Proposed values are also presented. 
2     The concept of target
A target is naturally not as well defined as the minimum. The intention is to capture a design guideline for TRP and TRS in the primary mode and primary bands. Targets for secondary bands are FFS. A possible definition of target performance is

Target performance represents a guideline for all UE(s) in their primary mode, and should be considered by UE manufacturers. 

The recommended performance (for “Class A” described in [1]) was intended as a counterpart to the minimum performance but for the primary bands (minimum performance normative for all bands). The target levels, on the other hand, should be achieved in a good design recognising that all UEs will not meet these.    
3     Primary and secondary
Next we discuss possible definitions of primary and secondary bands and modes used in the target context. Since these notions are not entirely clear cut, it is stated that they are only used in informative clauses.  

Primary frequency band: a band for which the UE OTA performance is optimised, e.g. bands associated with the used HPLMN. The notion of primary band is used in the context of OTA specifications, and only in informative clauses.
Secondary frequency band: band other than primary for a given UE, e.g. bands not normally associated with the HPLMN. The notion of secondary band is used in the context of OTA specifications, and only in informative clauses.
Primary mechanical mode: the mode that is most often used during a call beside the head, e.g. slide opened for such a model. Every terminal has at least one primary mechanical mode. The notion of primary mode is used in the context of OTA specifications, and only in informative clauses.
Secondary mechanical mode: mode other than primary. The notion of secondary mode is used in the context of OTA specifications, and only in informative clauses.
4     Single mode phones
Single mode phones could also be addressed when devising target performance, i.e. somewhat better performance can be achieved in these cases which may involve fewer bands. 
5     Proposed target values
Proposed target values are shown in the attached, which also contains a table with tentative GSM TRP targets. 
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