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Introduction

This document contains suggested updates to the technical report EUTRA Base Station (BS) radio transmission and reception TR 36.804 [1].

The change suggested in this contribution refers to synchronized FDD operations in paired bands.

Discussion
Based on the inputs to RAN4#43 in [2] and [3], there seems to be a RAN4 consensus to specify an ACLR1 value of 45 dB for E-UTRA in paired bands. This is also aligned with the value proposed for unpaired bands in [4]

Proposal

It is proposed that the attached text proposal for LTE FDD ACLR is added to TR 36.804 [1].
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Text Proposal for TR 36.804 ------------------------------------------------------------------------------------
Table 6.6.2.3-1: Working assumption for BS ACLR for adjacent LTE carriers (paired spectrum)
	E-UTRA

Assigned BW (MHz)
	ALCR limit for 1st Adjacent channel relative to assigned channel frequency [dB]

	
	
	UTRA1
5.0 MHz
	E-UTRA2
X MHz
	E-UTRA2
Y MHz
	E-UTRA2
5.0 MHz
	E-UTRA2
10 MHz
	E-UTRA2
15 MHz
	 E-UTRA2
20 MHz

	X
	ACLR 1
	[TBD]
	[TBD]
	-
	-
	-
	-
	-

	
	ACLR 2
	[TBD]
	[TBD]
	-
	-
	-
	-
	-

	Y
	ACLR 1
	[TBD]
	-
	[TBD]
	-
	-
	-
	-

	
	ACLR 2
	[TBD]
	-
	[TBD]
	-
	-
	-
	-

	5
	ACLR 1
	[45]
	-
	-
	[45]
	-
	-
	-

	
	ACLR 2
	[45]
	-
	-
	[TBD]
	-
	-
	-

	10
	ACLR 1
	[45]
	-
	-
	-
	[45]
	-
	-

	
	ACLR 2
	[45]
	-
	-
	-
	[TBD]
	-
	-

	15
	ACLR 1
	[45]
	-
	-
	-
	-
	[45]
	-

	
	ACLR 2
	[45]
	-
	-
	-
	-
	[TBD]
	-

	20
	ACLR 1
	[45]
	-
	-
	-
	-
	-
	[45]

	
	ACLR 2
	[45]
	-
	-
	-
	-
	-
	[TBD]

	NOTES:
1 Measured with a 3.84 MHz bandwidth RRC filter with roll-off factor =0.22 centered on the adjacent  channel.


2 Measured with a [TBD] filter centered on the 1st or 2nd adjacent  channel


