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1 Introduction
This document contains a text proposal for frequency error for TR 36.803 [1] Section 6.3. 

2 Proposal 

At the last RAN4 meeting R4-070828 was approved for the base station 
6.3.1
Minimum requirement

The modulated carrier frequency of the BS shall be accurate to within the accuracy range given in Table 6.0 observed over a period of [one subframe (1ms) for frame structure type 1 and one subframe (0.675ms) for frame structure type 2 excluding the timeslot interval].
Table 6.0: Frequency error minimum requirement

	BS class
	Accuracy

	Wide Area BS
	±0.05 ppm

	Medium Range BS
	±[TBD] ppm

	Local Area BS
	±[TBD] ppm


 Based on this requirement it should be possible to set the requirements for the UE as shown below.  
3 Text proposal 

------------ Start of text proposal -------------------------
6.3
Frequency Error

The UE modulated carrier frequency shall be accurate to within ±0.1 PPM observed over a period of [one subframe (1ms) for generic for frame structure type 1 and one subframe (0.675ms) for frame structure type 2 excluding the timeslot interval].
------------ End of text proposal -------------------------
4 Reference 

[1] 3GPP TR 36.803 V0.3.0 (2007-05), User Equipment (UE) radio transmission and reception; (R4-070872)
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