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Background 

The E-UTRA frequency bands and channel arrangement are agreed in RAN4 and documented in TR 36.804 [1]. The following parts of Clause 5 in [1] are proposed to be included in Clause 5 of TS 36.104:
· A General clause setting the scope (5.1).

· Channel bandwidths for FDD and TDD (5.2). The figure defining channel bandwidth and related parameters has been modified to further explain the carrier edges, the transmission bandwidth and the DC carrier.
· The frequency bands for E-UTRA (5.3)

· The channel arrangement for E-UTRA, including definitions of channel spacing, channel raster and channel numbering (5.4). The subclause defining the valid EARFCN on the raster is for further study (5.4.4).

Note that additional bands may be included for E-UTRA.

Since it is agreed that Clause 5 should be identical between UE and BS specifications, this text proposal is also made for TS 36.101.

Proposal

It is proposed that the attached text proposal for the Frequency bands and channel arrangement clause is approved for inclusion in TS 36.101 and TS 36.104.
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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Carrier edge: The lowest and highest frequency of the carrier, separated by the channel bandwidth.

Channel bandwidth: The RF bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth configured in the uplink or downlink of a cell. The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.

Maximum output Power: The mean power level per carrier of the base station measured at the antenna connector in a specified reference condition.

Mean power: When applied to E-UTRA transmission this is the power measured in the channel bandwidth of the carrier. The period of measurement shall be at least one subframe (1ms) for frame structure type 1 and one subframe (0.675ms) for frame structure type 2 excluding the guard interval, unless otherwise stated.

Occupied bandwidth: The width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage β/2 of the total mean power of a given emission.
Output power: The mean power of one carrier of the base station, delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Rated output power: Rated output power of the base station is the mean power level per carrier that the manufacturer has declared to be available at the antenna connector.
Reference bandwidth: The bandwidth in which an emission level is specified.

Transmission bandwidth: Bandwidth of an instantaneous transmission from a UE or BS, measured in Resource Block units.

Transmission bandwidth configuration: The highest transmission bandwidth allowed for uplink or downlink in a given channel bandwidth, measured in Resource Block units.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

BWChannel
Channel bandwidth

f
Frequency




FC
Carrier centre frequency

FDL_low
The lowest frequency of the downlink operating band

FDL_high
The highest frequency of the downlink operating band

FUL_low
The lowest frequency of the uplink operating band

FUL_high
The highest frequency of the uplink operating band

NDL 
Downlink EARFCN

NOffs-DL 
Offset used for calculating downlink EARFCN

NOffs-UL 
Offset used for calculating uplink EARFCN

NRB
Transmission bandwidth configuration, expressed in units of resource blocks 

NUL 
Uplink EARFCN

PREFSENS
Reference Sensitivity power level

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ACLR
Adjacent Channel Leakage Ratio

ACS
Adjacent Channel Selectivity

AWGN
Additive White Gaussian Noise

BS
Base Station

CW
Continuous Wave
EARFCN 
E-UTRA Absolute Radio Frequency Channel Number

EVM
Error Vector Magnitude

FDD
Frequency Division Duplex

FRC
Fixed Reference Channel

LA
Local Area (base station class)

MCS
Modulation and Coding Scheme

OOB
Out-of-band

PA
Power Amplifier

SNR
Signal-to-Noise Ratio

TDD
Time Division Duplex

WA
Wide Area (base station class)

5
Frequency bands and channel arrangement


5.1
General

The channel arrangements presented in this clause are based on the frequency bands and channel bandwidths defined in the present release of specifications.

NOTE:
Other frequency bands and channel bandwidths may be considered in future releases.

5.2
Channel bandwidth

Requirements in present document are specified for the channel bandwidths listed in Table 5.1-1.

Table 5.1-1 Transmission bandwidth configuration NRB in E-UTRA channel bandwidths

	Channel bandwidth BWChannel [MHz]
	1.4
	1.6
	3 
	3.2
	5
	10
	15
	20

	FDD mode
	6
	n/a
	15 
	n/a
	25
	50
	75
	100

	TDD mode
Frame Structure Type 1
	6
	n/a
	15 
	n/a
	25
	50
	75
	100

	TDD mode 
Frame Structure Type 2
	n/a
	7
	n/a
	16
	25
	50
	75
	100


Figure 5.1-1 shows the relation between the Channel bandwidth (BWChannel) and the Transmission bandwidth configuration (NRB). The carrier edges are defined as the lowest and highest frequencies of the carrier separated by the channel bandwidth, i.e. at FC +/- BWChannel /2.
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Figure 5.1-1 Definition of Channel Bandwidth and Transmission Bandwidth Configuration.

5.3
Frequency bands
E-UTRA is designed to operate in the frequency bands defined in Table 5.2-1.
Table 5.2-1 E-UTRA frequency bands

	E-UTRA Band
	Uplink (UL)
eNode B receive
UE transmit
	Downlink (DL)
eNode B transmit 
UE receive
	UL-DL Band separation
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	FDL_low - FUL_high
	

	1
	1920 MHz 
	–
	1980 MHz 
	2110 MHz  
	–
	2170 MHz
	130 MHz
	FDD

	2
	1850 MHz 
	–
	1910  MHz
	1930 MHz 
	–
	1990 MHz
	20 MHz
	FDD

	3
	1710 MHz 
	–
	1785 MHz
	1805 MHz 
	–
	1880 MHz
	20 MHz
	FDD

	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz
	355 MHz
	FDD

	5
	824 MHz
	–
	849 MHz
	869 MHz 
	–
	894MHz
	20 MHz
	FDD

	6
	830 MHz
	–
	840  MHz
	875 MHz 
	–
	885 MHz
	35 MHz
	FDD

	7
	2500 MHz
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	50 MHz
	FDD

	8
	880 MHz
	–
	915 MHz
	925 MHz  
	–
	960 MHz
	10 MHz
	FDD

	9
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz  
	–
	1879.9 MHz
	60 MHz
	FDD

	10
	1710 MHz
	–
	1770 MHz
	2110 MHz 
	–
	2170 MHz
	340 MHz 
	FDD

	11
	1427.9 MHz 
	–
	1452.9 MHz
	1475.9 MHz  
	–
	1500.9 MHz
	23 MHz
	FDD

	12
	[TBD]
	–
	[TBD]
	[TBD]
	–
	[TBD]
	[TBD]
	FDD

	13
	[TBD]
	–
	[TBD]
	[TBD]
	–
	[TBD]
	[TBD]
	FDD

	14
	[TBD]
	–
	[TBD]
	[TBD]
	–
	[TBD]
	[TBD]
	FDD

	...
	
	
	
	
	
	
	
	

	33
	1900 MHz
	–
	1920 MHz
	1900 MHz
	–
	1920 MHz
	N/A
	TDD

	34
	2010  MHz
	–
	2025 MHz 
	2010 MHz 
	–
	2025 MHz
	N/A
	TDD

	35
	1850 MHz 
	–
	1910 MHz
	1850 MHz 
	–
	1910 MHz
	N/A
	TDD

	36
	1930 MHz 
	–
	1990 MHz
	1930 MHz 
	–
	1990 MHz
	N/A
	TDD

	37
	1910 MHz 
	–
	1930 MHz
	1910 MHz 
	–
	1930 MHz
	N/A
	TDD

	38
	2570 MHz 
	–
	2620 MHz
	2570 MHz 
	–
	2620 MHz
	N/A
	TDD



5.4
Channel arrangement

5.4.1
Channel spacing

The spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between two adjacent E-UTRA carriers is defined as following:


Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2 
where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective E-UTRA carriers. The channel spacing can be adjusted to optimize performance in a particular deployment scenario.

5.4.2
Channel raster

The channel raster is 100 kHz for all bands, which means that the carrier centre frequency must be an integer multiple of 100 kHz.  

5.4.3
Channel number

The carrier frequency in the uplink and downlink is designated by the E-UTRA Absolute Radio Frequency Channel Number (EARFCN). The carrier frequency in MHz for the downlink is given by the following equation, where FDL_low and NOffs-DL are given in table 5.4.3-1 and NDL is the downlink EARFCN.

FDL = FDL_low + 0.1(NDL – NOffs-DL) 

The carrier frequency in MHz for the uplink is given by the following equation where FUL_low and NOffs-UL are given in table 5.4.3-1 and NUL is the uplink EARFCN.


FUL = FUL_low + 0.1(NUL – NOffs-UL)  

Table 5.4.3-1 E-UTRA channel numbers

	Band
	Downlink
	Uplink

	
	FDL_low
	NOffs-DL
	Range of NDL
	FUL_low
	NOffs-UL
	Range of NUL

	1
	2110
	0
	0 – 599
	1920
	13000
	13000 – 13599

	2
	1930
	600
	6001199
	1850
	13600
	13600 – 14199

	3
	1805
	1200
	1200 – 1949
	1710
	14200
	14200 – 14949

	4
	2110
	1950
	1950 – 2399
	1710
	14950
	14950 – 15399

	5
	869
	2400
	2400 – 2649
	824
	15400
	15400 – 15649

	6
	875
	2650
	2650 – 2749
	830
	15650
	15650 – 15749

	7
	2620
	2750
	2750 – 3449
	2500
	15750
	15750 – 16449

	8
	925
	3450
	3450 – 3799
	880
	16450
	16450 – 16799

	9
	1844.9
	3800
	3800 – 4149
	1749.9
	16800
	16800 – 17149

	10
	2110
	4150
	4150 – 4749
	1710
	17150
	17150 – 17749

	11
	1475.9
	4750
	4750 – 4999
	1427.9
	17750
	17750 – 17999

	…
	
	
	
	
	
	

	33
	1900
	26000
	26000 – 26184
	1900
	26000
	26000 – 26184

	34
	2010
	26185
	26185 – 26319
	2010
	26185
	26185 – 26319

	35
	1850
	26320
	26320 – 26904
	1850
	26320
	26320 – 26904

	36
	1930
	26905
	26905 – 27489
	1930
	26905
	26905 – 27489

	37
	1910
	27490
	27490 – 27674
	1910
	27490
	27490 – 27674

	38
	2570
	27675
	27675 – 28159
	2570
	27675
	27675 – 28159


5.4.4
EARFCN

<Text will be added.>

















































_1255182326.doc
[image: image1.emf]Transmission


Bandwidth [RB]


Transmission Bandwidth Configuration [RB]


Channel Bandwidth [MHz]


Resource block


Carrier edge


Carrier edge


DC carrier (downlink only)


Active Resource Blocks





