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1. Introduction

In RAN4#46 it was agreed to tentatively agree to just have 1dB and 2dB breakpoints for 16QAM MPR in the initial version of TS36.101, despite concerns from Vodafone that system performance may suffer as a result of this

2. Text proposal

Text is added to TR36.803 to ensure that the 0dB MPR will be reconsidered for the TS36.101 if the system performance gains are sufficient to warrant such a change. 
----------- FIRST MODIFIED SECTION -----------
6.2.3
Maximum Power Reduction (MPR)

Maximum Power Reduction (MPR) due to higher modulation and transmit bandwidth configuration (resource block) is specified in Table 6.2.3-1. 
Table 6.2.3-1:  Maximum Power Reduction (MPR)

	Modulation
	Channel bandwidth / Transmission bandwidth configuration [RB]
	Max

MPR (dB)

	
	1.4 MHz
	1.6 MHz
	3 MHz
	3.2 MHz
	5 MHz
	10  MHz
	15 MHz
	20  MHz
	

	QPSK
	TBD
	
	TBD
	
	> 8
	>12
	>16
	>18
	≤ 1

	16 QAM
	TBD
	
	TBD
	
	[≤ 8]
	[≤12]
	[≤16]
	[≤18]
	≤ 1

	16 QAM
	TBD
	
	TBD
	
	[> 8]
	[>12]
	[>16]
	[>18]
	≤ 2

	The need for a 0dB MPR breakpoint for 16QAM in the TS36.101 will be reconsidered if found that the benefits of system performance are sufficient to warrant this.


----------- END OF MODIFICATIONS -----------




































































































































































































































































































































































































































































































































































































3GPP


