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1 Introduction
Interruption time requirements have finalized in TS 25.133[1]. This paper will provide a more detailed analysis on the interruption time requirements and propose a correction on the requirements.
2 Discussion
RAN4 specify following interruption time requirements in TS 25.133[1]:

If inter-frequency hard handover is commanded and the UE needs compressed mode to perform inter-frequency measurements and if higher layers do not indicate that the UE shall not perform any synchronisation procedure for timing maintained intra- or inter-frequency hard handover, the interruption time shall be less than Tinterrupt2

Tinterrupt2 = TIU+Tsync+50*KC+150*OC + 10*Fmax ms

In the interruption requirement Tinterrupt2 a cell is known if the cell has been measured by the UE during the last 5 seconds.

Generally, the handover is blind handover if target cell is not known. In this instance, UE does not need compressed mode to perform measurements. Hence we propose to modify the requirements in order to avoid ambiguous meaning.
The following TP is suggested:
-------------------------------------------- Start text proposal -------------------------------------------------------------------
If inter-frequency hard handover is commanded and if higher layers do not indicate that the UE shall not perform any synchronisation procedure for timing maintained intra- or inter-frequency hard handover, the interruption time shall be less than Tinterrupt2

Tinterrupt2 = TIU+Tsync+50*KC+150*OC + 10*Fmax ms

In the interruption requirement Tinterrupt2 a cell is known if the cell has been measured by the UE during the last 5 seconds.
-------------------------------------------- End text proposal -------------------------------------------------------------------
3 Conclusion
In this paper, we have discussed the possible problem in the current interruption time requirements. A CR [2] is provided in the meeting.
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