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1. Introduction

In RAN4#48, CR for an informative Annex F of TS36.104 on unwanted emission requirements for multi-carrier BS was agreed as a guide line [1].

In this contribution, we propose the TP for TS36.141. The corresponding text proposal is provided in new section an informative Annex J considering the agreed “Rearrangement of the annexes” [2] in RAN4#48.
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Annex J (Informative): Unwanted emission requirements for multi-carrier BS
J.1
General
In section 6.6, unwanted emission requirements for single carrier or multi-carrier BS are specified. This multi-carrier BS corresponds to a multi-carrier BS of the same channel bandwidth for E-UTRA. The following two pragmatic scenarios are considered in this annex:
-
multi-carrier BS of different E-UTRA channel bandwidths: Only 5 MHz and higher channel bandwidths 
(less than 5 MHz is FFS)
-
multi-carrier BS of E-UTRA and UTRA
Only multi-carrier BS with contiguous carriers are considered. The guidelines below assumes that the power spectral density of the multiple carriers is the same. All other combinations of multiple carriers are ffs.
Note 1:
Further information and analysis for these scenarios can be found in TR 36.942 [12].
J.2
Multi-carrier BS of different E-UTRA channel bandwidths
For a multi-carrier E-UTRA BS transmitting a group of carriers of different channel bandwidths (≥5 MHz), the channel bandwidth of the outermost carriers should be considered for ACLR and Operating band unwanted emission requirements. That is, the corresponding requirements for the channel bandwidth of each of the outermost carriers should be applied at the respective side of the group of transmitted carriers.
J.3
Multi-carrier BS of E-UTRA and UTRA
For a multi-carrier BS transmitting a group of carriers of E-UTRA and UTRA, the RAT being used on the outermost carriers should be considered for ACLR and Operating band unwanted emission requirements. That is, the corresponding requirements for the RAT being used on each of the outermost carriers should be applied at the respective side of the group of transmitted carriers.
---------------------------------- End of changed section ------------------------------------















