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9.2.3
Co-existence with other systems in the same geographical area

These requirements may be applied for the protection of UE, MS and/or BS operating in other frequency bands in the same geographical area. The requirements may apply in geographic areas in which both UTRA FDD Repeater operating in frequency bands I to IX and a system operating in another frequency band than the FDD operating band are deployed. The system operating in the other frequency band may be GSM900, DCS1800, PCS1900, GSM850 and/or FDD operating in bands I to IX.

9.2.3.1
Minimum Requirements

The power of any spurious emission shall not exceed the limits of Table 9.9 for a UTRA FDD Repeater where requirements for co-existence with the system listed in the first column apply.

Table 9.9: UTRA Repeater up-link and down-link spurious emissions limits in geographic coverage area of systems operating in other frequency bands

	System type operating in the same geographical area
	Band for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII

	
	880 - 915 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in band VIII, since it is already covered by the band VIII requirement in sub-clause 9.2.2

	
	876 - 880 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in band VIII.

	
	876 - 880 MHz
	-53 dBm
	100 kHz
	This requirement applies only to the up-link  of UTRA FDD Repeater operating in band VIII

	DCS1800
	1805 ‑ 1880 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to UTRA FDD Repeater operating in band III.

	
	1710 - 1785 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in band III, since it is already covered by the band III requirement in sub-clause 9.2.2.

	PCS1900
	1930 ‑ 1990 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to UTRA FDD Repeater operating in frequency band II.

	
	1850 ‑ 1910 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in frequency band II, since it is already covered by the band II requirement in sub-clause 9.2.2.

	GSM850
	869 - 894 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to UTRA FDD Repeater operating in frequency band V.

	
	824 ‑ 849 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in frequency band V, since it is already covered by the band V requirement in sub-clause 9.2.2.

	FDD Band I
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I.

	
	1920 - 1980 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in band I, since it is already covered by the band I requirement in sub-clause 9.2.2.

	FDD Band II
	1930 - 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II.

	
	1850 - 1910 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in band II, since it is already covered by the band II requirement in sub-clause 9.2.2.

	FDD Band III
	1805 - 1880 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III.

	
	1710 - 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in band III, since it is already covered by the band III requirement in sub-clause 9.2.2.

	FDD Band IV
	2110 - 2155 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV.

	
	1710 - 1755 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in band IV, since it is already covered by the band IV requirement in sub-clause 9.2.2.

	FDD Band V
	869 - 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V.

	
	824 - 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in band V, since it is already covered by the band V requirement in sub-clause 9.2.2.

	FDD Band VI
	860 - 895 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI.

	
	815 - 850 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in band VI, since it is already covered by the band VI requirement in sub-clause 9.2.2.

	FDD Band VII
	2620 - 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII, 

	
	2500 - 2570 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in band VII, since it is already covered by the band VII requirement in sub-clause 9.2.2.

	FDD Band VIII
	925 - 960 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII.

	
	880 - 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in band VIII, since it is already covered by the band VIII requirement in sub-clause 9.2.2.

	FDD Band IX
	1844.9 - 1879.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IX.

	
	1749. 9 - 1784.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in band IX, since it is already covered by the band IX requirement in sub-clause 9.2.2.

	FDD Band X
	1710 - 1770 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band X.

	
	2110 - 2170 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the up-link of the UTRA FDD Repeater operating in band X, since it is already covered by the band X requirement in sub-clause 9.2.2.


NOTE 1:
The requirements of -53dBm/100kHz in Table 9.9 for the up link direction of the Repeater reflect what can be achieved with present state of the art technology and are based on a coupling loss of 73 dB between a Repeater and a GSM 900 BS receiver.

NOTE 2:
The requirements shall be reconsidered when the state of the art technology progresses.
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