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1   Introduction
This contribution presents both ideal simulation results and results with impairment for MU PUCCH performance tests based on the simulation assumption which were agreed  in [1].

2 Discussion

Table 1 and table 2 present MU PUCCH ideal smulation results and implementation margin results separately for ETU70  and ETU300 channel models and for all channel bandwidths.

Table 1: Ideal simulation results for MU PUCCH performance test
	Propagation Conditions

	Channel Bandwidth / SNR [dB]（ACK->~ACK 1%）

	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	ETU 70
	-6.0
	-6.5
	-6.3
	-6.5
	-6.4
	-6.3

	ETU 300
	-6.0
	-6.3
	-6.3
	-6.1
	-6.4
	-6.4


Table 2: Implementation margin results for MU PUCCH performance test
	Propagation Conditions
 

 
	Channel Bandwidth / SNR [dB]（ACK->~ACK 1%）

	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	ETU 70
	-3.8
	-4.8
	-4.6
	-4.8
	-4.6
	-4.4

	ETU 300
	-3.8
	-4.6
	-4.0
	-4.1
	-4.6
	-4.5


3 Conclusion
This contribution presents PUCCH multi-user simulation results including ideal resluts and implementation margin results.
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