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1. Introduction
In RAN#41 meeting, a new work item to introduce 1880MHz for TDD was approved [1].  This document listed the required changes to TS25.105, TS25.102, TS25.142, TS25.113 and TS34.124 for 1.28Mcps TDD.

2. Required changes for specifications
2.1 Required changes for 25.105

Required changes in specification TS 25.105 are summarised in Table 1. Requirements which are not shown are applicable to UMTS 1880MHz without any modifications from existing specifications.

Table 1 Required changes in TS 25.105

	Section
	Requirement
	Discussion / Required Changes in TS 25.105

	5.2
	Frequency bands
	A new 40 MHz frequency band is added as band f)

1880-1920 MHz: Uplink and Downlink

	6.6.3.5
	Coexistence with unsynchronized TDD
	Add requirement of coexistence with TDD system at 1880-1920MHz 

	7.5.0
	Blocking Characteristics
	Add blocking requirement for 1880-1920MHz TDD band 

	7.7
	Spurious Emissions
	Add receiver spurious emission requirement to include operations in 1880-1920MHz TDD band

	Annex B
	Propagation Conditions
	· Add propagation condition for 1880-1920MHz band


2.2 Required changes for 25.102

Required changes in specification TS 25.102 are summarised in Table 2. Requirements which are not shown are applicable to UMTS 1880MHz without any modifications from existing specifications.

Table 2 Required Changes in TS 25.102
	Section
	Requirement
	Discussion / Required Changes in TS 25.102

	5.2
	Frequency bands
	A new 40 MHz frequency band is added as band f)

1880-1920 MHz: Uplink and Downlink

	5.4.4
	UARFCN
	Addition of UARFCN for Uplink and Downlink transmission for 1880-1920 MHz band in Table 5.1.

	6.6.3.1.2
	Spurious Emission –Additional Spurious emissions requirements

	Adding additional spurious emission requirement for 1880MHz band

	7.6.1.2
	Blocking Characteristics
	Add requirement for 1880MHz band in Table 7.7

	7.9.1.2
	Spurious Emissions
	Add receiver spurious emission requirement to include 1880Hz band in Table 7.10

	Annex B
	Propagation Conditions
	· Introduce scaled UE velocity for 1880MHz band in table B.3B



2.3 Required changes for 25.142
Required changes in specification TS 25.142 are summarised in Table 3. Requirements which are not shown are applicable to UMTS 1880Hz without any modifications from existing specifications. No changes are required concerning measurement uncertainties, test tolerances and test procedures.

Table 3 Required Changes in TS 25.142
	Section
	Requirement
	Discussion / Required Changes in TS 25.142

	4.2
	Frequency bands
	A new 40 MHz frequency band is added as band f)

1880 – 1920 MHz: Uplink and Downlink

	6.6.3.2.5
	Co-existence with unsynchronised TDD
	Additional spurious emission requirements and keep alignment with those defined in 25.105.

	7.5 
	Blocking characteristics
	· Blocking requirement alignment with those introduced in 25.105.

· Specify test related aspects.

	7.7
	Spurious emission
	· Spurious emission alignment with those introduced in 25.105.

· Specify test related aspects.

	B.2
	Multi-path fading propagation conditions
	1880MHz propagation alignment with those in 25.105.


2.4 Required changes for 25.113
Required changes in specification TS 25.113 are summarised in Table 4. Requirements which are not shown are applicable to UMTS 1880MHz without any modifications from existing specifications.

Table 4 Required Changes in TS 25.113
	Section
	Requirement
	Discussion / Required Changes in TS 25.113

	4.5.2
	Receiver exclusion band
	Add receiver exclusion band for frequency band f)


2.5 Required changes for 34.124

Required changes in specification TS 34.124 are summarised in Table 5. Requirements which are not shown are applicable to UMTS 1880MHz without any modifications from existing specifications.

Table 5 Required Changes in TS 34.124
	Section
	Requirement
	Discussion / Required Changes in TS 34.124

	4.4
	Receiver exclusion band
	Add receiver exclusion band for frequency band f)


3. Conclusion
This document summarized required changes for RF specifications regarding the introduction of 1880MHz band for TDD.
4. Reference

[1]  RP-080757, “New WI proposal: UMTS1880MHz TDD, CATT, CMCC, RITT, Spreadtrum Communications, TD-Tech, ZTE, RAN#41.



























