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1. Introduction
This document analyses the changes needed to 25.133 to incorporate changes already agreed in RAN4#48 to 36.133 .
2. Change analysis from 36.133 changes agreed in RAN4#48
From [1]the following CRs were agreed at TSG-RAN WG4 Meetings #48to 36.133. The CRs have been analysed for possible impact to 25.133 and the CRs having impact to 25.133 are highlighted.
	Agenda
	Tdoc
	Type
	Release
	Source
	'Title'
	Analysis

	6.1.7.6
	R4-081735
	CR
	Rel-8
	Huawei
	Measurement reporting requirements
	Similar requirements are needed. Shouldn’t be directly copy/pasted from 36.133 since details of uplink delays due to lack of resource availability are different when making the report to UTRAN.

	6.1.7.6
	R4-081739
	CR
	Rel-8
	Huawei
	Correction to UE measurement requirements
	Not applicable. Affects E-UTRA large DRX requirements, which does not have a 25.133 interRAT equivalent.

	6.1.7.3
	R4-081753
	CR
	 
	Panasonic
	Correction for the definition of interruption time
	Similar clarification needed in 25.133

	6.1.7.3
	R4-082130
	CR
	Rel-8
	Huawei, Ericsson,Panasonic
	Corrections to Handover requirements
	Similar clarification needed in 25.133. Includes content of R4-081753. Most changes in this CR were already agreed in RAN4#47bis and reflected in 25.133 but some updates are still neded

	6.1.7.8
	R4-082144
	CR
	Rel-8
	NSN
	Received interference power measurement performance requirement
	Not applicable, received interference power is an eNodeB measurement

	6.1.7.4
	R4-082149
	CR
	Rel-8
	Huawei
	RRC re-establishment requirements
	Not applicable

	6.1.7.5
	R4-082159
	CR
	Rel-8
	CATT, Ericsson
	Cell Synchronization requirement for E-UTRA TDD
	Not applicable

	6.1.7.6
	R4-082167
	CR
	Rel-8
	Huawei
	E-UTRAN TDD  inter frequency measurement requirements
	Can be the basis for E-UTRA TDD inter RAT requirements in 25.133. Since E-UTRA FDD and E-UTRA TDD interfrequency requirements are now rather similar, we propose a single section for 25.133 covering both. This makes gap sharing between E-UTRA FDD and E-UTRA TDD carriers easier to describe. So changes from this CR are merged with changes from 2187

	6.1.7.2
	R4-082186
	CR
	Rel-8
	Nokia, Nokia Siemens Networks
	Correction to idle mode higher priority search requirements
	Similar change already done in 25.133 in RAN4#48

	6.1.7.6
	R4-082187
	CR
	Rel-8
	Nokia, NSN, Ericsson, Huawei
	Updates of the Measurement procedures in RRC_Connected state from RAN 4#47bis and RAN 4#48
	Relevant changes to interfrequency requirements to form the basis for interRAT changes. Eg side conditions, Tbasic_identify=480ms etc.

	6.1.7.6
	R4-082204
	CR
	Rel-8
	Ericsson
	Power Headroom Requirements
	Not applicable

	6.1.7.6
	R4-082205
	CR
	Rel-8
	Ericsson
	Event Triggering and Reporting Criteria Capability Requirements
	InterRAT Requirements in section 8.3.1 need TBD value to be completed. We believe this is not possible until further RAN2 details of interRAT E-UTRA events are better defined


3. References

[1] http://www.3gpp.org/ftp/tsg_ran/WG4_Radio/TSGR4_47bis/Lis%20od%20Docs/List_of_doc_after_meeting_reshuffled.zip



































































































































































































