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1. Overall Description:

TSG RAN4 would like to thank GERAN for their liaison statement concerning reporting of E-UTRAN measurements with a limited number of bits.

During discussions, RAN4 noted that inter RAT handovers are usually a less critical case than intra E-UTRA handovers, since it is unlikely that the UE would run out of GSM coverage at exactly the same point that it enters to E-UTRA coverage. For this reason, RAN4 agrees that it may be feasible to base handover decision on measurement reports with greater granularity compared to that which has been specified by RAN4 for E-UTRA measurement reporting of RSRP and RSRQ.

RAN4 may still study further details of measurement mapping but makes the following observations

· It would appear to be acceptable to report only one of RSRP, RSRQ and to compare the other to an internal threshold. RAN4 acknowledges that this concept has already been used by GERAN for UTRA measurement reporting

· It is possible to map RSRQ to 6 bits using a similar mapping as already defined in 36.133

· It appears feasible to map RSRP to 6 bits by modifying parts of the reporting range to 2dB granularity. If RAN4 can provide information on suitable mappings further details may be provided to GERAN after RAN4#49.
· When only 3 bits are available for RSRP or RSRQ reporting, it appears feasible to use techniques similar to that exemplified in GP-081159 figure 1, however it may be preferable to use a separate signalled threshold independent of the cell reselection threshold. If RAN4 can provide information on suitable range and granularity, further details may be provided to GERAN after RAN4#49.

2. Actions:

To TSG GERAN:
TSG RAN4 kindly asks TSG GERAN to note the initial feedback on report mapping. In particular, GERAN should note the opinion of RAN4 that reporting of 6 bit or 3 bit encoded RSRP or RSRQ appears to be a sufficient basis for inter system handover decisions from GERAN to E-UTRA. 
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