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1. Introduction

In RAN#42 meeting, new work item proposal for Extended UMTS/LTE800 was approved [1]. Based on the technical investigations informed in [2], [3] and [4], this document provides which part of the specifications for UMTS UE and BS would need to be changed. As informed in [4], most of the regulatory requirements for Extended UMTS800 are same to the ones for Band VI.
2. Expected changes in UE and BS requirements
Foreseen changes in UE and BS specifications are shown in Table-1, Table-2 and Table-3 respectively.

Table 1 – Expected Changes for TS25.101 (UE requirements)

	Clause
	Description
	Description of change

	5.2
	Frequency band
	A new row for the band in the table

	5.3
	TX-RX frequency separation
	A new row for the band in the table 

	5.4.2
	Channel raster
	No changes expected. [100kHz offset]

	5.4.3
	Channel number
	A new channel numbering for the band.

	5.4.4
	UARFCN
	Channel numbering for the band

	6.2.1
	Max Power
	Required for regulatory (Same for Band VI)

	6.6.2.1
	Emission Mask
	Required for regulatory (Same for Band VI) 

	6.6.3
	Tx Spurious
	Required for regulatory (Same for Band VI) 

	7.3
	Reference sensitivity
	[To be clarified.]

	7.6
	Blocking 
	[To be clarified.]

	7.8
	Intermodulation
	[To be clarified.]

	7.9
	Rx spurious emission
	Required for regulatory (Same for Band VI) 


Table 2 – Expected Changes for TS25.104 (BS requirements)
	Clause
	Description
	Description of change

	5.2
	Frequency band
	A new row for the band in the table 

	5.3
	TX-RX frequency separation
	A new row for the band in the table

	5.4.2
	Channel raster
	No changes expected. [100kHz offset]

	5.4.3
	Channel number
	A new channel numbering for the band.

	6.6.2.1
	Emission mask
	[To be clarified.]

	6.6.3.1.1
	Tx Spurious emissions(Category A)
	Required for regulatory  (Same for Band VI)

	6.6.3.2
	Protection of BS receiver
	[To be clarified.]

	6.6.3.5
	Co-existence with PHS
	Required for regulatory (Same for Band VI)

	6.6.3.6
	Co-existence with services in adjacent frequency bands
	[To be clarified.]

	6.6.3.x
	Co-existence requirements (Other than above)
	[To be clarified.]

	7.5
	Blocking 
	[To be clarified.]

	7.6
	Inter-modulation
	[To be clarified.]

	7.7
	Rx spurious emission
	Required for regulatory (Same for Band VI) 


Table 3 – Expected Changes for TS25.141 (BS conformance testing)
	Clause
	Description
	Description of change

	3.4.1
	Frequency band
	A new row for the band in the table 

	3.4.2
	TX-RX frequency separation
	A new row for the band in the table 

	3.5.2
	Channel raster
	No changes expected. [100kHz offset]

	3.5.3
	Channel number
	A new channel numbering for the band.

	6.5.2.1
	Emission mask
	[To be clarified.]

	6.5.3.7.1
	Tx Spurious emissions (Category A)
	Required for regulatory (Same for Band VI)

	6.5.3.7.3
	Protection of BS receiver
	[To be clarified.]

	6.5.3.7.6
	Co-existence with PHS
	Required for regulatory (Same for Band VI)

	6.5.3.7.7
	Co-existence with services in adjacent frequency bands
	[To be clarified.]

	6.5.3.7.X
	Co-existence requirements(Other than above)
	[To be clarified.]

	7.5
	Blocking 
	[To be clarified.]

	7.6
	Inter-modulation
	[To be clarified.]

	7.7
	Rx spurious emission
	equired for regulatory (Same for Band VI)


3. Conclusion

Foreseen changes in UE and BS specifications for Extended UMTS800 are provided. Corresponding text proposals for the TR for this work item are attached in the following pages.
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5.2
Technical conditions for UTRA
For Extended UMTS800, paired frequency band in 800MHz band and channel arrangement described in section 5.3 are used. Other than the frequency arrangement, technical conditions for UMTS800 (DS-CDMA800) [2] shall be applied.
-------- Next changes ------

7 Summary of required changes to UTRA specifications
7.1 Required changes to TS 25.101

Foreseen changes in TS25.101 (UMTS UE transmission and reception) are shown in Table 7.1-1.

Table 7.1-1 Expected Changes for TS25.101 (UE requirements)

	Clause
	Description
	Description of change

	5.2
	Frequency band
	A new row for the band in the table

	5.3
	TX-RX frequency separation
	A new row for the band in the table 

	5.4.2
	Channel raster
	No changes expected. [100kHz offset]

	5.4.3
	Channel number
	A new channel numbering for the band.

	5.4.4
	UARFCN
	Channel numbering for the band

	6.2.1
	Max Power
	Required for regulatory (Same for Band VI)

	6.6.2.1
	Emission Mask
	Required for regulatory (Same for Band VI) 

	6.6.3
	Tx Spurious
	Required for regulatory (Same for Band VI) 

	7.3
	Reference sensitivity
	[To be clarified.]

	7.6
	Blocking 
	[To be clarified.]

	7.8
	Intermodulation
	[To be clarified.]

	7.9
	Rx spurious emission
	Required for regulatory (Same for Band VI) 


7.2 Required changes to TS 25.104
Foreseen changes in TS25.104 (UMTS BS transmission and reception) are shown in Table 7.2-1.

Table 7.2-1 Expected Changes for TS25.104 (BS requirements)

	Clause
	Description
	Description of change

	5.2
	Frequency band
	A new row for the band in the table 

	5.3
	TX-RX frequency separation
	A new row for the band in the table

	5.4.2
	Channel raster
	No changes expected. [100kHz offset]

	5.4.3
	Channel number
	A new channel numbering for the band.

	6.6.2.1
	Emission mask
	[To be clarified.]

	6.6.3.1.1
	Tx Spurious emissions(Category A)
	Required for regulatory  (Same for Band VI)

	6.6.3.2
	Protection of BS receiver
	[To be clarified.]

	6.6.3.5
	Co-existence with PHS
	Required for regulatory (Same for Band VI)

	6.6.3.6
	Co-existence with services in adjacent frequency bands
	[To be clarified.]

	6.6.3.x
	Co-existence requirements (Other than above)
	[To be clarified.]

	7.5
	Blocking 
	[To be clarified.]

	7.6
	Inter-modulation
	[To be clarified.]

	7.7
	Rx spurious emission
	Required for regulatory (Same for Band VI) 


7.3 Required changes to TS 25.113
<Text to be added>

7.4 Required changes to TS 25.133
<Text to be added>

7.5 Required changes to TS 25.141
Foreseen changes in TS25.141 (UMTS BS conformance testing) are shown in Table 7.5-1.

Table 7.5-1 Expected Changes for TS25.141 (BS conformance testing)

	Clause
	Description
	Description of change

	3.4.1
	Frequency band
	A new row for the band in the table 

	3.4.2
	TX-RX frequency separation
	A new row for the band in the table 

	3.5.2
	Channel raster
	No changes expected. [100kHz offset]

	3.5.3
	Channel number
	A new channel numbering for the band.

	6.5.2.1
	Emission mask
	[To be clarified.]

	6.5.3.7.1
	Tx Spurious emissions (Category A)
	Required for regulatory (Same for Band VI)

	6.5.3.7.3
	Protection of BS receiver
	[To be clarified.]

	6.5.3.7.6
	Co-existence with PHS
	Required for regulatory (Same for Band VI)

	6.5.3.7.7
	Co-existence with services in adjacent frequency bands
	[To be clarified.]

	6.5.3.7.X
	Co-existence requirements(Other than above)
	[To be clarified.]

	7.5
	Blocking 
	[To be clarified.]

	7.6
	Inter-modulation
	[To be clarified.]

	7.7
	Rx spurious emission
	Required for regulatory (Same for Band VI)
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