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6.6.3.2
Minimum requirements (Category B)

For E-UTRA BS operating in Bands 5, 6, 8, 12, 13, 14, 17, emissions shall not exceed the maximum levels specified in Tables 6.6.3.2-1 to 6.6.3.2-3:

Table 6.6.3.2-1: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	2.85 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


Table 6.6.3.2-2: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.05 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


Table 6.6.3.2-3: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 10 MHz
	5.05 MHz ( f_offset < 10.05 MHz
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


For E-UTRA BS operating in Bands 1, 2, 3, 4, 7, 9, 10, 11, 33, 34, 35, 36, 37, 38, 39, 40, emissions shall not exceed the maximum levels specified in Tables 6.6.3.2-4 to 6.6.3.2-6:

Table 6.6.3.2-4: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz


Table 6.6.3.2-5: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.5 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz


Table 6.6.3.2-6: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 10 MHz
	5.05 MHz ( f_offset < 10.05 MHz
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz 


6.6.3.3
Additional requirements

In certain regions the following requirement may apply. For E-UTRA BS operating in Band 5, emissions shall not exceed the maximum levels specified in Tables 6.6.3.3-1.

Table 6.6.3.3-1: Additional operating band unwanted emission limits for E-UTRA bands <1GHz
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	All
	1 MHz ( (f < (fmax 
	1.05 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz


In certain regions the following requirement may apply. For E-UTRA BS operating in Bands 2, 4, 10, 35, 36, emissions shall not exceed the maximum levels specified in Table 6.6.3.3-2.
Table 6.6.3.3-2: Additional operating band unwanted emission limits for E-UTRA bands>1GHz
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-15 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-16 dBm
	100 kHz 

	All
	1 MHz ( (f < (fmax 
	1.5 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1 MHz
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