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6.3.4
ON/OFF time mask 
6.3.4.1

General ON/OFF time mask 

The General ON/OFF time mask defines the observation period between Transmit OFF and ON power and between Transmit ON and OFF power. ON/OFF scenarios include; the beginning or end of DTX, measurement gap, contiguous, and non contiguous transmission 
The OFF power measurement period is defined in a duration of at least one sub-frame excluding any transient periods. The ON power measurement period is defined as the mean power over one sub-frame excluding any transient period. 
There are no additional requirements on UE transmit power beyond that which is required in clause 6.3.1 and clause 6.6.2.3
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Figure 6.3.4.1-1: General ON/OFF time mask 
6.3.4.2
PRACH and SRS time mask
In the case a single SRS transmission, the ON measurement period is defined as the mean power over the entire symbol duration 

For the PRACH Power / Time mask defines the observation period between PRACH transmissions. The PRACH ON power is specified as the mean power over the PRACH measurement period excluding any transient periods. The measurement period for different PRACH preamble format is specified in table 6.3.4.2-1.   
There are no additional requirements on UE transmit power beyond that which is required in clause 6.3.1 and clause 6.6.2.3
Table 6.3.4.2-1: PRACH ON power measurement period

	PRACH preamble format
	Measurement period (ms)

	0
	0.9031

	1
	1.4844

	2
	1.8031

	3
	2.2844

	4 
	0.1479
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Figure 6.3.4.2-1:  PRACH and SRS ON/OFF time mask  

6.3.4.3
Power step time masks
This subsection contains the masks for output power changes, i.e. when the ON power requirements are valid before and after the transient period.
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Figure 6.3.4.3-1 Time mask for output power change when the UE is transmitting in two consecutive subframes.
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Figure 6.3.4.3-2 Time mask for power change when the UE is transmitting directly after a subframe containing SRS.
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Figure 6.3.4.3-3 Time mask for power transition inside a subframe containing both PUSCH and SRS.
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