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4.1.2.3
Measurement of performance requirement
Table 4.1.2-3: Maximum Test System Uncertainty for Performance Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	8.2.1
Performance requirements of PUSCH in multipath fading propagation conditions
	[TBD]
	[TBD]

	8.2.2
Performance requirements for UL timing adjustment
	[TBD]
	[TBD]

	8.2.3  Performance requirements for HARQ-ACK multiplexed on PUSCH
	[TBD]
	[TBD]

	8.2.4
Performance requirements for High Speed Train conditions
	[TBD]
	[TBD]

	8.3.1
ACK missed detection for single user PUCCH format 1a
	[TBD]
	[TBD]

	8.3.2
CQI missed detection for PUCCH format 2
	[TBD]
	[TBD]

	8.3.3
ACK missed detection for multi user PUCCH format 1a
	[TBD]
	[TBD]

	8.4.1
PRACH false alarm probability and missed detection
	[TBD]
	[TBD]

	Note 1:
Only the overall stimulus error is considered here. The effect of errors in the throughput measurements due to finite test duration is not considered.


4.1.3
Interpretation of measurement results
The measurement results returned by the Test System are compared - without any modification - against the Test Requirements as defined by the Shared Risk principle.

The Shared Risk principle is defined in ITU-R M.1545 [3].
The actual measurement uncertainty of the Test System for the measurement of each parameter shall be included in the test report.

The recorded value for the Test System uncertainty shall be, for each measurement, equal to or lower than the appropriate figure in subclause 4.1.2 of this specification.

If the Test System for a test is known to have a measurement uncertainty greater than that specified in subclause 4.1.2, it is still permitted to use this apparatus provided that an adjustment is made as follows.

Any additional uncertainty in the Test System over and above that specified in subclause 4.1.2 shall be used to tighten the Test Requirement, making the test harder to pass. (For some tests e.g. receiver tests, this may require modification of stimulus signals). This procedure (defined in Annex G) will ensure that a Test System not compliant with subclause 4.1.2 does not increase the chance of passing a device under test where that device would otherwise have failed the test if a Test System compliant with subclause 4.1.2 had been used.

4.2
Base station classes
The requirements in this specification apply to Base Station intended for general-purpose applications.

Other base station classes are for further study. The requirements for these may be different than for general-purpose applications.
4.3
Regional requirements

Some requirements in the present document may only apply in certain regions either as optional requirements or set by local and regional regulation as mandatory requirements. It is normally not stated in the 3GPP specifications under what exact circumstances that the requirements apply, since this is defined by local or regional regulation. 

Table 4.3-1 lists all requirements that may be applied differently in different regions.

Table 4.3-1: List of regional requirements

	Clause number
	Requirement
	Comments

	5.5
	Operating bands
	Some bands may be applied regionally.

	5.6
	Channel bandwidth
	Some channel bandwidths may be applied regionally.

	5.7
	Channel arrangement
	The requirement is applied according to what operating bands in Clause 5.5 that are supported by the BS.

	6.2.
	Base station maximum output power
	In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the range of conditions defined as normal.

	6.6.3.5.1
	Operating band unwanted emissions (Category A)
	This requirement is mandatory for regions where Category A limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [5] apply.

	6.6.3.5.2
	Operating band unwanted emissions (Category B)
	This requirement is mandatory for regions where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [5], apply.

	6.6.3.5.3
	Additional requirements
	These requirements apply in certain regions as additional Operating band unwanted emission limits.

	6.6.4.5.1
	Spurious emissions (Category  A)
	This requirement is mandatory for regions where Category A limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [5] apply.

	6.6.4.5.2
	Spurious emissions (Category  B)
	This requirement is mandatory for regions where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [5], apply.

	6.6.4.5.4
	Additional spurious emission requirements 
	These requirements may be applied for the protection of system operating in frequency ranges other than the E-UTRA BS operating band. 

	6.6.4.5.5
	Co-location with other base stations
	These requirements may be applied for the protection of other BS receivers when a BS operating in another frequency band is co‑located with an E‑UTRA BS.

	7.6.5.2
	Co-location with other base stations
	These requirements may be applied for the protection of the BS receivers when a BS operating in another frequency band is co‑-located with an E-UTRA BS.
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