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1
Introduction
In RAN#42, a new work item for Extended UMTS/LTE 800 in Japan was approved [1]. And in the last meeting RAN4#49bis, the frequency band, channel arrangements and the reference sensitivity requirements of the new band [18] and [19] for LTE were proposed in [2, 3] and during RAN4#50 the reference sensitivity requirements were agreed as well [4]. In this contribution, we propose to introduce these new bands into the corresponding sections in TS36.133 [5]. 
2 Reference sensitivity level for Extended LTE 800
As proposed in [4], the reference sensitivity levels for Extended LTE 800 in TS36.101 [5] are as follows:
Table 6.4.3.3-1 Reference sensitivity QPSK PREFSENS 

	E-UTRA Band
	Channel bandwidth
	Duplex Mode

	
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	

	1
	-
	-
	-100
	 -97
	-95.2 
	-94 
	FDD

	6
	-
	-
	-100
	-97
	-
	-
	FDD

	[18]
	-
	-
	-100
	-97
	-95.2
	-
	FDD

	[19]
	-
	-
	-100
	-97
	-95.2
	-
	FDD


3 Text proposals
The reference sensitivity requirements of the new band [18] and [19] are the same as the band 6 so that the new bands are introduced to the corresponding section in which the band 6 is defined.
Text proposals for the sections in TS36.133 are attached in the following pages.
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8
UE Measurements Procedures in RRC_CONNECTED State

8.1
General Measurement Requirements 

8.1.1
Introduction

This section contains requirements on the UE regarding measurement reporting in RRC_CONNECTED state. The requirements are split in E-UTRA intra frequency, E-UTRA inter frequency, Inter-RAT UTRA FDD, UTRA TDD and GSM measurements. These measurements may be used by the E-UTRAN, e.g. for handover decisions. The measurement quantities are defined in [4], the measurement model is defined in [22] and measurement accuracies are specified in section 9. Control of measurement reporting is specified in [2].
8.1.2
Requirements

8.1.2.1
UE measurement capability

If the UE requires transmission gaps to identify and measure inter-frequency and/or inter-RAT cells, in order for the requirements in the following subsections to apply the E-UTRAN must provide a single transmission gap pattern with constant gap duration for concurrent monitoring of all frequency layers and RATs.

During the monitoring gaps the UE:

· shall not transmit any data 

·  is not expected to tune its receiver on the E-UTRAN serving carrier frequency.
Inter-frequency and inter-RAT measurement requirements within this section rely on the UE being configured with one monitoring gap pattern. UEs shall only support those measurement gap patterns listed in Table 8.1.2.1-1 that are relevant to its measurement capabilities.

Table 8.1.2.1-1: Gap Pattern Configurations supported by the UE

	Gap Pattern Id
	Transmission Gap Length (TGL, ms)
	Transmission Gap Repetition Period

(TGRP, ms)
	Minimum available time for inter-frequency and inter-RAT measurements during 480ms period

(Tinter1, ms)
	Measurement Purpose

	0
	6
	40
	60
	Inter-Frequency E-UTRAN FDD and TDD, UTRAN FDD, GERAN, LCR TDD, HRPD, CDMA2000 1x

	1
	6
	80
	30
	Inter-Frequency E-UTRAN FDD and TDD, UTRAN FDD, GERAN, LCR TDD, HRPD, CDMA2000 1x


[Editor’s note: Further patterns still need to be defined in order to fulfil all required Inter-RAT monitoring purposes.]

The requirements in section 9 are applicable for a UE performing measurements according to this section.

8.1.2.1.1
Monitoring of multiple layers using gaps

When monitoring of multiple inter-frequency E-UTRAN and inter-RAT (UTRAN, GSM) using gaps is configured, the UE shall be capable of performing one measurement of the configured measurement type (RSRP, RSRQ, UTRAN TDD P-CCPCH RSCP, UTRAN FDD CPICH measurements, GSM carrier RSSI, etc.) of detected cells on all the layers 

The effective total number of frequencies being monitored is

Nfreq = Nfreq, E-UTRA + Nfreq,UTRA  + Mgsm

where 

Nfreq, E-UTRA is the number of E-UTRA carriers being monitored (FDD and TDD)

Nfreq,UTRA is the number of UTRA carriers being monitored (FDD and TDD)

MGSM is an integer which is a function of the number of GSM carriers on which measurements are being performed. MGSM is equal to 0 if no GSM carrier is being monitored. For a TGRP of 40 ms, MGSM is equal to 1 if cells on up to 32 GSM carriers are being measured. For a TGRP of 80 ms, MGSM is equal to [ceil(Ncarriers,GSM /20)] where Ncarriers,GSM is the number of GSM carriers on which cells are being measured.

[Editor’s note: If additional gap patterns with periodicities other than 40 ms or 80 ms are added, MGSM would need to be defined for them.]

[Editor’s note: Requirements for measurements on other RATs (cdma2000 and HRPD) when multiple layers are being monitored will need to be included into this section when the individual requirements for those RATs are defined in Section 8.1.2.]

[Editor’s note: A mandatory behaviour on how the UE utilizes monitoring gaps for the different layers will not be specified in 36.133.]
8.1.2.1.1.1
Maximum allowed layers for multiple monitoring

The UE shall be capable of monitoring using gaps a total of at least 7 carrier frequency layers comprising of any allowed combination of E-UTRA FDD, E-UTRA TDD, UTRA FDD, UTRA TDD and GSM layers (one GSM layer corresponds to 32 cells). The minimum performance requirements on the number of carriers which shall be monitored for each individual RAT are also applicable when multiple monitoring is used.

8.1.2.2
E-UTRAN intra frequency measurements

The UE shall be able to identify new intra-frequency cells and perform RSRP measurements of identified intra-frequency cells without an explicit intra-frequency neighbour cell list containing physical layer cell identities. During the RRC_CONNECTED state the UE shall continuously measure identified intra frequency cells and additionally search for and identify new intra frequency cells.
8.1.2.2.1
E-UTRAN FDD intra frequency measurements

8.1.2.2.1.1
E-UTRAN intra frequency measurements when no DRX is used

When no DRX is in use the UE shall be able to identify a new detectable FDD intra frequency cell within 
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where



Tbasic_identify_E-UTRA_FDD, intra is 800 ms 

A cell shall be considered detectable when 

-
RSRP related side condition given in Section 9.1 are fulfilled for a corresponding Band,

-
SCH_RP > -127 dBm for Bands 1, 4, 6, 10, 18, 19 and SCH  Ês/Iot > - 6 dB.
-
SCH_RP|dBm( -126 dBm for Band [9] and SCH Ês/Iot  > - 6 dB,
-
SCH_RP |dBm( -125 dBm for Bands 2, 5, 7, 11, 17 and SCH Ês/Iot >  - 6 dB,

-
SCH_RP |dBm( -124 dBm for Bands 3, 8, 12, 13, 14 and SCH Ês/Iot > - 6 dB.
TMeasurement_Period,Intra = 200 ms. The measurement period for Intra frequency RSRP measurements.

TIntra : This is the minimum time that is available for intra frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra frequency measurements whenever the receiver is guaranteed to be active on the intra frequency carrier.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of TMeasurement_Period Intra. If higher layer filtering is used, an additional cell identification delay can be expected.

In the RRC_CONNECTED state the measurement period for intra frequency measurements is 200 ms. When no measurement gaps are activated, the UE shall be capable of performing RSRPand RSRQ measurements for 8 identified-intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200 ms. When measurement gaps are activated the UE shall be capable of performing measurements for at least Ymeasurement intra cells , where Ymeasurement intra is defined in the following equation. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of RSRP and RSRQ measurements of cells from UE physical layer to higher layers may be decreased.
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where


Xbasic measurement FDD =  8 (cells)


TMeasurement_Period Intra = 200 ms. The measurement period for Intra frequency RSRP measurements.


TIntra : This is the time that is available for intra frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra frequency measurements whenever the receiver is guaranteed to be active on the intra frequency carrier.
The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.

8.1.2.2.1.1.1
Measurement Reporting Requirements

8.1.2.2.1.1.1.1
Periodic Reporting

Reported measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.

8.1.2.2.1.1.1.2
Event-triggered Periodic Reporting

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.2.1.1.1.3 Event Triggered Reporting.

8.1.2.2.1.1.1.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH.This measurement reporting delay excludes a delay which caused by no UL resoureces for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify intra defined in Section 8.1.2.2.1.1 When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_intra and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra provided the timing to that cell has not changed more than [FFS] while transmission gap has not been available and the L3 filter has not been used.
8.1.2.2.1.2

E-UTRAN intra frequency measurements when DRX is used

When DRX is in use the UE shall be able to identify a new detectable FDD intra frequency cell within Tidentify_intra as shown in table 8.1.2.2.1.2-1

Table 8.1.2.2.1.2-1: Requirement to identify a newly detectable FDD intrafrequency cell

	DRX cycle length (s)
	Tidentify_intra (s) (DRX cycles)

	≤0.04
	0.8 (Note1)

	0.04<DRX-cycle≤0.08
	[Note2 (40)]

	0.08<DRX-cycle≤2.56
	[Note2(20)]

	Note1: Number of DRX cycle depends upon the DRX cycle in use

Note2: Time depends upon the DRX cycle in use


A cell shall be considered detectable when 

-
RSRP related side condition given in Section 9.1 are fulfilled for a corresponding Band,

-
 SCH_RP > -127 dBm for Bands 1, 4, 6, 10, 18, 19 and SCH  Ês/Iot  > - 6 dB.
-
SCH_RP|dBm( -126 dBm for Band 9 and SCH Ês/Iot  > - 6 dB,
-
SCH_RP |dBm( -125 dBm for Bands 2, 5, 7, 11, 17 and SCH Ês/Iot  > - 6 dB,

-
SCH_RP |dBm( -124 dBm for Bands 3, 8, 12, 13, 14 and SCH Ês/Iot > - 6 dB.
In the RRC_CONNECTED state with DRX cycles of 80ms or greater the measurement period for intra frequency measurements is Tmeasure_intra as shown in table 8.1.2.2.1.2-2. The UE shall be capable of performing RSRP measurements for [8] identified-intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of Tmeasure_intra. 

Table 8.1.2.2.1.2-2: Requirement to measure FDD intrafrequency cells

	DRX cycle length (s)
	Tmeasure_intra (s) (DRX cycles)

	≤0.04
	0.2 (Note1)

	0.04<DRX-cycle≤2.56
	Note2 (5)

	Note1: Number of DRX cycle depends upon the DRX cycle in use

Note2: Time depends upon the DRX cycle in use


The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.

8.1.2.2.1.2.1
Measurement Reporting Requirements

8.1.2.2.1.1.2.1
Periodic Reporting

Reported measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.

8.1.2.2.1.1.2.2
Event-triggered Periodic Reporting

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.2.1.1.2.3 Event Triggered Reporting.

8.1.2.2.1.1.2.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH.This measurement reporting delay excludes a delay which caused by no UL resoureces for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify_intra defined in Section 8.1.2.2.1.1 When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_intra and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than Tmeasure_intra provided the timing to that cell has not changed more than [FFS] while transmission gap has not been available and the L3 filter has not been used.
8.1.2.2.2
E-UTRAN TDD intra frequency measurements

8.1.2.2.2.1
E-UTRAN intra frequency measurements when no DRX is used

When no DRX is in use the UE shall be able to identify a new detectable TDD intra frequency cell within 
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where


Tbasic_identify_E-UTRA_TDD, intra is [800] ms 

A cell shall be considered detectable when 

-
RSRP related side condition given in Section 9.1 are fulfilled for a corresponding Band,

-
 SCH_RP > -127 dBm for Bands 33, 34, 35, 36, 37, 38, 39, 40 and SCH  Ês/Iot  > - 6 dB.
TMeasurement_Period Intra = [200] ms. The measurement period for Intra frequency RSRP measurements.

TIntra : This is the minimum time that is available for intra frequency measurements, during the measurement period with an arbitrarily chosen timing.

If higher layer filtering is used, an additional cell identification delay can be expected.

In the RRC_CONNECTED state the measurement period for intra frequency measurements is [200] ms. When no measurement gaps are activated, the UE shall be capable of performing RSRP measurements for [8] identified-intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of [200] ms. When measurement gaps are activated the UE shall be capable of performing measurements for at least Ymeasurement intra cells , where Ymeasurement intra is defined in the following equation. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of RSRP measurements of cells from UE physical layer to higher layers may be decreased.
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where


Xbasic measurement TDD =  [8] (cells)


TMeasurement_Period Intra = [200] ms. The measurement period for Intra frequency RSRP measurements.


TIntra : This is the minimum time that is available for intra frequency measurements, during the measurement period with an arbitrarily chosen timing.

The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.

8.1.2.2.2.1.1 Measurement Reporting Requirements

8.1.2.2.2.1.1.1
Periodic Reporting

Reported measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.

8.1.2.2.2.1.1.2
Event-triggered Periodic Reporting

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.2.2.1.1.3 Event Triggered Reporting.

8.1.2.2.2.1.1.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH.This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify intra defined in Section 8.1.2.2.2.1 When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_intra and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra provided the timing to that cell has not changed more than [FFS] Ts while transmission gap has not been available and the L3 filter has not been used.
8.1.2.2.2.2
E-UTRAN intra frequency measurements when DRX is used

When DRX is in use the UE shall be able to identify a new detectable TDD intra frequency cell within Tidentify_intra as shown in table 8.1.2.2.2.2-1

Table 8.1.2.2.2.2-1: Requirement to identify a newly detectable TDD intrafrequency cell

	DRX cycle length (s)
	Tidentify_intra (s) (DRX cycles)

	≤0.04
	0.8 (Note1)

	0.04<DRX-cycle≤0.08
	[Note2 (40)]

	0.08<DRX-cycle≤2.56
	[Note2(20)]

	Note1: Number of DRX cycle depends upon the DRX cycle in use

Note2: Time depends upon the DRX cycle in use


A cell shall be considered detectable when 

-
RSRP related side condition given in Section 9.1 are fulfilled for a corresponding Band,

-
 SCH_RP > -127 dBm for Bands 33, 34, 35, 36, 37, 38, 39, 40 and SCH  Ês/Iot  > - 6 dB.
In the RRC_CONNECTED state with DRX cycles of 80ms or greater the measurement period for intra frequency measurements is Tmeasure_intra as shown in table 8.1.2.2.2.2-2. The UE shall be capable of performing RSRP measurements for [8] identified-intra-frequency cells and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of Tmeasure_intra.

Table 8.1.2.2.2.2-2: Requirement to measure TDD intra frequency cells

	DRX cycle length (s)
	Tidentify_intra (s) (DRX cycles)

	≤0.04
	0.8 (Note1)

	0.04<DRX-cycle≤0.08
	[Note2 (40)]

	0.08<DRX-cycle≤2.56
	[Note2(20)]

	Note1: Number of DRX cycle depends upon the DRX cycle in use

Note2: Time depends upon the DRX cycle in use


The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.

8.1.2.2.2.2.1 Measurement Reporting Requirements

8.1.2.2.2.2.1.1
Periodic Reporting

Reported measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.

8.1.2.2.2.2.1.2
Event-triggered Periodic Reporting

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.2.2.2.1.3 Event Triggered Reporting.

8.1.2.2.2.2.1.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH.This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify_intra defined in Section 8.1.2.2.2.2 When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_intra and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than Tmeasure_intra provided the timing to that cell has not changed more than [FFS] Ts while transmission gap has not been available and the L3 filter has not been used.
8.1.2.3
E-UTRAN inter frequency measurements

The UE shall be able to identify new inter-frequency cells and perform RSRP measurements of identified inter-frequency cells if carrier frequency information is provided by the serving cell, even if no explicit neighbour list with physical layer cell identities is provided.
8.1.2.3.1
E-UTRAN FDD – FDD inter frequency measurements

8.1.2.3.1.1
E-UTRAN FDD – FDD inter frequency measurements when no DRX is used

When transmission gaps are scheduled the UE shall be able to identify a new FDD inter-frequency within TIdentify_Inter according to the following expression:
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Where:

TBasic_Identify_Inter = 480 ms. It is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new FDD inter-frequency cell is defined.
Nfreq and Tinter1 are defined in section 8.1.2.1.1

A cell shall be considered detectable provided following conditions are fulfilled: 

-
RSRP related side condition given in Section 9.1 are fulfilled for a corresponding Band,
-
SCH_RP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19 and SCH Ês/Iot  ( -4 dB,

-
SCH_RP|dBm( -126 dBm for Band 9 and SCH Ês/Iot  ( -4 dB, 
-
SCH_RP |dBm( -125 dBm for Bands 2, 5, 7, 11, 17 and SCH Ês/Iot  ( -4 dB,

-
SCH_RP |dBm( -124 dBm for Bands 3, 8, 12, 13, 14 and SCH_RP/Iot > -4 dB.
When transmission gaps are scheduled for FDD inter frequency measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in sub-clause 9.1.3 with measurement period given by table 8.1.2.3.1.1-1.

Table 8.1.2.3.1.1-1: RSRP measurement period and measurement bandwidth

	Configuration
	Physical Layer Measurement period: TMeasurement_Period _Inter_FDD [ms]
	Measurement bandwidth [RB]

	0
	480 x  Nfreq
	6

	1 (Note)
	240 x  Nfreq
	50

	TBD
	TBD
	TBD

	Note: This configuration is optional


Where:


Nfreq and Tinter1 are defined in section 8.1.2.1.1
The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per FDD inter-frequency for up to 3 FDD inter-frequencies and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period defined in Table 8.1.2.3.1-1.

8.1.2.3.1.1.1
Measurement Reporting Requirements

8.1.2.3.1.1.1.1
Periodic Reporting

Reported measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.

8.1.2.3.1.1.1.2
Event-triggered Periodic Reporting

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.2.5 Event Triggered Reporting.

8.1.2.3.1.1.1.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH . The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resoureces for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify -inter defined in Section 8.1.2.2.1.1 When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_inter and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period_Inter_FDD provided the timing to that cell has not changed more than [FFS] while transmission gap has not been available and the L3 filter has not been used.
8.1.2.3.1.2
E-UTRAN FDD – FDD inter frequency measurements when  DRX is used

When DRX is in use the UE shall be able to identify a new detectable E-UTRAN FDD inter frequency cell within Tidentify_inter as shown in table 8.1.2.3.1.2-1

Table 8.1.2.3.1.2-1: Requirement to identify a newly detectable FDD interfrequency cell

	DRX cycle length (s)
	 Tidentify_inter (s) (DRX cycles)

	
	Gap period = 40 ms
	Gap period = 80 ms

	≤0.04
	Non DRX Requirements in section 8.1.2.3.1.1 are applicable
	Non DRX Requirements in section 8.1.2.3.1.1 are applicable

	0.08
	[3.84*Nfreq (48*Nfreq)]
	[7.68*Nfreq (96*Nfreq)]

	0.16
	[3.84*Nfreq (24*Nfreq)]
	[7.68*Nfreq (48*Nfreq)]

	0.32
	[6.4*Nfreq (20*Nfreq)]
	[7.68*Nfreq (24*Nfreq)]

	0.64
	[12.8*Nfreq (20*Nfreq)]
	[12.8*Nfreq (20*Nfreq)]

	1.28
	[25.6*Nfreq (20*Nfreq)]
	[25.6*Nfreq (20*Nfreq)]

	2.56
	[51.2*Nfreq (20*Nfreq)]
	[51.2*Nfreq (20*Nfreq)]


A cell shall be considered detectable provided following conditions are fulfilled: 

-
RSRP related side condition given in Section 9.1 are fulfilled for a corresponding Band,
-
SCH_RP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39 and 40 
and SCH Ês/Iot (  -4 dB,

-
SCH_RP|dBm( -126 dBm for Band 9 and SCH Ês/Iot ( -4 dB, 
-
SCH_RP |dBm( -125 dBm for Bands 2, 5, 7, 11, 17 and SCH Ês/Iot (  -4 dB,
-
SCH_RP |dBm( -124 dBm for Bands 3, 8, 13, 14 and SCH Ês/Iot (  -4 dB.
The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per FDD inter-frequency for up to 3 FDD inter-frequencies and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period defined in table 8.1.2.3.1.2-2.
Table 8.1.2.3.1.2-2: Requirement to measure FDD interfrequency cells

	DRX cycle length (s)
	Tmeasure_inter (s) (DRX cycles)

	≤0.04
	Non DRX Requirements in section 8.1.2.3.1.1 are applicable

	0.04<DRX-cycle≤0.08
	0.48*Nfreq (6*Nfreq)

	0.08<DRX-cycle≤0.16
	Note (5*Nfreq)

	Note: Time depends upon the DRX cycle in use


The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.

8.1.2.3.1.2.1
Measurement Reporting Requirements

8.1.2.3.1.1.2.1
Periodic Reporting

Reported measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.

8.1.2.3.1.1.2.2
Event-triggered Periodic Reporting

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.2.5 Event Triggered Reporting.

8.1.2.3.1.1.2.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resoureces for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than Tidentify_inter defined in Section 8.1.2.2.1.1 When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_inter and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than Tmeasure_inter provided the timing to that cell has not changed more than [FFS] while transmission gap has not been available and the L3 filter has not been used.
8.1.2.3.2
E-UTRAN TDD – TDD inter frequency measurements

8.1.2.3.2.1
E-UTRAN TDD – TDD inter frequency measurements when no DRX is used
When transmission gaps are scheduled the UE shall be able to identify a new TDD inter-frequency within TIdentify_Inter according to the following expression:
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Where:

TBasic_Identify_Inter = 480 ms. It is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new TDD inter-frequency cell is defined.

Nfreq and Tinter1 are defined in section 8.1.2.1.1
A cell shall be considered detectable provided following conditions are fulfilled: 
-
RSRP related side condition given in Section 9.1 are fulfilled for a corresponding Band,
-
SCH_RP|dBm( -127 dBm for Bands 33, 34, 35, 36, 37, 38, 39, 40 and SCH Ês/Iot ( -4 dB,

When transmission gaps are scheduled for TDD inter frequency measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in sub-clause 9.1.3 with measurement period (TMeasurement_Period_TDD_Inter) given by table 8.1.2.3.2.1-1:
Table 8.1.2.3.2.1-1: TMeasurement_Period_TDD_Inter for different configurations

	Configuration
	Measurement bandwidth [RB]
	Number of UL/DL sub-frames per half frame (5 ms)
	DwPTS


	TMeasurement_Period_TDD_Inter [ms]



	
	
	DL
	UL
	Normal CP
	Extended CP
	

	0
	6
	2
	2
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	480 x Nfreq

	1 (Note 1)
	50
	2
	2
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	240 x Nfreq

	Note 1: This configuration is optional

Note 2: Ts is defined in 3GPP TS 36.211 [16]


Where:

Nfreq is defined in section 8.1.2.1.1.
The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per TDD inter-frequency for up to 3 TDD inter-frequencies and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period TMeasurement_Period_TDD_Inter.

8.1.2.3.2.1.1 Measurement Reporting Requirements

8.1.2.3.2.1.1.1
Periodic Reporting

Reported measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.

8.1.2.3.2.1.1.2
Event-triggered Periodic Reporting

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.3.2.1.1.3 Event Triggered Reporting.

8.1.2.3.2.1.1.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than TIdentify_Inter defined in Section 8.1.2.3.2.1 When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period TIdentify_Inter and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period_TDD_Inter provided the timing to that cell has not changed more than [FFS] Ts while transmission gap has not been available and the L3 filter has not been used.
8.1.2.3.2.2
E-UTRAN TDD – TDD inter frequency measurements when DRX is used
When DRX is in use the UE shall be able to identify a new detectable E-UTRAN TDD inter frequency cell within Tidentify_inter as shown in table 8.1.2.3.2.2-1
Table 8.1.2.3.2.2-1: Requirement to identify a newly detectable TDD interfrequency cell

	DRX cycle length (s)
	 Tidentify_inter (s) (DRX cycles)

	
	Gap period = 40 ms
	Gap period = 80 ms

	≤0.04
	Non DRX Requirements in section 8.1.2.3.1.1 are applicable
	Non DRX Requirements in section 8.1.2.3.1.1 are applicable

	0.08
	[3.84*Nfreq (48*Nfreq)]
	[7.68*Nfreq (96*Nfreq)]

	0.16
	[3.84*Nfreq (24*Nfreq)]
	[7.68*Nfreq (48*Nfreq)]

	0.32
	[6.4*Nfreq (20*Nfreq)]
	[7.68*Nfreq (24*Nfreq)]

	0.64
	[12.8*Nfreq (20*Nfreq)]
	[12.8*Nfreq (20*Nfreq)]

	1.28
	[25.6*Nfreq (20*Nfreq)]
	[25.6*Nfreq (20*Nfreq)]

	2.56
	[51.2*Nfreq (20*Nfreq)]
	[51.2*Nfreq (20*Nfreq)]


A cell shall be considered detectable provided following conditions are fulfilled: 
-
RSRP related side condition given in Section 9.1 are fulfilled for a corresponding Band,
-
SCH_RP|dBm( -127 dBm for Bands 33, 34, 35, 36, 37, 38, 39, 40 and SCH Ês/Iot ( -4 dB,

The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per TDD inter-frequency for up to 3 TDD inter-frequencies and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period defined in Table 8.1.2.3.2.2-2.
Table 8.1.2.3.2.2-2: Requirement to measure TDD interfrequency cells

	DRX cycle length (s)
	Tmeasure_inter (s) (DRX cycles)

	≤0.04
	Non DRX Requirements in section 8.1.2.3.1.1 are applicable

	[0.04<DRX-cycle≤0.08]
	0.48*Nfreq (6*Nfreq)

	0.08<DRX-cycle≤2.56]
	Note (5*Nfreq)

	Note: Time depends upon the DRX cycle in use


The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.
8.1.2.3.2.2.1 Measurement Reporting Requirements

8.1.2.3.2.2.1.1
Periodic Reporting

Reported measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.

8.1.2.3.2.2.1.2
Event-triggered Periodic Reporting

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.3.2.2.1.3 Event Triggered Reporting.

8.1.2.3.2.2.1.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than TIdentify_Inter defined in Section 8.1.2.3.2.2 When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period TIdentify_Inter and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than Tmeasure_inter provided the timing to that cell has not changed more than [FFS] Ts while transmission gap has not been available and the L3 filter has not been used.
8.1.2.3.3
E-UTRAN TDD – FDD inter frequency measurements

8.1.2.3.3.1
E-UTRAN TDD – FDD inter frequency measurements when no DRX is used
The requirements in this section shall apply to UE supporting FDD and TDD.
The requirements in section 8.1.2.3.1.1 also apply for this section.

8.1.2.3.3.2
E-UTRAN TDD – FDD inter frequency measurements when DRX is used
The requirements in this section shall apply to UE supporting FDD and TDD.
The requirements in section 8.1.2.3.1.2 also apply for this section.
8.1.2.3.3.2
(Void)

8.1.2.3.4
E-UTRAN FDD – TDD inter frequency measurements

8.1.2.3.4.1
E-UTRAN FDD – TDD inter frequency measurements when no DRX is used
The requirements in this section shall apply to UE supporting FDD and TDD.
The requirements in section 8.1.2.3.2.1 also apply for this section.
8.1.2.3.4.2
E-UTRAN FDD – TDD inter frequency measurements when DRX is used
The requirements in this section shall apply to UE supporting FDD and TDD.
The requirements in section 8.1.2.3.2.2 also apply for this section.
--- next changed section ---

9
Measurements performance requirements for UE

One of the key services provided by the physical layer is the measurements used to trigger or perform a multitude of functions. Both the UE and the E-UTRAN are required to perform measurements. The physical layer measurement model and a complete list of measurements is specified in TBD. The physical layer measurements for are described and defined in [4]. In this clause for each measurement the relevant requirements on the measurement period, reporting range, granularity and performance in terms of accuracy are specified.

Since the UE reference sensitivity requirements are different depending on supported band, this is noted in each case with definition of the range Io for each frequency band. Definitions of each frequency bands can be found in [5].
The accuracy requirements in this clause are applicable for AWGN radio propagation conditions and assume independent interference (noise) at each receiver antenna port.  
[Editor’s Note: Requirements for multiple Tx antennas are still FFS. So far only 1Tx antenna case has been considered]

9.1
E-UTRAN measurements 

The requirements in this clause are applicable for a UE:

-
in state RRC_CONNECTED

-
performing measurements with appropriate measurement gaps as defined in Section 8.1.2.1.

-
that is synchronised to the cell that is measured.

The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. The reference point for the measurement result after layer 1 filtering is referred to as point B in the measurement model described in TBD. 

The accuracy requirements in this clause are valid for the reported measurement result after layer 1 filtering. The accuracy requirements are verified from the measurement report at point D in the measurement model having the higher layer filtering disabled.

9.1.2
Intra-frequency RSRP Accuracy Requirements

9.1.2.1
Absolute RSRP Accuracy

The absolute accuracy of RSRP is defined as the RSRP measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in Table 9.1.2.1-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40, 
RSRP|dBm( -126 dBm for Bands 9, 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,

RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14.
Table 9.1.2.1-1: RSRP Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 
	(9
	 -121dBm/15kHz … -70dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8
	(11
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ 119dBm/15kHz … -50dBm/ BWChannel
	-70dBm/ 118dBm/15kHz … -50dBm/ BWChannel
	-70dBm/ 120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


9.1.2.2
Relative Accuracy of RSRP

The relative accuracy of RSRP is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on the same frequency.
The accuracy requirements in Table 9.1.2.2-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP1,2|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40, 
RSRP1,2|dBm( -126 dBm for Bands 9, 

RSRP1,2|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,

RSRP1,2|dBm( -124 dBm for Bands 3, 8, 12, 13, 14.
Table 9.1.2.2-1: RSRP Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -3 dB
	dBm
	(2
	(3
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRP for Ês/Iot ≥ -6 dB
	dBm
	(3
	(3
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


9.1.3
Inter-frequency RSRP Accuracy Requirements

9.1.3.1
Absolute RSRP Accuracy

The absolute accuracy of RSRP is defined as the RSRP measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in Table 9.1.3.1-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40, 

RSRP|dBm( -126 dBm for Bands 9, 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,

RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14

Table 9.1.3.1-1: RSRP Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6
	(9
	 -121dBm/15kHz … -70dBm/ BWChannel
	 -119dBm/15kHz … -70dBm/ BWChannel
	 -118dBm/15kHz … -70dBm/ BWChannel
	 -120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8
	(11
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


9.1.3.2
Relative Accuracy of RSRP

The relative accuracy of RSRP in inter frequency case is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on a different frequency.
The accuracy requirements in Table 9.1.3.2-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP1|dBm ( -127 dBm if RSRP1 is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40,
RSRP1|dBm ( -126 dBm if RSRP1 is on Band 9,
RSRP1|dBm ( -125 dBm if RSRP1 is on Bands 2, 5, 7, 11, 17,
RSRP1|dBm ( -124 dBm if RSRP1 is on Bands 3, 8, 12, 13, 14,
RSRP2|dBm ( -127 dBm if RSRP2 is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
RSRP2|dBm ( -126 dBm if RSRP2 is on Band 9,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 2, 5, 7, 11, 17,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 3, 8, 12, 13, 14
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Table 9.1.3.2-1: RSRP Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRP is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39 and 40
	RSRP is on Bands 2, 5, 7, 11, 17
	RSRP is on Bands 3, 8, 12, 13, 14
	RSRP is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -6dB
	dBm
	(6
	(6
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


9.1.4
RSRP Measurement Report Mapping

The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.4-1. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.1.4-1: RSRP measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


9.1.5
Intra-frequency RSRQ Accuracy Requirements

9.1.5.1
Absolute RSRQ Accuracy

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in Table 9.1.5.1-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40,

RSRP|dBm( -126 dBm for Bands 9, 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,

RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14,
Table 9.1.5.1-1: RSRQ Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5 
	( 4 
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5 
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


9.1.6
Inter-frequency RSRQ Accuracy Requirements

9.1.6.1
Absolute RSRQ Accuracy

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in Table 9.1.6.1-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40, 

RSRP|dBm( -126 dBm for Bands 9, 

RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,

RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14.
Table 9.1.6.1-1: RSRQ Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Bands 3, 8, 12, 13, 14
	Bands 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5 
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


9.1.6.2
Relative Accuracy of RSRQ

The relative accuracy of RSRQ in inter frequency case is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency.
The accuracy requirements in Table 9.1.6.2-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP1|dBm ( -127 dBm if RSRP1 is on Band 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40,
RSRP1|dBm ( -126 dBm if RSRP1 is on Band 9,
RSRP1|dBm ( -125 dBm if RSRP1 is on Bands 2, 5, 7, 11, 17,
RSRP1|dBm ( -124 dBm if RSRP1 is on Bands 3, 8, 12, 13, 14,
RSRP2|dBm ( -127 dBm if RSRP2 is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40,

RSRP2|dBm ( -126 dBm if RSRP2 is on Band 9,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 2, 5, 7, 11, 17,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 3, 8, 12, 13, 14
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Table 9.1.6.2-1: RSRQ Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRQ is on Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	RSRQ is on Bands 2, 5, 7, 11, 17
	RSRQ is on Bands 3, 8, 12, 13 …
	RSRQ is on Band 9

	
	
	
	
	Io
	Io
	
	

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 3 
	( 4
	-121dBm/15kHz … -50dBm] / BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 4
	( 4
	-121dBm/15kHz … -50dBm] / BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


9.1.7
RSRQ Measurement Report Mapping

The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution.

The mapping of measured quantity is defined in table 9.1.7-1. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.1.7-1: RSRQ measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	
dB


	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


9.1.8
Power Headroom

The power headroom (PH), expressed in dB, is defined as the difference between the nominal UE maximum transmit power and the estimated power for PUSCH transmission according to section 5.1.1.1 in TS 36.213.
9.1.8.1
Period

The reported power headroom shall be estimated over 1 subframe. The power headroom shall be estimated only in a subframe where PUSCH is transmitted.

9.1.8.2
Reporting Delay

The power headroom reporting delay is defined as the time between the end of the power headroom estimation period and the time when the UE starts transmitting the power headroom over the radio interface. The reporting delay of the power headroom shall be [0 ms], which is applicable for all configured triggering mechanisms for power headroom reporting.
9.1.8.4
Report Mapping

The power headroom reporting range is from -23 ...+40 dB. Table 9.1.8.4-1 defines the report mapping.

Table 9.1.8.4-1: Power headroom report mapping

	Reported value
	Measured quantity value (dB)

	POWER_HEADROOM_0
	-23 ( PH ( -22

	POWER_HEADROOM_1
	-22 ( PH ( -21

	POWER_HEADROOM_2
	-21 ( PH ( -20

	POWER_HEADROOM_3
	-20 ( PH ( -19

	POWER_HEADROOM_4
	-19 ( PH ( -18

	POWER_HEADROOM_5
	-18 ( PH ( -17

	(
	(

	POWER_HEADROOM_57
	34 ( PH ( 35

	POWER_HEADROOM_58
	35 ( PH ( 36

	POWER_HEADROOM_59
	36 ( PH ( 37

	POWER_HEADROOM_60
	37 ( PH ( 38

	POWER_HEADROOM_61
	38 ( PH ( 39

	POWER_HEADROOM_62
	39 ( PH ( 40

	POWER_HEADROOM_63
	PH ≥ 40 


--- next changed section ---

A.9
Measurement Performance Requirements

A.9.1
RSRP

A.9.1.1
FDD Intra frequency case

A.9.1.1.1
Test Purpose and Environment

The purpose of this test is to verify that the RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.1.2 and 9.1.3 for FDD intra frequency measurements.

A.9.1.1.2
Test parameters

In this set of test cases all cells are on the same carrier frequency. Both absolute and relative accuracy of RSRP intra frequency measurements are tested by using the parameters in Table A.9.1.1.2-1. In all test cases, Cell 1 is the serving cell and Cell 2 the target cell.  

Table A.9.1.1.2-1: RSRP\ FDD Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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n


	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6, 10, 18 and 19
	dBm/15 kHz
	-106 
	-106
	-88
	-88
	-116

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-114

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-113

	
	Band 9
	
	
	
	
	
	-115

	Ês/Iot
	dB
	2.5
	-6
	2.5
	-6
	0.5
	-5.76

	RSRPNote3
	Bands 1, 4, 6, 10, 18 and 19
	dBm/15 kHz
	-100
	-105
	-82
	-87
	-113
	-117

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-111
	-115

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-110
	-115

	
	Band 9
	
	
	
	
	
	-112
	-117

	IoNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/9 MHz
	-70
	-70
	-52
	-52
	-81.52

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-79.52

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-78.52

	
	Band 9
	
	
	
	
	
	-80.52

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


A.9.1.1.3
Test Requirements

The RSRP measurement accuracy shall fulfil the requirements in sections 9.1.2 and 9.1.3.
A.9.1.2
TDD Intra frequency case

A.9.1.2.1
Test Purpose and Environment

The purpose of this test is to verify that the RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.1.2 and 9.1.3 for TDD intra frequency measurements.

A.9.1.2.2
Test parameters

In this set of test cases all cells are on the same carrier frequency. Both absolute and relative accuracy of RSRP intra frequency measurements are tested by using the parameters in Table A.9.1.2.2-1. In all test cases, Cell 1 is the serving cell and Cell 2 the target cell.  

Table A.9.1.2.2-1: RSRP TDD Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6
	6

	Uplink/downlink configurationNote1
	
	1
	1
	1

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
	
[image: image18.wmf]PRB

n


	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-106 
	-106
	-88
	-88
	-116

	Ês/Iot
	dB
	2.5
	-6
	2.5
	-6
	0.5
	-5.76

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-100
	-105
	-82
	-87
	-113
	-117

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-70
	-70
	-52
	-52
	-81.52

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.   

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


A.9.1.2.3
Test Requirements

The RSRP measurement accuracy shall fulfil the requirements in sections 9.1.2 and 9.1.3.
A.9.1.3
FDD—FDD Inter frequency case

A.9.1.3.1
Test Purpose and Environment

The purpose of this test is to verify that the RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.1.2 and 9.1.3 for FDD—FDD inter frequency measurements.

A.9.1.3.2
Test parameters

In this set of test cases the cells are on different carrier frequencies. Both absolute and relative accuracy of RSRP intra frequency measurements are tested by using the parameters in Table A.9.1.3.2-1 In all test cases, Cell 1 is the serving cell and Cell 2 the target cell. The inter frequency measurements are supported by a measurement gap.  

Table A.9.1.3.2-1: RSRP FDD—FDD Inter frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Measurement gap configuration
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	

	OCNG_RBNote 
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	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-88.65
	-88.65 
	-109
	-116

	
	Bands 2, 5, 7 and 11
	
	
	
	-107
	-114

	
	Bands 3, 8, 13, …
	
	
	
	-106
	-113

	
	Band 9
	
	
	
	-108
	-115

	Ês/Iot
	dB
	10
	10
	14
	-5

	RSRPNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-78.65
	-78.65
	-95
	-121

	
	Bands 2, 5, 7 and 11
	
	
	
	-93
	-119

	
	Bands 3, 8, 13, …
	
	
	
	-92
	-118

	
	Band 9
	
	
	
	-94
	-120

	IoNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/9 MHz
	-49.5
	-49.5
	-67.05
	-87.03

	
	Bands 2, 5, 7 and 11
	
	
	
	-65.05
	-85.03

	
	Bands 3, 8, 13, …
	
	
	
	-64.05
	-84.03

	
	Band 9
	
	
	
	-66.05
	-86.03

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image24.wmf]oc

N

 to be fulfilled.

Note 3: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


A.9.1.3.3
Test Requirements

The RSRP measurement accuracy shall fulfil the requirements in sections 9.1.2 and 9.1.3.
A.9.1.4
TDD—TDD Inter frequency case

A.9.1.4.1
Test Purpose and Environment

The purpose of this test is to verify that the RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.1.2 and 9.1.3 for TDD—TDD inter frequency measurements.

A.9.1.4.2
Test parameters

In this set of test cases the cells are on different carrier frequencies. Both absolute and relative accuracy of RSRP intra frequency measurements are tested by using the parameters in Table A.9.1.4.2-1. In all test cases, Cell 1 is the serving cell and Cell 2 the target cell. The inter frequency measurements are supported by a measurement gap.  

Table A.9.1.4.2-1: RSRP TDD—TDD Inter frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote1
	
	1
	1

	Measurement gap configuration
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-88.65
	-88.65 
	-109
	-116

	Ês/Iot
	dB
	10
	10
	14
	-5

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40.
	dBm/15 kHz
	-78.65
	-78.65
	-95
	-121

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-49.5
	-49.5
	-67.05
	-87.03

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.   

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


A.9.1.4.3
Test Requirements

The RSRP measurement accuracy shall fulfil the requirements in sections 9.1.2 and 9.1.3.

A.9.2
RSRQ

A.9.2.1
FDD Intra frequency case

A.9.2.1.1
Test Purpose and Environment

The purpose of this test is to verify that the RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.1.5 and 9.1.6.

A.9.2.1.2
Test parameters

In this test case all cells are on the same carrier frequency. The absolute accuracy of RSRQ intra frequency measurement is tested by using the parameters in Table A.9.2.1.2-1. In all test cases, Cell 1 is the serving cell and Cell 2 the target cell. 

Table A.9.2.1.2-1: RSRQ FDD Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27 
	22—27 

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-84.76
	-84.76
	-103.85
	-103.85
	-116

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-114

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-113

	
	Band 9
	
	
	
	
	
	-115

	Ês/Iot
	dB
	3
	3
	-4.7
	-4.7
	-5.4
	-5.4

	RSRPNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-81.76
	-81.76
	-106.75
	-106.75
	-120
	-120

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-118
	-118

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-117
	-117

	
	Band 9
	
	
	
	
	
	-119
	-119

	RSRQNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dB
	-14.77
	-14.77
	-16.76
	-16.76
	-17.33
	-17.33

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	
	

	
	Bands 3, 8, 13, …
	
	
	
	
	
	
	

	
	Band 9
	
	
	
	
	
	
	

	IoNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/9 MHz
	-50
	-50
	-73
	-73
	-85.67

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-83.67

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-82.67

	
	Band 9
	
	
	
	
	
	-84.67

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


A.9.2.1.3
Test Requirements

The RSRQ measurement accuracy shall fulfil the requirements in Sections 9.1.5 and 9.1.6.

A.9.2.2
TDD Intra frequency case

A.9.2.2.1
Test Purpose and Environment

The purpose of this test is to verify that the RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.1.5 and 9.1.6.

A.9.2.2.2
Test parameters

In this test case all cells are on the same carrier frequency. The absolute accuracy of RSRQ intra frequency measurement is tested by using the parameters in Table A.9.2.2.2-1. In all test cases, Cell 1 is the serving cell and Cell 2 the target cell. 

Table A.9.2.2.2-1: RSRQ TDD Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Special subframe configurationNote1 
	
	6
	6
	6

	Uplink-downlink configurationNote1
	
	1
	1
	1

	Measurement bandwidth
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	22—27
	22—27 
	22—27 

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-84.76
	-84.76
	-103.85
	-103.85
	-116

	Ês/Iot
	dB
	3
	3
	-4.7
	-4.7
	-5.4
	-5.4

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-81.76
	-81.76
	-106.75
	-106.75
	-120
	-120

	RSRQNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dB
	-14.77
	-14.77
	-16.76
	-16.76
	-17.33
	-17.33

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-50
	-50
	-73
	-73
	-85.67

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


A.9.2.2.3
Test Requirements

The RSRQ measurement accuracy shall fulfil the requirements in Sections 9.1.5 and 9.1.6.
A.9.2.3
FDD—FDD Inter frequency case

A.9.2.3.1
Test Purpose and Environment

The purpose of this test is to verify that the RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.1.5 and 9.1.6.

A.9.2.3.2
Test parameters

In this test case the two cells are on different carrier frequencies and measurement gaps are provided. Both RSRQ inter frequency absolute and relative accuracy requirements are tested by using test parameters in Table A.9.2.3.2-1. In all tests, Cell 1 is the serving cell and Cell 2 the target cell.

Table A.9.2.3.2-1: RSRQ FDD—FDD Inter frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Measurement gap configuration
	
	0
	-
	0
	-
	0
	-

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-80
	-80
	-104
	-104
	-119
	-119

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-117
	-117

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-116
	-116

	
	Band 9
	
	
	
	
	
	-118
	-118

	Ês/Iot
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-4.5
	-4.5

	RSRPNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-81.75
	-81.75
	-108.70
	-108.70
	-123.50
	-123.50

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-121.50
	-121.50

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-120.50
	-120.50

	
	Band 9
	
	
	
	
	
	-122.50
	-122.50

	RSRQNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dB
	-14.76
	-14.76
	-16.76
	-16.76
	-16.61
	-16.61

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	
	

	
	Bands 3, 8, 13, …
	
	
	
	
	
	
	

	
	Band 9
	
	
	
	
	
	
	

	IoNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/9 MHz
	-50
	-50
	-74.95
	-74.95
	-89.90
	-89.90

	
	Bands 2, 5, 7 and 11
	
	
	
	
	
	-87.90
	-87.90

	
	Bands 3, 8, 13, …
	
	
	
	
	
	-86.90
	-86.90

	
	Band 9
	
	
	
	
	
	-88.90
	-88.90

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


A.9.2.3.3
Test Requirements

The RSRQ measurement accuracy shall fulfil the requirements in Sections 9.1.5 and 9.1.6.

A.9.2.4
TDD—TDD Inter frequency case

A.9.2.4.1
Test Purpose and Environment

The purpose of this test is to verify that the RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.1.5 and 9.1.6.

A.9.2.4.2
Test parameters

In this test case the two cells are on different carrier frequencies and measurement gaps are provided. Both RSRQ inter frequency absolute and relative accuracy requirements are tested by using test parameters in Table A.9.2.4.2-1. In all tests, Cell 1 is the serving cell and Cell 2 the target cell.

Table A 9.2.4.2-1: RSRQ TDD—TDD Inter frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Measurement gap configuration
	
	6
	-
	6
	-
	
	-

	Special subframe configuration Note1
	
	0
	0
	0

	Uplink-downlink configuration Note1
	
	1
	1
	1

	Measurement bandwidth 
	
[image: image41.wmf]PRB

n


	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	
	

	OCNG_RBNote2
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-80
	-80
	-104
	-104
	-119
	-119

	Ês/Iot
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-4.5
	-4.5

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-81.75
	-81.75
	-108.70
	-108.70
	-123.50
	-123.50

	RSRQNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dB
	-14.76
	-14.76
	-16.76
	-16.76
	-16.61
	-16.61

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-50
	-50
	-74.95
	-74.95
	-89.90
	-89.90

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


A.9.2.4.3
Test Requirements

The RSRQ measurement accuracy shall fulfil the requirements in Sections 9.1.5 and 9.1.6.
�Contradiction between CR R4-083141 and xxx.





