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4.2.2.8
Number of cells in cell lists

For idle mode cell re-selection purposes, the UE shall be capable of monitoring:

-
32 intra-frequency cells (including serving cell), and

-
32 inter-frequency cells, including

-
FDD cells on maximum 2 additional carriers, and

-
Depending on UE capability, TDD cells distributed on up to 3 TDD carriers, and

-
Depending on UE capability, 32 GSM cells distributed on up to 32 GSM carriers, , and

-
Depending on UE capability, 32 E-UTRA FDD cells distributed on up to 4 E-UTRA FDD carriers,
-
Depending on UE capability, 32 E-UTRA TDD cells distributed on up to 4 E-UTRA TDD carriers,
as indicated in cell information lists sent in system information (BCCH).

--------------------------------NEXT CHANGED SECTION---------------------------------
8
UE Measurements Procedures

8.1
General Measurement Requirements in CELL_DCH State

8.1.1
Introduction

This section contains requirements on the UE regarding measurement reporting in CELL_DCH state. The requirements are split in FDD intra frequency, FDD inter frequency, TDD, GSM and E-UTRAN measurements. These measurements may be used by the UTRAN, e.g. for handover decisions. The measurements are defined in TS 25.215, the measurement model is defined in TS 25.302 and measurement accuracies are specified in section 9. Control of measurement reporting is specified in TS 25.331 and parallel measurements are specified in section 8.2. Compressed mode is specified in TS 25.215.

8.1.2
Requirements

8.1.2.1
UE Measurement Capability

In CELL_DCH state the UE shall be able to monitor up to

-
32 intra frequency FDD cells (including active set), and

-
32 inter frequency cells, including

-
FDD cells distributed on up to 2 additional FDD carriers and

-
Depending on UE Capability, TDD cells, distributed on up to 3 TDD carriers and

-
Depending on UE capability, 32 GSM cells distributed on up to 32 GSM carriers and

-
Depending on UE capability, 32 E-UTRA FDD cells distributed on up to 4 E-UTRA FDD carriers and
-
Depending on UE capability, 32 E-UTRA TDD cells distributed on up to 4 E-UTRA TDD carriers and
-
Depending on UE capability, the UE shall be able to monitor up to 16 intra frequency cells during IPDL gaps. 
If the UE utilises compressed mode for inter-frequency and/or inter-RAT measurements, in order for the requirements in the following subsections to apply the UTRAN must: 

-
provide transmission gap pattern sequences with TGPL1 > 1, and

-
ensure that with the activation of one or more transmission gap pattern sequences, no more than two frames contain a transmission gap within any window of three consecutive frames, and

-
ensure that there is a minimum of 8 slots between the end of the first transmission gap and the beginning of the second transmission gap in case of two successive compressed frames.
Performance requirements for different types of transmission gap pattern sequences and different number of cells is defined in the following sections.

The requirements in section 9 are applicable for a UE performing measurements according to this section.

The received CPICH Ec/Io is defined as
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and the received SCH Ec/Io is defined as
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--------------------------------NEXT CHANGED SECTION---------------------------------

8.1.2.6.2
E-UTRAN RSRP and RSRQ measurement period
When compressed mode gaps are scheduled for E-UTRAN measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in sub-clause 9.1.4a  and 9.1.4bwith measurement period of TMeasurement_Period_E-UTRAN =480 x NFreq ms where NFreq is the number of E-UTRAN frequencies indicated in the inter-RAT measurement control information.

The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 E-UTRAN cells per E-UTRAN frequency for up to 4 E-UTRAN frequencies.
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