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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document is the technical report for the work item on Multi-Standard radio (MSR), which was approved at TSG RAN#41. The objective of the WI is to first identify relevant scenarios and then write an RF requirements specification that is applicable to Multi-Standard Radio (MSR) Base Station with multiple carriers and/or multiple 3GPP Radio Access Technologies (RAT).
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.


[1] 
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".





[2]
3GPP TS 25.104, Technical Specification, “3rd Generation Partnership Project; Technical Specification Group Radio Access Network; Base Station (BS) radio transmission and reception (FDD) (Release 8)”

[3]
3GPP TS 25.105. Technical Specification, “3rd Generation Partnership Project; Technical Specification Group Radio Access Network; Base Station (BS) radio transmission and reception (TDD) (Release 8)”

[4]
3GPP TS 36.104, Technical Specification, “3rd Generation Partnership Project; Technical Specification Group Radio Access Network; Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) radio transmission and reception  (Release 8)”

[5]
3GPP TS 45.005, Technical Specification, “3rd Generation Partnership Project; Technical Specification Group GSM/EDGE Radio Access Network; Radio transmission and reception (Release 8)”

[6]
Recommendation ITU-R SM.329-10, “Unwanted emissions in the spurious domain”.


3
Definitions, symbols and abbreviations



3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [x].



Band category: A group of operating bands for which the same MSR scenarios apply
Base Station RF bandwidth: The bandwidth in which a Base Station transmits and receives multiple carriers and/or RATs simultaneously 

Base Station RF bandwidth edge: The frequency of one of the edges of the Base Station RF bandwidth
Carrier: The modulated waveform conveying the E-UTRA, UTRA or GSM physical channels
Channel bandwidth: The bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth configured in the uplink or downlink of a cell. The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.

Downlink operating band: The part of the operating band designated for downlink. 

Lower RF bandwidth edge:  The frequency of the lower edge of the Base Station RF bandwidth

Maximum Base Station RF bandwidth: The maximum RF bandwidth supported by a BS within an operating band.
Maximum throughput: The maximum achievable throughput for a reference measurement channel. 

MSR Base station: Base Station characterized by the ability of its receiver and transmitter to process two or more carriers in common active RF components simultaneously in a declared RF bandwidth, where at least one carrier is of a different RAT than the other carrier(s). 

Measurement bandwidth: The bandwidth in which an emission level is specified.

Multi-carrier transmission configuration: A set of one or more contiguous carriers that a BS is able to transmit simultaneously according to the manufacturer’s specification.
Occupied bandwidth: The width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage β/2 of the total mean power of a given emission.

Operating band: A frequency range in which E-UTRA, UTRA or GSM operates (paired or unpaired), that is defined with a specific set of technical requirements.

NOTE:
The operating band(s) for a BS is declared by the manufacturer.

RRC filtered mean power: The mean power of a UTRA carrier as measured through a root raised cosine filter with roll-off factor  and a bandwidth equal to the chip rate of the radio access mode.

NOTE:
The RRC filtered mean power of a perfectly modulated UTRA signal is 0.246 dB lower than the mean power of the same signal.

Throughput: The number of payload bits successfully received per second for a reference measurement channel in a specified reference condition.

Transmission bandwidth: Bandwidth of an instantaneous E-UTRA transmission from a UE or BS, measured in Resource Block units.

Transmission bandwidth configuration: The highest E-UTRA transmission bandwidth allowed for uplink or downlink in a given channel bandwidth, measured in Resource Block units.

Uplink operating band: The part of the operating band designated for uplink. 

Upper RF bandwidth edge: The frequency of the upper edge of the Base Station RF bandwidth 

3.2
Symbols

For the purposes of the present document, the following symbols apply:




Roll-off factor


Percentage of the mean transmitted power emitted outside the occupied bandwidth on the assigned channel

BWChannel
Channel bandwidth (for E-UTRA)
BWConfig
Transmission bandwidth configuration (for E-UTRA), expressed in MHz, where BWConfig = NRB x 180 kHz in the uplink and BWConfig = 15 kHz + NRB x 180 kHz in the downlink.

BWRF 
Base Station RF bandwidth, where BWRF = FBW RF,high – FBW RF,low 

BWRF,max 
Maximum Base Station RF bandwidth
f
Frequency




(f
Separation between the Base Station RF bandwidth edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency

(fmax 
The largest value of (f used for defining the requirement
FC
Carrier centre frequency

f_offset 
Separation between the Base Station RF bandwidth edge frequency and the centre of the measuring filter

f_offsetmax 
The maximum value of f_offset used for defining the requirement
FBW RF,high  
Upper RF bandwidth edge, where FBW RF,high  = FC,high + Foffset, RAT 

FBW RF,low  
Lower RF bandwidth edge, where FBW RF,low  = FC,low - Foffset, RAT
FC,high

Center frequency of the highest transmitted/received carrier.
FC,low

Center frequency of the lowest transmitted/received carrier.

Foffset, RAT
Frequency offset from FC,high to the upper  RF bandwidth edge or FC,low to the lower RF bandwidth edge for a specific RAT. 

FDL_low
The lowest frequency of the downlink operating band

FDL_high
The highest frequency of the downlink operating band

FUL_low
The lowest frequency of the uplink operating band

FUL_high
The highest frequency of the uplink operating band

NRB
Transmission bandwidth configuration, expressed in units of resource blocks (for E-UTRA)

PREFSENS

Reference Sensitivity power level

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [x] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [x].


ACIR
Adjacent Channel Interference Ratio

ACLR
Adjacent Channel Leakage Ratio

ACK
Acknowledgement (in HARQ protocols)

ACS
Adjacent Channel Selectivity

AWGN
Additive White Gaussian Noise

BER
Bit Error Ratio

BS
Base Station

CP
Cyclic prefix
CRC
Cyclic Redundancy Check
CW
Continuous Wave

DC
Direct Current

DC-HSDPA
Dual Cell HSDPA

DTX
Discontinuous Transmission

EVM
Error Vector Magnitude

FDD
Frequency Division Duplex

FRC
Fixed Reference Channel

GP
Guard Period (for E-UTRA TDD operation)

GSM
Global System for Mobile Communications

HSDPA
High Speed Downlink Packet Access

ICS
In-Channel Selectivity

ITU‑R
Radiocommunication Sector of the ITU

LNA
Low Noise Amplifier

MCS
Modulation and Coding Scheme

MIMO
Multiple Input Multiple Output
MSR
Multi-standard Radio
OFDM
Orthogonal Frequency Division Multiplex

OOB
Out-of-band

PA
Power Amplifier

PHS
Personal Handyphone System

QAM
Quadrature Amplitude Modulation

QPSK
Quadrature Phase-Shift Keying

RAT
Radio Access Technology
RB
Resource Block

RF
Radio Frequency

RMS
Root Mean Square (value)

RS
Reference Symbol

RX
Receiver

RRC
Root Raised Cosine

SNR
Signal-to-Noise Ratio

TDD
Time Division Duplex

TX
Transmitter

UE
User Equipment

4
General
4.1
Work item objective
The objective the TSG RAN Work Item is to first identify relevant scenarios and then write an RF requirements specification that is applicable to Multi-Standard Radio (MSR) Base Station with multiple carriers and/or multiple 3GPP Radio Access Technologies (RAT), according to the following:

-
The new specification will cover RF requirements for GSM, UTRA, and E-UTRA (both FDD and TDD modes), for relevant single and multicarrier scenarios and will take into account the regulatory framework in different regions. 

-
The new specification will include BS transmission and reception requirements, but no baseband performance requirements. 

-
Existing RF specifications will remain and be applicable within their current scope. 

-
For a multi-RAT/multi-carrier Base Station, the new RF requirements specification will be applicable for that equipment, together with the baseband requirements of the relevant existing specifications. 

The objective of the TSG GERAN Work Task is to support the RAN4 Work Item Building Block, which has the objective to first identify relevant technology migration scenarios and then write an RF requirements specification that is applicable to Multi-Standard Radio (MSR) Base Station. 

The Work Task will review the GERAN relevant parts and prepare input for adapting the existing GERAN requirements to an MSR specification with a goal to minimize changes to these requirements.


4.2
Relation to other RAN and GERAN specifications

<Text will be added.>

4.3
Relationship between minimum requirements and test requirements
<Text will be added.>

4.4
Base station classes
<Text will be added.>

4.5
Regional requirements

<Text will be added.>

4.6
Manufacturer’s declaration

<Text will be added.>

5
Multi-Standard Radio scenarios

5.1
Frequency bands and arrangements

<Text will be added.> 

5.2
FDD multi-RAT and multicarrier scenarios

To structure the possible FDD scenarios and resulting requirements, the bands divided into two categories:

•
Band category 1: Bands for UTRA FDD and E-UTRA FDD operation

•
Band category 2: Bands for UTRA FDD, E-UTRA FDD and GSM operation

A full set of paired bands and how they are categorized is shown in Table 5.2-1. 

Table 5.2-1 Paired bands in E-UTRA, UTRA and GSM.

	E‑UTRA Band
	UTRA
Band
	GSM

Band
	Uplink (UL) BS receive
UE transmit
	Downlink (DL) BS transmit 
UE receive
	Band category

	1
	I
	-
	1920 MHz 
	–
	1980 MHz 
	2110 MHz  
	–
	2170 MHz
	1

	2
	II
	PCS 1900
	1850 MHz 
	–
	1910  MHz
	1930 MHz 
	–
	1990 MHz
	2

	3
	III
	DCS 1800
	1710 MHz 
	–
	1785 MHz
	1805 MHz 
	–
	1880 MHz
	2

	4
	IV
	-
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz
	1

	5
	V
	GSM 850
	824 MHz
	–
	849 MHz
	869 MHz 
	–
	894MHz
	2

	6
	VI
	-
	830 MHz
	–
	840  MHz
	875 MHz 
	–
	885 MHz
	1

	7
	VII
	-
	2500 MHz
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	1

	8
	VIII
	E-GSM
	880 MHz
	–
	915 MHz
	925 MHz  
	–
	960 MHz
	2

	9
	IX
	-
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz  
	–
	1879.9 MHz
	1

	10
	X
	-
	1710 MHz
	–
	1770 MHz
	2110 MHz 
	–
	2170 MHz
	1

	11
	XI
	-
	1427.9 MHz 
	–
	1452.9 MHz
	1475.9 MHz  
	–
	1500.9 MHz
	1

	12
	XII
	-
	698 MHz
	–
	716 MHz
	728 MHz
	–
	746 MHz
	1

	13
	XIII
	-
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	1

	14
	XIV
	-
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	1

	…
	
	
	
	
	
	
	
	
	

	17
	-
	-
	704 MHz 
	–
	716 MHz
	734 MHz
	–
	746 MHz
	1 *

	[18]
	-
	-
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	1 *

	[19]
	XIX
	-
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	1

	* Note:
The band is for E-UTRA only.


<Text will be added.>

5.3
TDD multi-RAT and multicarrier scenarios

To structure the possible TDD scenarios and resulting requirements, the unpaired bands are put in a third category:

•
Band category 3: Bands for UTRA TDD/TD-SCDMA and E-UTRATDD operation
A full set of unpaired bands and how they are categorized is shown in Table 5.3-1. 

Table 5.3-1 Unpaired bands in E-UTRA and UTRA.

	E‑UTRA Band
	UTRA Band
	Uplink (UL) BS receive
UE transmit
	Downlink (DL) BS transmit 
UE receive
	Band category

	33
	a)
	1900 MHz
	–
	1920 MHz
	1900 MHz
	–
	1920 MHz
	3

	34
	a)
	2010 MHz
	–
	2025 MHz 
	2010 MHz 
	–
	2025 MHz
	3

	35
	b)
	1850 MHz 
	–
	1910 MHz
	1850 MHz 
	–
	1910 MHz
	3

	36
	b)
	1930 MHz 
	–
	1990 MHz
	1930 MHz 
	–
	1990 MHz
	3

	37
	c)
	1910 MHz 
	–
	1930 MHz
	1910 MHz 
	–
	1930 MHz
	3

	38
	d)
	2570 MHz 
	–
	2620 MHz
	2570 MHz 
	–
	2620 MHz
	3

	39
	f)
	1880 MHz 
	–
	1920 MHz
	1880 MHz 
	–
	1920 MHz
	3

	40
	e)
	2300 MHz 
	–
	2400 MHz
	2300 MHz 
	–
	2400 MHz
	3


5.3.1
Band category 3 scenarios

<Text will be added.>

6
Transmitter characteristics

6.1
General

<Text will be added.>

6.2
Base station output power

<Text will be added.>

6.3
Output power dynamics

<Text will be added.>

6.4
Transmit ON/OFF power

<Text will be added.>

6.5
Transmitted signal quality

<Text will be added.>

6.6
Unwanted emissions

<Text will be added.>

6.6.1
Operating band unwanted emissions

<Text will be added.>

6.6.2
Transmitter spurious emissions

The spurious domain covers frequencies, which are separated from the carrier centre frequency by more than 250% of the necessary bandwidth, as recommended in ITU-R SM.329 [6]. This means that the Operating band unwanted emission limits discussed in 6.6.1 also cover parts of the spurious domain. The limits presented in the present subclause thus excludes the frequency range from 10 MHz below the lowest frequency of the downlink operating band up to 10 MHz above the highest frequency of the downlink operating band.
6.6.2.1 Band Category 1

6.6.2.1.1
Mandatory requirements
UTRA and E-UTRA have identical requirements based on recommendations in ITU-R SM.329 [1], both for Category A and Category B limits. The Category B limits for UTRA in TS 25.104 [2] are expressed in a slightly more complex way, but are identical to the E-UTRA limits in TS 36.104 [4].

The requirements of either Table 6.6.2.1.1-1 (Category A limits) or Table 6.6.2.1.1-2 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for Operating band unwanted emissions in subclause 6.6.1.
Table 6.6.2.1.1-1: BS Spurious emission limits, Category A

	Frequency range
	Maximum level
	Measurement Bandwidth
	Note

	9kHz ‑ 150kHz
	-13 dBm
	1 kHz 
	Note 1

	150kHz ‑ 30MHz
	
	10 kHz 
	Note 1

	30MHz ‑ 1GHz
	
	100 kHz
	Note 1

	1GHz ‑ 12.75 GHz
	
	1 MHz
	Note 2

	NOTE 1:
Bandwidth as in ITU-R SM.329 [6], s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [6], s4.1. Upper frequency as in ITU-R SM.329 [6] , s2.5 table 1


Table 6.6.2.1.1-2: BS Spurious emissions limits, Category B

	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz 
	Note 1 

	150 kHz ( 30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz ( 12.75 GHz
	-30 dBm
	1 MHz
	Note 2

	NOTE 1:
Bandwidth as in ITU-R SM.329 [6], s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [6], s4.1. Upper frequency as in ITU-R SM.329 [6] , s2.5 table 1


6.6.2.1.2
Co-existence in the same geographical area

The co-existence requirements are very similar, almost identical both in UTRA, E-UTRA and GSM and therefore already well harmonized.

<Text will be added.>
6.6.2.1.3
Co-location

The current co-location requirements in the existing specifications are more or less identical for the concerned bands and therefore already well harmonized.

<Text will be added.>

6.7
Transmitter intermodulation


<Text will be added.>

7
Receiver characteristics

7.1
General

<Text will be added.>

7.2
Reference sensitivity level

<Text will be added.>

7.3
Dynamic range

<Text will be added.>

7.4
In-band selectivity and blocking

<Text will be added.>

7.5
Out-of-band blocking

7.5.1
Band Category 1

7.5.1.1
General “out-of-band” blocking

UTRA and E-UTRA requirements are based on a CW interferer at -15 dBm and excludes the frequency range from 20 MHz below the lowest frequency of the uplink operating band up to 20 MHz above the highest frequency of the uplink operating band.
The following “out-of-band” blocking requirement applies to Band Category 1. For band 8, a the out-of-band range will include the complete downlink band and be limited by FUL_high +10 MHz.

For the parameters specified in Table 7.6.1.1-1, the following requirements shall be met:

- 
For any UTRA carrier, the BER shall not exceed 0.001

- 
For any E-UTRA carriers, the throughput shall be ≥ 95% of the maximum throughput of the E-UTRA reference measurement channel.

Table 7.6.1.1-1: Blocking performance requirement

	Parameter
	Value

	Centre Frequency of Interfering Signal
	1 MHz to (FUL_low -20) MHz 

(FUL_high +20) MHz to 12 750 MHz

	Interfering Signal mean power 
	-15 dBm

	Wanted Signal mean power
	PREFSENS +6dB*

	Type of Interfering Signal
	CW

	Note*: 
PREFSENS depends on the RAT and the channel bandwidth, see subclause 7.2.


7.5.1.2
Co-location 

The current blocking requirements in all RATs are based on a +16 dBm interference level and are thus already harmonized. The MSR specification can adopt the current requirements.

<Text will be added.>

7.6
Receiver spurious emissions

<Text will be added.>

7.7
Receiver intermodulation

<Text will be added.>

8
Other requirements

<Text will be added.>

8.1
EMC

<Text will be added.>
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