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1 Introduction
The work item of UTRA TDD OTA performance requirements has been set since RAN meeting#41, Kobe, Japan, Sep 9- 12, 2008. We have done some test in OTA test laboratory and draw some conclusion.
2 Test sample selected method
We made a sample selected method in order to get the most scientific limit specification. The target of the selected method is to cover main TD terminal manufactures and chips manufactures. So the test results could be maximum available and representational.

There are 15 test samples of 13 terminal manufactures coupling with 3 main chips manufactures including in this test. To protect business benefit of the manufactures we will not provide the manufactures name.

3 UTRA TDD UE OTA performance test results
Table 1   UTRA TDD UE OTA performance test results
	No.
	TRP_Average
	TRP_min
	TRS_Average
	TRS_max

	#01
	17.9
	17.3
	-105.8
	-104.6

	#02
	15.6
	14.0
	-104.4
	-103.3

	#03
	18.0
	17.1
	-105.3
	-104.8

	#04
	17.2
	16.4
	-105.8
	-105.0

	#05
	18.6
	18.0
	-106.3
	-104.8

	#06
	19.3
	18.8
	-108.3
	-107.0

	#07
	18.3
	17.6
	-106.9
	-105.6

	#08
	20.8
	20.3
	-109.7
	-108.5

	#09
	13.0
	12.3
	-103.3
	-101.7

	#10
	19.1
	18.8
	-103.4
	-103.1

	#11
	16.1
	15.8
	-105.7
	-104.5

	#12
	12.8
	11.8
	-105.7
	-105.0

	#13
	18.3
	17.8
	-105.4
	-103.9

	#14
	13.7
	12.9
	-101.8
	-100.9

	#15
	16.2
	15.2
	-102.5
	-101.8
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4 Analyse of test result
The test results show some phenomena on TRP and TRS.

1) Standard deviation of  TRP_average  and  TRS_average above is 2.4dB and 2.1dB. 
	No.
	Conducted
Power
(dBm)
	Conducted Sensitivity (dBm)
	Mid - CH10087 (2017.4 MHz)

	
	
	
	Right
	Left

	
	
	
	TRP (dBm)
	TIS (dBm)
	TRP (dBm)
	TIS (dBm)

	#10
	25.09
	-108.50
	18.88
	-103.08
	18.78
	-103.45

	#12
	20.79
	-113.50
	12.95
	-106.18
	12.67
	-105.35


For class 2 nominal maximum conducted output power is 24dBm. No.12 and No.10 can meet the minimum requirement.  All of the test samples are regular
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