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	Reason for change:
(

	The maxium UL BW for REFSENS in certain bands does not ensure adequate limit on Tx related desense per Rx chain. In order to avoid desensitization, the duplex separation should be at least 7.8 x BW, where BW is the UL allocated bandwidth.  When the allocated bandwidth is smaller than the channel BW then the effecive frequency separation btween UL and DL is less than what the channel duplex separation implies. Therefore, to determine the max allowed UL BW, we should use the formula 
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. For example, in the case of Band 12 with 10MHz LTE, instead of 
[image: image3.wmf]ë

û

kHz

MHz

180

/

8

.

7

/

30

= 21RBs, we have 
[image: image4.wmf]ë

û

kHz

MHz

180

/

8

.

6

/

21

 = 17RBs, which should be rounded to the next lower practical allocation size (since 17RBs is not a valid UL allocation).  As a result, 15 or 16 RBs can be used as the UL allocation limit. In order to reduce the number of different BW cases in Table 7.3.1-2, we propose to specify 15RBs.  
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<< Unchanged sections omitted >>
Table 7.3.1-2: Maximum uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	1
	-
	-
	25 
	50 
	75 
	100 
	FDD

	2
	6 
	15 
	25 
	50 
	501
	501
	FDD

	3
	6 
	15 
	25 
	50 
	501
	501
	FDD

	4
	6 
	15
	25 
	50 
	75 
	100 
	FDD

	5
	6 
	15 
	25 
	251
	-
	-
	FDD

	6
	-
	-
	25 
	251
	-
	-
	FDD

	7
	-
	-
	25 
	50 
	751
	751
	FDD

	8
	6 
	15
	25 
	251
	-
	-
	FDD

	9
	-
	-
	25 
	50 
	501
	501
	FDD

	10
	-
	-
	25 
	50 
	75 
	100 
	FDD

	11
	-
	-
	25 
	251
	251
	201
	FDD

	12
	6
	15
	201
	151
	
	
	FDD

	13
	6
	15
	201
	151
	
	
	FDD

	14
	
	
	
	
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	6
	15
	201
	151
	
	
	FDD

	…
	
	
	
	
	
	
	

	33
	-
	-
	25 
	50 
	75 
	100 
	TDD

	34
	-
	-
	25 
	50 
	75
	-
	TDD

	35
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	36
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	37
	-
	-
	25 
	50 
	75 
	100 
	TDD

	38
	-
	-
	25 
	50 
	-
	-
	TDD

	39
	
	
	25 
	50 
	75 
	100 
	TDD

	40
	
	
	
	50 
	75 
	100 
	TDD

	Note 1:       Maximum number of UL  resources blocks allocated is less than the total resources blocks supported by the channel bandwidth 
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