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Background and discussion
For the MSR Work Item, the topic of In-band selectivity and blocking is agreed in RAN4 and covered in the latest version of the MSR Work Item TR 37.900 [1]. This text proposal introduces In-band selectivity and blocking also in the MSR specification TS 37.104 [2].
The following points should be noted in the Text Proposal:
· The requirements for BC1 and BC2 are merged into a common “general requirement” in a single set of tables.
· The additional BC2 requirement in 7.4.3 for GSM/EDGE is left as “TBD”, awaiting formal GERAN endorsement.

This contribution is a revision of [3], with the heading of Table 7.4.2-1 corrected.
Proposal

It is proposed that the attached text proposal is approved for the MSR Specification TS 37.104 [2].
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TEXT PROPOSAL:
7.4
In-band selectivity and blocking

The in-band selectivity and blocking characteristics are measures of the receiver ability to receive a wanted signal at its assigned channel in the presence of an unwanted interferer inside the operating band and are defined by a (wideband) and a narrowband blocking requirement. 

7.4.1
General blocking minimum requirement
For the general blocking requirement, the interfering signal shall be a UTRA signal as specified in Annex A.

For the wanted and interfering signal coupled to the base station antenna input, using the parameters in Table 7.4.1‑1, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.

-
For any GSM/EDGE carrier, [TBD].
Table 7.4.1-1: General blocking requirement

	Operating Band Number
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from the RF bandwidth edge [MHz]

	1-7, 9-11, 13-14, 18,19, 33-40
	(FUL_low -20)
	to
	(FUL_high +20)
	-40
	PREFSENS + x dB*
	7.5

	8
	(FUL_low -20)
	to
	(FUL_high +10)
	
	
	

	12
	(FUL_low  -20)
	to
	(FUL_high +12)
	
	
	

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	
	
	

	Note*: 
PREFSENS depends on the RAT and on the channel bandwidth, see subclause 7.2.

Note**: 
“x” is equal to 6 in case of E-UTRA or UTRA wanted signals and equal to [3] in case of GSM/EDGE wanted signal.


7.4.2
General narrowband blocking minimum requirement

For the general blocking requirement, the interfering signal shall be an E-UTRA 1RB signal as specified in Annex A.

For the wanted and interfering signal coupled to the base station antenna input, using the parameters in Table 7.4.2‑1, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.

-
For any GSM/EDGE carrier, [TBD].
Table 7.4.2-1: Narrowband blocking requirement
	RAT of the carrier
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Interfering RB centre frequency offset from the RF bandwidth edge [kHz]

	E-UTRA, UTRA and GSM/EDGE
	PREFSENS + x dB*
	-49
	240 +m*180,

m=0, 1, 2, 3, 4, 9, 14, 19, 24

	Note*: 
PREFSENS depends on the RAT and on the channel bandwidth, see subclause 7.2.

Note**: 
“x” is equal to 6 in case of E-UTRA or UTRA wanted signals and equal to [3] in case of GSM/EDGE wanted signal.


7.4.2.3 7.4.3
Additional Narrowband blocking minimum requirement for GSM/EDGE

[TBD]




