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Background

The work of defining band 20 for LTE has progressed over the last meetings. The work for UTRA has not progressed as far. In this contribution we propose a set of channel numbers to be used for UTRA in order to also progress the work on UTRA for band XX.
Proposal
It is proposed that the attached text is included in TR 36.810.
5
Study of UTRA requirements

<text will be added>
5.1
Band and channel arrangement

For the band 790-862 MHz the band arrangement for Europe is detailed in subclause 4.2. The band is arranged as 2x30 MHz with 11 MHz duplex gap:

- FDD Uplink: 832 – 862 MHz

- FDD Downlink: 791 – 821 MHz

Note the reverse duplex arrangement to protect broadcast receivers below the band.

The band is given number XX 



The band is expected to be allocated in blocks of 5 MHz. Thus there does not seem to be a need for additional channel numbers beside the default 200 kHz channel raster. UARFCN definitions are given in table 5.1-1 and 5.1-2
Table 5.1-1: UARFCN definition (general)
	Band
	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	
	UARFCN formula offset

FUL_Offset [MHz]
	Carrier frequency (FUL) range [MHz] 
	UARFCN formula offset

FDL_Offset [MHz]
	Carrier frequency (FDL) range [MHz]

	
	
	FUL_low
	FUL_high
	
	FDL_low
	FDL_high

	XX
	-17
	834.4
	859.6
	-103
	793.4
	818.6


Table 5.1-2: UARFCN definition (additional channels)

	Band
	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	
	UARFCN formula offset

FUL_Offset [MHz]
	Carrier frequency [MHz]

(FUL)
	UARFCN formula offset

FDL_Offset [MHz]
	Carrier frequency [MHz]

(FDL)

	XX
	-
	-
	-
	-


5.2
Coexistence with other technologies

