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Background and discussion
For the MSR Work Item, the topic of Characteristics of interfering signals is agreed in RAN4 and covered in the latest version of the MSR Work Item TR 37.900 [1]. This text proposal introduces characteristics of UTRA FDD and E-UTRA interfering signals in the MSR specification TS 37.104 [2].

Proposal

It is proposed that the attached text proposal is approved for TS 37.104.
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TEXT PROPOSAL:

Annex A (normative):
Characteristics of interfering signals
A.1
UTRA FDD interfering signal

The UTRA FDD interfering signal shall be a DPCH containing the DPCCH and one DPDCH. The data content for each channelization code shall be uncorrelated with each other and to the wanted signal and spread and modulated according to clause 4 of TS 25.213. Further characteristics of DPDCH and DPCCH are specified in Table A.1-1.

Table A.1-1: Characteristics of UTRA FDD interfering signal

	Channel
	Bit Rate
	Spreading Factor
	Channelization Code
	Relative Power

	DPDCH
	240 kbps
	16
	4
	0 dB

	DPCCH
	15 kbps
	256
	0
	-5.46 dB

	NOTE:
The DPDCH and DPCCH settings are chosen to simulate a signal with realistic Peak to Average Ratio.


<Text will be added.>
A.2
E-UTRA interfering signal

The E-UTRA interfering signal shall be a PUSCH containing data and reference symbols. Normal CP is used. The data content shall be uncorrelated to the wanted signal and modulated according to clause 5 of TS 36.211. Mapping of PUSCH modulation to receiver requirement are specified in Table A.2-2.

Table A.2-2: Modulation of the E-UTRA interfering signal

	Receiver requirement
	Modulation

	Narrowband blocking
	QPSK

	Receiver intermodulation
	QPSK






