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	Reason for change:
(

	The UE RF specification has today no reference to future releases of the specification. While you would normally implement only requirements from the release that the UE conforms to, there are two cases when requirments in later releases must be considered:


1. When the UE conforms to a specific release, but frequency bands specified in later releases are implemented in the UE. In UMTS case, it is covered through TS 25.307, but not mentioned in TS 25.101 and quite similar system would be introduced for E-UTRA specifications, namely TS36 series..
2. When regional regulation determines that some requirements in later releases are mandatory for all UEs. Examples could be the spurious emissions requirements in 6.6.3 and 7.9 of TS 36.101. This second case is currently not referenced in 3GPP specifications.

	
	

	Summary of change:
(

	A clarifying text concerning later releases and a note referencing possible regional regulation mandating requriements in later releases is added.
 Clause 4.3 is handled as “Void” to keep consistency with TS36.101 for Rel-8.

	
	

	Consequences if 
(

not approved:
	It would be ambiguous how requirements that are added in later releases may apply, since there is no reference to later releases.
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	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	36.521

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	TS 25.307 or corresponding new specification for E-UTRA in TS36 series would specify the release independent RF requirements in later releases. 

No modifications corresponding to the changes in CR: R4-094112 and R4-094267 for extended UMTS/LTE 1500 requirements are necessary for the release 8 specification.


4
General

4.1
Relationship between minimum requirements and test requirements
The Minimum Requirements given in this specification make no allowance for measurement uncertainty. The test specification TS 36.xxx section y defines Test Tolerances. These Test Tolerances are individually calculated for each test. The Test Tolerances are used to relax the Minimum Requirements in this specification to create Test Requirements.

The measurement results returned by the Test System are compared - without any modification - against the Test Requirements as defined by the shared risk principle.

The Shared Risk principle is defined in ITU-R M.1545 [3].
4.2
 Applicability of minimum requirements

In this specification the Minimum Requirements are specified as general requirements and additional requirements. Where the Requirement is specified as a general requirement, the requirement is mandated to be met in all scenarios 

For specific scenarios for which an additional requirement is specified, in addition to meeting the general requirement, the UE is mandated to meet the additional requirements.
The reference sensitivity power levels defined in subclause 7.3 are valid for the specified reference measurement channels.
Note: Receiver sensitivity degradation may occur when:

1) the UE simultaneously transmits and receives with bandwidth allocations less than the transmission bandwidth configuration (see Figure 5.6-1), and 

2) any part of the downlink transmission bandwidth is within an uplink transmission bandwidth from the downlink center subcarrier.

4.3
(Void)

4.4
RF requirements in later releases

The standardisation of new frequency bands may be independent of a release. However, in order to implement a UE that conforms to a particular release but supports a band of operation that is specified in a later release, it is necessary to specify some extra requirements.

NOTE:
For terminals conforming to the 3GPP release of the present document, some RF requirements in later releases may be mandatory independent of whether the UE supports the bands specified in later releases or not. The set of requirements from later releases that is also mandatory for UEs conforming to the 3GPP release of the present document is determined by regional regulation.
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