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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

The main general definitions strictly related to the Transmission and Reception characteristics but important also for the present document can be found in [3] for UE FDD, in [4] for BS FDD, in [5] for UE TDD, in [6] for BS TDD.

Node B:A logical node responsible for radio transmission / reception in one or more cells to/from the User Equipment. Terminates the Iub interface towards the RNC

Power Spectral Density: The units of Power Spectral Density (PSD) are extensively used in this document. PSD is a function of power versus frequency and when integrated across a given bandwidth, the function represents the mean power in such a bandwidth. When the mean power is normalised to (divided by) the chip-rate it represents the mean energy per chip. Some signals are directly defined in terms of energy per chip, (DPCH_Ec, Ec, OCNS_Ec and S-CCPCH_Ec) and others defined in terms of PSD (Io, Ioc, Ior and Îor). There also exist quantities that are a ratio of energy per chip to PSD (DPCH_Ec/Ior, Ec/Ior etc.). This is the common practice of relating energy magnitudes in communication systems.
It can be seen that if both energy magnitudes in the ratio are divided by time, the ratio is converted from an energy ratio to a power ratio, which is more useful from a measurement point of view. It follows that an energy per chip of X dBm/3,84 MHz can be expressed as a mean power per chip of X dBm. Similarly, a signal PSD of Y dBm/3,84 MHz can be expressed as a signal power of Y dBm.
Primary uplink frequency: If a single uplink frequency is configured for the UE, then it is the primary uplink frequency. In case more than one uplink frequencies are configured for the UE, then the primary uplink frequency is the frequency on which the serving E-DCH cell corresponding to the serving HS-DSCH cell is transmitted. The association between a pair of uplink and downlink frequencies is determined by higher layers.

Secondary uplink frequency: A secondary uplink frequency is a frequency on which a serving E-DCH cell that corresponds to a secondary serving HS-DSCH cell is transmitted. The association between a pair of uplink and downlink frequencies is determined by higher layers.
MBSFN cluster: Set of cells operating in MBSFN mode providing only MBMS service in PtM mode and seen as one cell by a UE.

Adjacent Frequency: A downlink frequency in the inter-frequency cell info list that is within 5 MHz from the intra frequency. It is explicitly indicated by UTRAN to UE via upper layer signaling.

------------------------NEXT CHANGED SECTION ----------------------
3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply

AWGN 
Additive White Gaussian Noise
BER
Bit Error Ratio

BLER
Block Error Ratio

BS
Base Station

CFN
Connection Frame Number

CPICH
Common Pilot Channel
DCH
Dedicated Channel
DC-HSUPA
Dual Cell HSUPA
DL
Down link (forward link)

DPCH
Dedicated Physical Channel

DRX
Discontinuous Reception 
E-DCH
Enhanced DCH
eNB
E-UTRAN NodeB
E-UTRA
Enhanced Universal Terrestrial Radio Access

E-UTRAN
Enhanced Universal Terrestrial Radio Access Network
FDD
Frequency Division Duplex

F-DPCH
Fractional Dedicated Physical Channel

GERAN
GSM EDGE Radio Access Network

GSM
Global System for Mobile communication
HO
Handover
HS-DSCH
High Speed Downlink Shared Channel
HS-DPCCH
Dedicated Physical Control Channel (uplink) for HS-DSCH
HS-SCCH
High Speed Shared Control Channel
HSUPA
High Speed Uplink Packet Access
MBSFN
MBMS over a Single Frequency Network
OCNS
Orthogonal Channel Noise Simulator, a mechanism used to simulate the users or control signals on the other orthogonal channels of a downlink.

OFDM
Orthogonal Frequency Division Multiplexing
OFDMA
Orthogonal Frequency Division Multiple Access
PCCPCH
Primary Common Control Physical Channel

PICH
Paging Indicator Channel

PIN
Personal Identification Number

PLMN
Public Land Mobile Network 
QAM
Quadrature Amplitude Modulation

RAT
Radio Access Technology

RNC
Radio Network ControllerRSCP
Received Signal Code Power

RRC
Radio Resource Control

RRM
Radio Resource Management 
RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality
RSSI
Received Signal Strength Indicator

SCH
Synchronisation Channel, power of SCH shall be divided equally between Primary and Secondary Synchronous channels.

SFN
System Frame Number

SIR
Signal to Interference ratio

TDD
Time Division Duplex

TPC
Transmit Power Control 
TTI
Transmission Time Interval
UTRA
Universal Terrestrial Radio Access

UTRAN
Universal Terrestrial Radio Access Network
UE
User Equipment

UL
Up link (reverse link)

USIM
Universal Subscriber Identity Module

UTRA
Universal Terrestrial Radio Access 

UTRAN
Universal Terrestrial Radio Access Network
------------------------NEXT CHANGED SECTION ----------------------
5.12
Interruption on Primary Uplink Frequency in DC-HSUPA
5.12.1
Introduction

When the UE is configured with dual uplink frequencies, the interruption on the primary uplink frequency can occur due to the activation or deactivation of the secondary serving HS-DSCH cell or of the serving E-DCH cell on the secondary uplink frequency. 
The activation or deactivation procedure for the secondary serving HS-DSCH cell is initiated from UTRAN by HS-SCCH orders [18], which implies activation or deactivation of the secondary serving HS-DSCH cell. The activation or deactivation procedure for the serving E-DCH cell on the secondary uplink frequency is initiated from UTRAN by HS-SCCH orders [18], which implies activation or deactivation of the secondary serving E-DCH cell.
The deactivation of the secondary serving HS-DSCH cell also results in a deactivation of the secondary serving E-DCH cell.
5.12.2
Requirements
The interruption time on the primary uplink frequency is the time from the end of the TTI in which the UE transmits ACK on HS-DPCCH corresponding to the HS-SCCH order for the activation or deactivation of the secondary serving HS-DSCH cell or the serving E-DCH cell on the secondary uplink frequency until the end of the TTI in which the UE resumes the transmission on the serving E-DCH cell on the primary uplink frequency. 
The interruption time shall be less than Tinterrupt-

Tinterrupt- = 4 ms

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





