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A.x.1.1
E-UTRAN FDD - FDD Intra frequency identification of a new CGI of E-UTRA cell when si-RequestForHO is TRUE  
A.x.1.1.1
Test Purpose and Environment

This test is to verify the requirement for identification of a new CGI of E-UTRA cell when si-RequestForHO is TRUE in section 8.1.2.2.3.1.
The test scenario comprises of one E-UTRA FDD carrier and two cells as given in tables A.x.1.1.1-1 and A.x.1.1.1-2. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE does not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE is expected to detect and send a measurement report. 

A RRC message implying SI reading shall be sent to the UE during period T2, after the UE has reported Event A3. The RRC message shall create a measurement report configuration with purpose reportCGI and  si-RequestForHO set to TRUE,  The start of T3 is the instant when the last TTI containing the RRC message implying SI reading is sent to the UE.

Table A.x.1.1.1-1: General test parameters for E-UTRAN FDD - FDD Intra frequency identification of a new CGI of E-UTRA cell for HeNB inbound mobility  
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.3.1.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.3.1.2.1

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	UE is configured to report the global cell identity of cell 2

	Final condition
	Active cell
	
	Cell 1
	

	E-UTRA RF Channel Number
	
	1
	Only one FDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	0
	

	Hysteresis
	dB
	0
	

	Time To Trigger
	S
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	CP length
	
	Normal
	

	Time offset between cells
	
	3 ms
	Asynchronous cells

	T1
	S
	5
	

	T2
	S
	(5
	

	T3
	S
	5
	


Table A.x.1.1.1-2: Cell specific test parameters for E-UTRAN FDD - FDD Intra frequency identification of a new CGI of E-UTRA cell for HeNB inbound mobility  
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and in A.3.2.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.1 FDD
	OP.1FDD
	OP.2 FDD
	OP.2 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	8
	-3.3
	-3.3
	-Infinity
	2.36
	2.36
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 Note 2
	dBm/15 kHz
	-98
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	dB
	8
	8
	8
	-Infinity
	11
	11

	RSRP Note 3
	dBm/15 KHz
	-90
	-90
	-90
	-Infinity
	-87
	-87

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.




A.x.1.1.2
Test Requirements

The UE shall transmit a measurement report containing the global cell identity and CSG identity of cell 2 within [170] milliseconds from the start of T3

Test requirement = RRC Procedure delay + 
[image: image5.wmf]GI_intra
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+CSG reporting delay

= 15 + [150] + 2ms from the start of T3
= [167] ms, allow [170] ms.
The rate of correct events observed during repeated tests shall be at least 90%.
The UE shall be scheduled continuously throughout the test, and from the start of T3 until the measurement report containing the global cell identity, at least [60] ACK/NACK shall be detected as being transmitted by the UE.
1. A.y.1.1
E-UTRAN FDD - FDD Interfrequency identification of a new ECGI of E-UTRA cell when when si-RequestForHO is TRUE

This test is to verify the requirement for E-UTRAN FDD inter frequency measurements for HeNB inbound mobility in section 8.1.2.3.5.1
The test scenario comprises of two E-UTRA FDD carriers and one cell on each carrier as given in tables A.y.1.1.1-1 and A.y.1.1.1-2. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE does not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE is expected to detect and send a measurement report. Gap pattern configuration with id #0 as specified in Table 8.1.2.1-1 is configured before T2 begins to enable inter-frequency monitoring. 

A RRC message implying SI reading shall be sent to the UE during period T2, after the UE has reported Event A3. The RRC message shall create a measurement report configuration with purpose reportCGI and  si-RequestForHO set to TRUE,  The start of T3 is the instant when the last TTI containing the RRC message implying SI reading is sent to the UE.

Table A.y.1.1.1-1: General test parameters for E-UTRAN FDD inter frequency measurements for HeNB inbound mobility test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.3.1.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.3.1.2.1

	Initial conditions
	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	
	Neighbouring cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	Final condition
	Active cell
	
	Cell 1
	

	E-UTRA RF channel number
	
	1, 2
	Two FDD carriers are used

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Gap Pattern Id
	
	1
	As specified in 3GPP TS 36.133 section 8.1.2.1.

	A3-Offset
	dB
	-4
	

	Hysteresis
	dB
	0
	

	TimeToTrigger
	dB
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	PRACH configuration
	
	4
	As specified in table 5.7.1-2 in 3GPP TS 36.211

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure

	Time offset between cells
	
	3 ms
	Asynchronous cells

	Gap pattern configuration Id
	
	0
	As specified in Table 8.1.2.1-1 started before T2 starts

	T1
	s
	5
	

	T2
	s
	(5
	

	T3
	s
	5
	


Table A.y.1.1.1-2: Cell specific test parameters for E-UTRAN FDD inter frequency measurements for HeNB inbound mobility test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and in A.3.2.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.1 FDD
	OP.1FDD
	OP.2 FDD
	OP.2 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4
	4
	4
	-Infinity
	7
	7
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 Note 2
	dBm/15 kHz
	-98
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	dB
	4
	4
	4
	-Infinity
	7
	7

	RSRP Note 3
	dBm/15 KHz
	-94
	-94
	-94
	-Infinity
	-91
	-91

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.




A.y.1.1.2
Test Requirements

The UE shall transmit a measurement report containing the cell identity and CSG identity of cell 2 within [170] milliseconds from the start of T3
Test requirement = RRC Procedure delay + 
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+CSG reporting delay

= 15 + [150] + 2ms from the start of T3
= [167] ms, allow [170] ms.
The rate of correct events observed during repeated tests shall be at least 90%.
The UE shall be scheduled continuously throughout the test, and from the start of T3 until the measurement report containing the global cell identity, at least [60] ACK/NACK shall be detected as being transmitted by the UE.
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