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1. Background

The technical report of the work item to introduce a LTE TDD band definition for 2.6 GHz in Region 2 (referred as “LTE_TDD_2600_US”) has been agreed [1].  A list of proposed changes to the 36.104 (and 36.141) specifications needed for LTE_TDD_2600_US also has been distributed [2].  Several of the base station (BS) requirements are presented within the current technical report for the work item.

2. Notes

In Clause 5.3 of the TR, the sub-section “Specific BS RF requirements” refers to unwanted emissions requirements to accommodate the LTE_TDD_2600_US work item.  A parallel document [3] introduced the recommended values for the 36.104 and 36.141 technical specifications.  The material of the TS documents affected by these changes also are noted in [3].  Correspondingly, these changes are introduced into the TR in this technical document, placed into Clause 6 “Summary of required changes to E-UTRA specifications”.
3. Proposal

It is proposed to add text to the LTE_TDD_2600_US TR in line with RAN4 agreements.
4. References

[1] R4‑101516, Clearwire, “Skeleton TR for 2600MHz LTE TDD frequency band for the US (Region 2) work item”, 3GPP TSG RAN4 adhoc#2‑2010, Dublin, Ireland, April 2010.


http://www.3gpp.org/ftp/tsg_ran/WG4_Radio/TSGR4_AHs/R4_AH%2310-02_Dublin_April_2010/Documents/R4-101516.zip 

[2] R4‑101285, CMCC, Clearwire, Sprint, “Foreseen changes on related technical specifications to introduce US 2.6GHz band”, 3GPP TSG RAN4 adhoc#2‑2010, Dublin, Ireland, April 2010.


http://www.3gpp.org/ftp/tsg_ran/WG4_Radio/TSGR4_AHs/R4_AH%2310-02_Dublin_April_2010/Documents/R4-101285.zip 

[3] R4‑101973, Motorola, “TP for LTE_TDD_2600_US TR, clause 5.3 (Unwanted emissions)”, 3GPP TSG RAN4#55, Montréal, Canada, May 2010.


http://www.3gpp.org/ftp/tsg_ran/WG4_Radio/TSGR4_55/Documents/R4-101973.zip 

– Start of TP for TR –

6
Summary of required changes to E-UTRA specifications

6.2
Required changes to TS36.104

Section 6.6.3 “Operating band unwanted emissions” and corresponding Tables 6.6.3.1-4, 6.6.3.1-5, and 6.6.3.1-6, on Category A unwanted emissions requirements of TS 36.104 require alteration to accommodate the LTE_TDD_2600_US frequency band, as follows.  Also, Tables 6.6.3.2.1-4, 6.6.3.2.1-5, and 6.6.3.2.1-6, on Category B (Option 1) unwanted emissions requirements of TS 36.104 similarly require alteration.  Table 6.6.3.3-2 on additional requirements also requires alteration.

Section 6.6.4 “Transmitter spurious emissions” and corresponding Tables 6.6.4.3.1-1 and 6.6.4.3.1-1x, on minimum additional spurious emissions requirements of TS 36.104 require alteration to accommodate the LTE_TDD_2600_US frequency band, as follows.  Also, Tables 6.6.4.4.1-1 and 6.6.4.4.1-2, on minimum co-location emissions requirements of TS 36.104 similarly require alteration.

– Start of TP for TS 36.104 –

6.6.3
Operating band unwanted emissions

Unless otherwise stated, the Operating band unwanted emission limits are defined from 10 MHz below the lowest frequency of the downlink operating band up to 10 MHz above the highest frequency of the downlink operating band. 

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer's specification. 

The unwanted emission limits in the part of the downlink operating band that falls in the spurious domain are consistent with ITU-R Recommendation SM.329 [2]. 

Emissions shall not exceed the maximum levels specified in the tables below, where:

-
(f is the separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the channel edge frequency and the centre of the measuring filter.

-
f_offsetmax is the offset to the frequency 10 MHz outside the downlink operating band.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

For a multicarrier E-UTRA BS the definitions above apply to the lower edge of the carrier transmitted at the lowest carrier frequency and the higher edge of the carrier transmitted at the highest carrier frequency.

For Wide Area BS, the requirements of either subclause 6.6.3.1 (Category A limits) or subclause 6.6.3.2 (Category B limits) shall apply. 
For Local Area BS, the requirements of subclause 6.6.3.2A shall apply (Category A and B).
For Home BS, the requirements of subclause 6.6.3.2B shall apply (Category A and B).
The application of either Category A or Category B limits shall be the same as for Transmitter spurious emissions (Mandatory Requirements) in subclause 6.6.4.1.

6.6.3.1
Minimum requirements for Wide Area BS (Category A)

For E-UTRA BS operating in Bands 5, 6, 8, 12, 13, 14, 17, 18, 19, emissions shall not exceed the maximum levels specified in Tables 6.6.3.1‑1 to 6.6.3.1-3.

Table 6.6.3.1-1: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	2.85 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz 


Table 6.6.3.1-2: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.05 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz 


Table 6.6.3.1-3: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands <1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 
min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-13 dBm (Note 5)
	100 kHz 


For E-UTRA BS operating in Bands 1, 2, 3, 4, 7, 9, 10, 11, 21, 33, 34, 35, 36, 37, 38, 39, 40, [41], emissions shall not exceed the maximum levels specified in Tables 6.6.3.1-4 to 6.6.3.1-6:

Table 6.6.3.1-4: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1MHz


Table 6.6.3.1-5: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.5 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1MHz


Table 6.6.3.1-6: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands >1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 
min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-13 dBm (Note 5)
	1MHz 


6.6.3.2
Minimum requirements for Wide Area BS (Category B)

For Category B Operating band unwanted emissions, there are two options for the limits that may be applied regionally. Either the limits in subclause 6.6.3.2.1 or subclause 6.6.3.2.2 shall be applied.
6.6.3.2.1
Category B requirements (Option 1)
For E-UTRA BS operating in Bands 5, 8, 12, 13, 14, 17, 20, emissions shall not exceed the maximum levels specified in Tables 6.6.3.2.1-1 to 6.6.3.2.1-3:
Table 6.6.3.2.1-1: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	2.85 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


Table 6.6.3.2.1-2: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.05 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


Table 6.6.3.2.1-3: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 
min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-16 dBm (Note 5)
	100 kHz 


For E-UTRA BS operating in Bands 1, 2, 3, 4, 7, 10, 33, 34, 35, 36, 37, 38, 39, 40, [41], emissions shall not exceed the maximum levels specified in Tables 6.6.3.2.1-4 to 6.6.3.2.1-6:

Table 6.6.3.2.1-4: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz


Table 6.6.3.2.1-5: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.5 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz


Table 6.6.3.2.1-6: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 
min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-15 dBm (Note 5)
	1MHz 


– End of TP for TS 36.104, next to follow –

– Start of next TP for TS 36.104 –

6.6.3.3
Additional requirements

These requirements may be applied for the protection of other systems operating inside or near the E-UTRA BS downlink operating band. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the E-UTRA BS, or they may be set by local or regional regulation as a mandatory requirement for an E-UTRA operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in subclause 4.3.
In certain regions the following requirement may apply. For E-UTRA BS operating in Band 5, emissions shall not exceed the maximum levels specified in Tables 6.6.3.3-1.

Table 6.6.3.3-1: Additional operating band unwanted emission limits for E-UTRA bands <1GHz
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	All
	1 MHz ( (f < (fmax 
	1.05 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz


In certain regions the following requirement may apply. For E-UTRA BS operating in Bands 2, 4, 10, 35, 36, [41], emissions shall not exceed the maximum levels specified in Table 6.6.3.3-2.

Table 6.6.3.3-2: Additional operating band unwanted emission limits for E-UTRA bands>1GHz
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-15 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-16 dBm
	100 kHz 

	All
	1 MHz ( (f < (fmax 
	1.5 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1 MHz


In certain regions the following requirement may apply. For E-UTRA BS operating in Bands 12, 13, 14, 17, emissions shall not exceed the maximum levels specified in Table 6.6.3.3-3.

Table 6.6.3.3-3: Additional operating band unwanted emission limits for E-UTRA (bands 12, 13 and 14)
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	All
	0 MHz ( (f < 100 kHz
	0.015 MHz ( f_offset < 0.085 MHz
	-13 dBm
	30 kHz 

	All
	100  kHz ( (f < (fmax 
	150 kHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz


In certain regions, the following requirements may apply to an E-UTRA TDD BS operating in the same geographic area and in the same operating band as another E-UTRA TDD system without synchronisation. For this case the emissions shall not exceed -52 dBm/MHz in the downlink operating band except in:

· The frequency range from 10 MHz below the lower channel edge to the frequency 10 MHz above the upper channel edge.

In certain regions the following requirement may apply for protection of DTT. For E-UTRA BS operating in Band 20, the level of emissions in the band 470-790 MHz, measured in an 8MHz filter bandwidth on centre frequencies Ffilter according to Table 6.6.3.3-4, shall not exceed the  maximum emission level PEM,N declared by the manufacturer.  This requirement applies in the frequency range 470-790 MHz even though part of the range falls in the spurious domain.
Table 6.6.3.3-4: Declared emissions levels for protection of DTT

	Filter centre frequency, Ffilter
	Measurement bandwidth
	Declared emission level [dBm]

	Ffilter = 8*N + 306 (MHz); 
21 ≤ N ≤ 60
	8 MHz
	PEM,N


Note: 
The regional requirement is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the basestation needed to verify compliance with the regional requirement. Compliance with the regional requirement can be determined using the method outlined in Annex G.
The following notes are common to all subclauses in 6.6.3:

NOTE 1: 
Local or regional regulations may specify another excluded frequency range, which may include frequencies where synchronised E-UTRA TDD systems operate.

NOTE 2:
E-UTRA TDD base stations that are synchronized can transmit without these additional co-existence requirements.
NOTE 3:
As a general rule for the requirements in subclause 6.6.3, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

NOTE 4:
This frequency range ensures that the range of values of f_offset is continuous. 
NOTE 5
The requirement is not applicable when (fmax < 10 MHz.
NOTE 6:
For Home BS, the parameter P is defined as the aggregated maximum power of all transmit antenna ports of Home BS.
6.6.4
Transmitter spurious emissions

The transmitter spurious emission limits apply from 9 kHz to 12.75 GHz, excluding the frequency range from 10 MHz below the lowest frequency of the downlink operating band up to 10 MHz above the highest frequency of the downlink operating band. Exceptions are the requirement in Table 6.6.4.3.1-2 and 6.6.4.3.1-3 that apply also closer than 10 MHz from the downlink operating band.

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification. Unless otherwise stated, all requirements are measured as mean power (RMS).

6.6.4.1
Mandatory Requirements

The requirements of either subclause 6.6.4.1.1 (Category A limits) or subclause 6.6.4.1.2 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for Operating band unwanted emissions in subclause 6.6.3.

6.6.4.1.1
Spurious emissions (Category A)

6.6.4.1.1.1
Minimum Requirement

The power of any spurious emission shall not exceed the limits in Table 6.6.4.1.1.1-1

Table 6.6.4.1.1.1-1: BS Spurious emission limits, Category A

	Frequency range
	Maximum level
	Measurement Bandwidth
	Note

	9kHz ‑ 150kHz
	-13 dBm
	1 kHz 
	Note 1

	150kHz ‑ 30MHz
	
	10 kHz 
	Note 1

	30MHz ‑ 1GHz
	
	100 kHz
	Note 1

	1GHz ‑ 12.75 GHz
	
	1 MHz
	Note 2

	NOTE 1:
Bandwidth as in ITU-R SM.329 [2] , s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [2] , s4.1. Upper frequency as in ITU-R SM.329 [2] , s2.5 table 1


6.6.4.1.2
Spurious emissions (Category B)

6.6.4.1.2.1
Minimum Requirement

The power of any spurious emission shall not exceed the limits in Table 6.6.4.1.2.1-1

Table 6.6.4.1.2.1-1: BS Spurious emissions limits, Category B

	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz 
	Note 1 

	150 kHz ( 30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz ( 12.75 GHz
	-30 dBm
	1 MHz
	Note 2

	NOTE 1:
Bandwidth as in ITU-R SM.329 [2] , s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [2] , s4.1. Upper frequency as in ITU-R SM.329 [2] , s2.5 table 1


6.6.4.2
Protection of the BS receiver of own or different BS

This requirement shall be applied for E-UTRA FDD operation in order to prevent the receivers of the BSs being desensitised by emissions from a BS transmitter. It is measured at the transmit antenna port for any type of BS which has common or separate Tx/Rx antenna ports.

6.6.4.2.1
Minimum Requirement

The power of any spurious emission shall not exceed the limits in Table 6.6.4.2-1.

Table 6.6.4.2-1: BS Spurious emissions limits for protection of the BS receiver

	
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	Wide Area BS
	FUL_low  – FUL_high
	-96 dBm
	100 kHz
	

	Local Area BS
	FUL_low  – FUL_high
	-88 dBm
	100 kHz
	

	Home BS
	FUL_low  – FUL_high
	-88 dBm
	100 kHz
	


6.6.4.3
Additional spurious emissions requirements
These requirements may be applied for the protection of system operating in frequency ranges other than the E-UTRA BS downlink operating band. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the E-UTRA BS, or they may be set by local or regional regulation as a mandatory requirement for an E-UTRA operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in subclause 4.3. 

Some requirements may apply for the protection of specific equipment (UE, MS and/or BS) or equipment operating in specific systems (GSM, UTRA, E-UTRA, etc.) as listed below.

6.6.4.3.1
Minimum Requirement

The power of any spurious emission shall not exceed the limits of Table 6.6.4.3.1-1 for a BS where requirements for co-existence with the system listed in the first column apply.

Table 6.6.4.3.1-1: BS Spurious emissions limits for E-UTRA BS for co-existence with systems operating in other frequency bands
	System type for E-UTRA to co-exist with
	Frequency range for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 8

	
	876 - 915 MHz
	-61 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to E-UTRA BS operating in band 8, since it is already covered by the requirement in sub-clause 6.6.4.2.

	DCS1800
	1805 ‑ 1880 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 3. 

	
	1710 - 1785 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 3, since it is already covered by the requirement in sub-clause 6.6.4.2.

	PCS1900
	1930 ‑ 1990 MHz

	-47 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 2 or band 36.  

	
	1850 ‑ 1910 MHz

	-61 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 2, since it is already covered by the requirement in sub-clause 6.6.4.2.  This requirement does not apply to E-UTRA BS operating in band 35.

	GSM850
	869 - 894 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 5 

	
	824 ‑ 849 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 5, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band I or 

E-UTRA Band 1 
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 1, 

	
	1920 - 1980 MHz

	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 1, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band II or 

E-UTRA Band 2
	1930 - 1990 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 2.  

	
	1850 - 1910 MHz

	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 2, since it is already covered by the requirement in sub-clause 6.6.4.2

	UTRA FDD Band III or 

E-UTRA Band 3
	1805 - 1880 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 3.

	
	1710 - 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 3, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band IV or 

E-UTRA Band 4
	2110 - 2155 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 4 or 10

	
	1710 - 1755 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 4 or 10, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band V or 

E-UTRA Band 5
	869 - 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 5

	
	824 - 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 5, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band VI, XIX or 

E-UTRA Band 6, 18, 19
	860 - 895 MHz 
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 6, 18, 19.

	
	815 - 830 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 18, since it is already covered by the requirement in sub-clause 6.6.4.2.

	
	830 - 850 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 6, 19, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band VII or 

E-UTRA Band 7
	2620 - 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 7.

	
	2500 - 2570 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 7, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band VIII or 

E-UTRA Band 8
	925 - 960 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 8.

	
	880 - 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 8, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band IX or 

E-UTRA Band 9
	1844.9 - 1879.9 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 9.

	
	1749.9 - 1784.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 9, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band X or 

E-UTRA Band 10
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 4 or 10

	
	1710 - 1770 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 10, since it is already covered by the requirement in sub-clause 6.6.4.2. For E-UTRA BS operating in Band 4, it applies for 1755 MHz to 1770 MHz, while the rest is covered in sub-clause 6.6.4.2.

	UTRA FDD Band XI or XXI or 

E-UTRA Band 11 or 21
	1475.9 - 1510.9  MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 11 or 21

	
	1427.9 - 1447.9  MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 11, since it is already covered by the requirement in sub-clause 6.6.4.2.

	
	1447.9 - 1462.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 21, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band XII or 

E-UTRA Band 12
	728 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 12.

	
	698 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 12, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band XIII or 

E-UTRA Band 13
	746 - 756 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 13.

	
	777 - 787 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 13, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band XIV or 

E-UTRA Band 14
	758 - 768 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 14.

	
	788 - 798 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 14, since it is already covered by the requirement in sub-clause 6.6.4.2.

	 E-UTRA Band 17
	734 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 17.

	
	704 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 17, since it is already covered by the requirement in subclause 6.6.4.2.

	E-UTRA Band 20
	791 - 821 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 20.

	
	832 - 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 20, since it is already covered by the requirement in subclause 6.6.4.2.

	UTRA TDD in Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 33 

	UTRA TDD in Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-52 dBm
	1 MHz
	This requirement does not apply eto E-UTRA BS operating in Band 34

	UTRA TDD in Band b) or E-UTRA Band 35
	1850 - 1910 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band  35

	UTRA TDD in Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 2 and 36

	UTRA TDD in Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	UTRA TDD in Band d) or E-UTRA Band 38
	2570 - 2620 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 38. 

	E-UTRA Band 39
	1880  - 1920MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band 39

	E-UTRA Band 40
	2300  - 2400MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band 40

	E-UTRA Band [41]
	2496  - 2690MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band [41]


NOTE 1:
As defined in the scope for spurious emissions in this clause, the co-existence requirements in Table 6.6.4.3.1-1 do not apply for the 10 MHz frequency range immediately outside the downlink operating band (see Table 5.5-1). Emission limits for this excluded frequency range may be covered by local or regional requirements.
NOTE 2:
The table above assumes that two operating bands, where the frequency ranges in Table 5.5-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.

The power of any spurious emission shall not exceed the limits of Table 6.6.4.3.1-1x for a Home BS where requirements for co-existence with a Home BS type listed in the first column apply.

Table 6.6.4.3.1-1x: Home BS Spurious emissions limits for co-existence with Home BS operating in other frequency bands
	Type of coexistence BS
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	UTRA FDD Band I or E-UTRA Band 1
	1920 - 1980 MHz

	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 1, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band II or E-UTRA Band 2
	1850 - 1910 MHz

	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 2, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band III or E-UTRA Band 3
	1710 - 1785 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 3, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band IV or E-UTRA Band 4
	1710 - 1755 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 4, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band V or E-UTRA Band 5
	824 - 849 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 5, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band VI, XIX or E-UTRA Band 6, 18, 19
	815 - 830 MHz 
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 18, since it is already covered by the requirement in sub-clause 6.6.4.2.

	
	830 - 850 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 6, 19, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band VII or E-UTRA Band 7
	2500 - 2570 MHz
	-71 dBm
	100 KHz
	This requirement does not apply to Home BS operating in band 7, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band VIII or E-UTRA Band 8
	880 - 915 MHz
	-71 dBm
	100 KHz
	This requirement does not apply to Home BS operating in band 8, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band IX or E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-71 dBm
	100 KHz
	This requirement does not apply to Home BS operating in band 9, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band X or E-UTRA Band 10
	1710 - 1770 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 10, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band XI, XXI or E-UTRA Band 11, 21
	1427.9 - 1447.9 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 11, since it is already covered by the requirement in sub-clause 6.6.4.2.

	
	1447.9 - 1462.9 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 21, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band XII or 

E-UTRA Band 12
	698 - 716 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 12, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band XIII or 

E-UTRA Band 13
	777 - 787 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 13, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA FDD Band XIV or 

E-UTRA Band 14
	788 - 798 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 14, since it is already covered by the requirement in sub-clause 6.6.4.2.

	E-UTRA Band 17
	704 - 716 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 17, since it is already covered by the requirement in sub-clause 6.6.4.2.

	E-UTRA Band 20
	832 - 862 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 20, since it is already covered by the requirement in sub-clause 6.6.4.2.

	UTRA TDD in Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in Band 33

	UTRA TDD in Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in Band 34

	UTRA TDD in Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in Band 35

	UTRA TDD in Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in Band 2 and 36

	UTRA TDD in Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-71 dBm
	100 kHz
	This is not applicable to Home BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	UTRA TDD in Band d) or E-UTRA Band 38
	2570 - 2620 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in Band 38.

	E-UTRA Band 39
	1880 - 1920MHz
	-71 dBm
	100 kHz
	This is not applicable to Home BS operating in Band 39

	E-UTRA Band 40
	2300 - 2400MHz
	-71 dBm
	100 kHz
	This is not applicable to Home BS operating in Band 40

	E-UTRA Band [41]
	2496 - 2690MHz
	-71 dBm
	100 kHz
	This is not applicable to Home BS operating in Band [41]


NOTE 1:
As defined in the scope for spurious emissions in this clause, the coexistence requirements in Table 6.6.4.3.1-1x do not apply for the 10 MHz frequency range immediately outside the Home BS transmit frequency range of a downlink operating band. 

The following requirement may be applied for the protection of PHS. This requirement is also applicable at specified frequencies falling between 10 MHz below the lowest BS transmitter frequency of the downlink operating band and 10 MHz above the highest BS transmitter frequency of the downlink operating band.
The power of any spurious emission shall not exceed:

Table 6.6.4.3.1-2: E-UTRA BS Spurious emissions limits for BS for co-existence with PHS
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	1884.5 ‑ 1919.6 MHz
	-41 dBm
	300 kHz
	Applicable when co-existence with PHS system operating in. 1884.5-1919.6MHz. 

	1884.5 ‑ 1915.7 MHz
	-41 dBm
	300 kHz
	Applicable when co-existence with PHS system operating in  1884.5-1915.7MHz 


The following requirement shall be applied to BS operating in Bands 13 and 14 to ensure that appropriate interference protection is provided to 700 MHz public safety operations. This requirement is also applicable at the frequency range from 10 MHz below the lowest frequency of the BS downlink operating band up to 10 MHz above the highest frequency of the BS downlink operating band.
The power of any spurious emission shall not exceed:

Table 6.6.4.3.1-3: BS Spurious emissions limits for protection of public safety operations

	Operating Band
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	13
	763 - 775 MHz
	-46 dBm
	6.25 kHz
	

	13
	793 - 805 MHz
	-46 dBm
	6.25 kHz
	

	14
	769 - 775 MHz
	-46 dBm
	6.25 kHz
	

	14
	799 - 805 MHz
	-46 dBm
	6.25 kHz
	


6.6.4.4
Co-location with other base stations

These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850, UTRA FDD, UTRA TDD and/or E-UTRA BS are co-located with an E-UTRA BS.

The requirements assume a 30 dB coupling loss between transmitter and receiver and are based on co-location with base stations of the same class. 

6.6.4.4.1
Minimum Requirement

The power of any spurious emission shall not exceed the limits of Table 6.6.4.4.1-1 for a Wide Area BS where requirements for co-location with a BS type listed in the first column apply.

Table 6.6.4.4.1-1: BS Spurious emissions limits for Wide Area BS co-located with another BS

	Type of co-located BS
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	Macro GSM900
	876-915 MHz
	-98 dBm
	100 kHz
	

	Macro DCS1800
	1710 - 1785 MHz
	-98 dBm
	100 kHz
	

	Macro PCS1900
	1850 - 1910 MHz
	-98 dBm
	100 kHz
	

	Macro GSM850
	824 - 849 MHz
	-98 dBm
	100 kHz
	

	WA UTRA FDD Band I or E-UTRA Band 1
	1920 - 1980 MHz

	-96 dBm
	100 kHz
	

	WA UTRA FDD Band II or E-UTRA Band 2
	1850 - 1910 MHz

	-96 dBm
	100 kHz
	

	WA UTRA FDD Band III or E-UTRA Band 3
	1710 - 1785 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band IV or E-UTRA Band 4
	1710 - 1755 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band V or E-UTRA Band 5
	824 - 849 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band VI, XIX or E-UTRA Band 6, 19
	830 - 850 MHz 
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band VII or E-UTRA Band 7
	2500 - 2570 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band VIII or E-UTRA Band 8
	880 - 915 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band IX or E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band X or E-UTRA Band 10
	1710 - 1770 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XI or E-UTRA Band 11
	1427.9 –1447.9  MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XII or 

E-UTRA Band 12
	698 - 716 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XIII or 

E-UTRA Band 13
	777 - 787 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XIV or 

E-UTRA Band 14
	788 - 798 MHz
	-96 dBm
	100 kHz
	

	WA E-UTRA Band 17
	704 - 716 MHz
	-96 dBm
	100 kHz
	

	WA E-UTRA Band 18
	815 - 830 MHz
	-96 dBm
	100 KHz
	

	WA E-UTRA Band 20
	832 - 862 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XXI or E-UTRA Band 21
	1447.9 – 1462.9 MHz
	-96 dBm
	100 kHz
	

	WA UTRA TDD in Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 33 

	WA UTRA TDD in Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 34

	WA UTRA TDD in Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band  35

	WA UTRA TDD in Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 2 and 36

	WA UTRA TDD in Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	WA UTRA TDD in Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 38.  

	WA E-UTRA Band 39
	1880  – 1920MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 33 and 39

	WA E-UTRA Band 40
	2300  – 2400MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 40

	WA E-UTRA Band [41]
	2496  – 2690MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band [41]


The power of any spurious emission shall not exceed the limits of Table 6.6.4.4.1-2 for a Local Area BS where requirements for co-location with a BS type listed in the first column apply.

Table 6.6.4.4.1-2: BS Spurious emissions limits for Local Area BS co-located with another BS

	Type of co-located BS
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	Pico GSM900
	876-915 MHz
	-70 dBm
	100 kHz
	

	Pico DCS1800
	1710 - 1785 MHz
	-80 dBm
	100 kHz
	

	Pico PCS1900
	1850 - 1910 MHz
	-80 dBm
	100 kHz
	

	Pico GSM850
	824 - 849 MHz
	-70 dBm
	100 kHz
	

	LA UTRA FDD Band I or E-UTRA Band 1
	1920 - 1980 MHz

	-88 dBm
	100 kHz
	

	LA UTRA FDD Band II or E-UTRA Band 2
	1850 - 1910 MHz

	-88 dBm
	100 kHz
	

	LA UTRA FDD Band III or E-UTRA Band 3
	1710 - 1785 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band IV or E-UTRA Band 4
	1710 - 1755 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band V or E-UTRA Band 5
	824 - 849 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band VI, XIX or E-UTRA Band 6, 19
	830 - 850 MHz 
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band VII or E-UTRA Band 7
	2500 - 2570 MHz
	-88 dBm
	100 KHz
	

	LA UTRA FDD Band VIII or E-UTRA Band 8
	880 - 915 MHz
	-88 dBm
	100 KHz
	

	LA UTRA FDD Band IX or E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-88 dBm
	100 KHz
	

	LA UTRA FDD Band X or E-UTRA Band 10
	1710 - 1770 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band XI or E-UTRA Band 11
	1427.9 - 1447.9 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band XII or E-UTRA Band 12
	698 - 716 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band XIII or E-UTRA Band 13
	777 - 787 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band XIV or E-UTRA Band 14
	788 - 798 MHz
	-88 dBm
	100 kHz
	

	LA E-UTRA Band 17
	704 - 716 MHz
	-88 dBm
	100 kHz
	

	LA E-UTRA Band 18
	815 - 830 MHz
	-88 dBm
	100 KHz
	

	LA E-UTRA Band 20
	832 - 862 MHz
	-88 dBm
	100 KHz
	

	LA UTRA FDD Band XXI or E-UTRA Band 21
	1447.9 - 1462.9 MHz
	-88 dBm
	100 KHz
	

	LA UTRA TDD in Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 33 

	LA UTRA TDD in Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 34

	LA UTRA TDD in Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band  35

	LA UTRA TDD in Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 2 and 36

	LA UTRA TDD in Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	LA UTRA TDD in Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 38.  

	LA E-UTRA Band 39
	1880  – 1920MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 33 and 39

	LA E-UTRA Band 40
	2300  – 2400MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 40

	LA E-UTRA Band [41]
	2496  – 2690MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band [41]


NOTE 1:
As defined in the scope for spurious emissions in this clause, the co-location requirements in Table 6.6.4.4.1-1 do not apply for the 10 MHz frequency range immediately outside the BS transmit frequency range of a downlink operating band (see Table 5.5-1). The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30dB BS-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [13].

NOTE 2:
The table above assumes that two operating bands, where the corresponding BS transmit and receive frequency ranges in Table 5.5-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-location requirements may apply that are not covered by the 3GPP specifications.

NOTE 3:
Co-located TDD base stations that are synchronized and using the same operating band can transmit without special co-locations requirements. For unsynchronized base stations, special co-location requirements may apply that are not covered by the 3GPP specifications.
– End of TP for TS 36.104 –

6.6
Required changes to TS36.141

Section 6.6.3 “Operating band unwanted emissions” and corresponding Tables 6.6.3.5.1-4, 6.6.3.5.1-5, and 6.6.3.5.1-6, on Category A unwanted emissions test requirements of TS 36.141 require alteration to accommodate the LTE_TDD_2600_US frequency band, as follows.  Also, Tables 6.6.3.5.2.1-4, 6.6.3.5.2.1-5, and 6.6.3.5.2.1-6, on Category B (Option 1) unwanted emissions requirements of TS 36.141 similarly require alteration.  Table 6.6.3.5.3-2 on additional test requirements also requires alteration.

Section 6.6.4 “Transmitter spurious emissions” and corresponding Tables 6.6.4.5.4-1 and 6.6.4.5.4-1x, on minimum additional spurious emissions test requirements of TS 36.141 require alteration to accommodate the LTE_TDD_2600_US frequency band, as follows.  Also, Tables 6.6.4.5.5-1 and 6.6.4.5.5-2, on minimum co-location emissions test requirements of TS 36.141 similarly require alteration.

– Start of TP for TS 36.141 –

6.6.3
Operating band unwanted emissions

6.6.3.1
Definition and applicability

Unless otherwise stated, the Operating band unwanted emission limits are defined from 10 MHz below the lowest frequency of the downlink operating band up to 10 MHz above the highest frequency of the downlink operating band (see Table 5.5-1). 

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer's specification. 

The unwanted emission limits in the part of the downlink operating band that falls in the spurious domain are consistent with ITU-R Recommendation SM.329 [5]. 

For a multicarrier E-UTRA BS the definitions above apply to the lower edge of the carrier transmitted at the lowest carrier frequency and the higher edge of the carrier transmitted at the highest carrier frequency.

For Wide Area BS, the requirements of either subclause 6.6.3.5.1 (Category A limits) or subclause 6.6.3.5.2 (Category B limits) shall apply. 
For Local Area BS, the requirements of subclause 6.6.3.5.2A shall apply (Category A and B).

For Home BS, the requirements of subclause 6.6.3.5.2X shall apply (Category A and B).

The application of either Category A or Category B limits shall be the same as for Transmitter spurious emissions (Mandatory Requirements) in subclause 6.6.4.5.

For Category B Operating band unwanted emissions, there are two options for the limits that may be applied regionally. Either the limits in subclause 6.6.3.5.2.1 or subclause 6.6.3.5.2.2 shall be applied.
6.6.3.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] subclause 6.6.3.
6.6.3.3
Test purpose

This test measures the emissions of the BS, close to the assigned channel bandwidth of the wanted signal, while the transmitter is in operation.

6.6.3.4
Method of test

6.6.3.4.1
Initial conditions

Test environment: 


normal; see Annex D.2.

RF channels to be tested: 
B, M and T; see subclause 4.7.
1) Connect the signal analyzer to the base station RF output port as shown in Annex I.1.1.

As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity, efficiency and avoiding e.g. carrier leakage, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
2) Detection mode: True RMS.  

6.6.3.4.2
Procedure

1)
Set the BS transmission at maximum total power (Pmax) as specified by the supplier. Channel set-up shall be according to E-TM 1.1.

2)
Step the centre frequency of the measurement filter in contiguous steps and measure the emission within the specified frequency ranges with the specified measurement bandwidth.

3) Repeat the test with the channel set-up according to E-TM 1.2
6.6.3.5
Test requirement

The measurement results in step 2 of 6.6.3.4.2 shall not exceed the maximum levels specified in the tables below, where:

-
(f is the separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the channel edge frequency and the centre of the measuring filter.

-
f_offsetmax is the offset to the frequency 10 MHz outside the downlink operating band.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

6.6.3.5.1
Test requirements for Wide Area BS (Category A)

For E-UTRA BS operating in Bands 5, 6, 8, 12, 13, 14, 17, 18, 19, emissions shall not exceed the maximum levels specified in Tables 6.6.3.5.1‑1 to 6.6.3.5.1-3.

Table 6.6.3.5.1-1: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-9.5 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	2.85 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz 


Table 6.6.3.5.1-2: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-13.5 dBm
	100 kHz

	6 MHz ( (f ( (fmax
	6.05 MHz ( f_offset < f_offsetmax
	-13 dBm
	100 kHz


Table 6.6.3.5.1-3: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands <1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 
min(10.05 MHz, f_offsetmax)
	-12.5 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-13 dBm (Note 4)
	100 kHz 


For E-UTRA BS operating in Bands 1, 2, 3, 4, 7, 9, 10, 11, 21, 33, 34, 35, 36, 37, 38, 39, 40, [41], emissions shall not exceed the maximum levels specified in Tables 6.6.3.5.1-4 to 6.6.3.5.1-6:

Table 6.6.3.5.1-4: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-9.5 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1MHz


Table 6.6.3.5.1-5: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-13.5 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.5 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1MHz


Table 6.6.3.5.1-6: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands >1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 
min(10.05 MHz, f_offsetmax)
	-12.5 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-13 dBm (Note 4)
	1MHz 


6.6.3.5.2
Test requirements for Wide Area BS (Category B)

For Category B Operating band unwanted emissions, there are two options for the limits that may be applied regionally. Either the limits in subclause 6.6.3.5.2.1 or subclause 6.6.3.5.2.2 shall be applied.
6.6.3.5.2.1
Category B test requirements (Option 1)
For E-UTRA BS operating in Bands 5, 8, 12, 13, 14, 17, 20, emissions shall not exceed the maximum levels specified in Tables 6.6.3.5.2.1-1 to 6.6.3.5.2.1-3:

Table 6.6.3.5.2.1-1: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-9.5 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	2.85 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


Table 6.6.3.5.2.1-2: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-13.5 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.05 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


Table 6.6.3.5.2.1-3: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 
min(10.05 MHz, f_offsetmax)
	-12.5 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-16 dBm (Note 4)
	100 kHz 


For E-UTRA BS operating in Bands 1, 2, 3, 4, 7, 10, 33, 34, 35, 36, 37, 38, 39, 40, [41], emissions shall not exceed the maximum levels specified in Tables 6.6.3.5.2.1-4 to 6.6.3.5.2.1-6:

Table 6.6.3.5.2.1-4: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-9.5 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz


Table 6.6.3.5.2.1-5: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-13.5 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.5 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz


Table 6.6.3.5.2.1-6: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 
min(10.05 MHz, f_offsetmax)
	-12.5 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-15 dBm (Note 4)
	1MHz 


– End of TP for TS 36.141, next to follow –

– Start of next TP for TS 36.141 –

6.6.3.5.3
Additional requirements

In certain regions the following requirement may apply. For E-UTRA BS operating in Bands 5, emissions shall not exceed the maximum levels specified in Tables 6.6.3.5.3-1.

Table 6.6.3.5.3-1: Additional operating band unwanted emission limits for E-UTRA bands <1GHz
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	All
	1 MHz ( (f < (fmax 
	1.05 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz


In certain regions the following requirement may apply. For E-UTRA BS operating in Bands 2, 4, 10, 35, 36, [41], emissions shall not exceed the maximum levels specified in Table 6.6.3.5.3-2.

Table 6.6.3.5.3-2: Additional operating band unwanted emission limits for E-UTRA bands>1GHz
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-15 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-16 dBm
	100 kHz 

	All
	1 MHz ( (f < (fmax 
	1.5 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1 MHz


In certain regions the following requirement may apply. For E-UTRA BS operating in Bands 12, 13, 14, 17, emissions shall not exceed the maximum levels specified in Table 6.6.3.5.3-3.

Table 6.6.3.5.3-3: Additional operating band unwanted emission limits for E-UTRA (bands 12, 13 and 14)
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test requirement
	Measurement bandwidth (Note 1)

	All
	0 MHz ( (f < 100 kHz
	0.015 MHz ( f_offset < 0.085 MHz
	-13 dBm
	30 kHz 

	All
	100  kHz ( (f < (fmax 
	150 kHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz


In certain regions, the following requirements may apply to an E-UTRA TDD BS operating in the same geographic area and in the same operating band as another E-UTRA TDD system without synchronisation. For this case the emissions shall not exceed -52 dBm/MHz in the downlink operating band except in:

· The frequency range from 10 MHz below the lower channel edge to the frequency 10 MHz above the upper channel edge.
In certain regions the following requirement may apply for protection of DTT. For E-UTRA BS operating in Band 20, the level of emissions in the band 470-790 MHz, measured in an 8MHz filter bandwidth on centre frequencies Ffilter according to Table 6.6.3.3-4, shall not exceed the  maximum emission level PEM,N declared by the manufacturer.  This requirement applies in the frequency range 470-790 MHz even though part of the range falls in the spurious domain.

Table 6.6.3.5.3-4: Declared emissions levels for protection of DTT

	Filter centre frequency, Ffilter
	Measurement bandwidth
	Declared emission level [dBm]

	Ffilter = 8*N + 306 (MHz); 
21 ≤ N ≤ 60
	8 MHz
	PEM,N


Note: 
The regional requirement is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the basestation needed to verify compliance with the regional requirement. Compliance with the regional requirement can be determined using the method outlined in Annex G of [2].
The following notes are common to all subclauses in 6.6.3.5:

NOTE 1:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

NOTE 2: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in Annex G. The explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G. 
NOTE 3:
This frequency range ensures that the range of values of f_offset is continuous. 
NOTE 4: 
The requirement is not applicable when (fmax < 10 MHz.

NOTE 5
For Home BS, the parameter P is defined as the aggregated maximum power of all transmit antenna ports of Home BS.
6.6.4
Transmitter spurious emissions

6.6.4.1
Definition and applicability

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions. This is measured at the base station RF output port.

The transmitter spurious emission limits apply from 9 kHz to 12.75 GHz, excluding the frequency range from 10 MHz below the lowest frequency of the downlink operating band up to 10 MHz above the highest frequency of the downlink operating band (see Table 5.5-1). Exceptions are the requirement in Table 6.6.4.5.4-2 and 6.6.4.5.4-3 that apply also closer than 10 MHz from the downlink operating band.

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.
Unless otherwise stated, all requirements are measured as mean power (RMS).

6.6.4.2
Minimum Requirements
The minimum requirement is in TS 36.104 [2] subclause 6.6.4.
6.6.4.3
Test Purpose
This test measures conducted spurious emission from the E-UTRA BS transmitter antenna connector, while the transmitter is in operation.

6.6.4.4
Method of Test

6.6.4.4.1
Initial conditions

Test environment: 


normal; see Annex D.2.

RF channels to be tested: 
B, M and T; see subclause 4.7.

1)
Connect the BS antenna connector to a measurement receiver according to Annex I.1.1 using an attenuator or a directional coupler if necessary
2)
Measurements shall use a measurement bandwidth in accordance to the conditions in TS 36.104 [2] subclause 6.6.4.

3)
Detection mode: True RMS.

4)
Configure the BS with transmitters active at their maximum output power.

6.6.4.4.2
Procedure

1)
Set the BS to transmit a signal according to E-TM1.1 at the manufacturer’s specified maximum output power.

2)
Measure the emission at the specified frequencies with specified measurement bandwidth and note that the measured value does not exceed the specified value.

6.6.4.5
Test requirements

The measurement result in step 2 of 6.6.4.4.2 shall not exceed the maximum level specified in Table 6.6.4.5.1-1 to Table 6.6.4.5.6-1 if applicable for the BS under test.

NOTE: 
If a Test Requirement in this clause differs from the corresponding Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance are given in Annex   G.

As mandatory requirement, either subclause 6.6.4.5.1 (Category A limits) or subclause 6.6.4.5.2 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for Operating band unwanted emissions in subclause 6.6.3.

6.6.4.5.1
Spurious emissions (Category A)

The power of any spurious emission shall not exceed the limits in Table 6.6.4.5.1-1.
Table 6.6.4.5.1-1: BS Spurious emission limits, Category A

	Frequency range
	Maximum level
	Measurement Bandwidth
	Note

	9kHz ‑ 150kHz
	-13 dBm
	1 kHz 
	Note 1

	150kHz ‑ 30MHz
	
	10 kHz 
	Note 1

	30MHz ‑ 1GHz
	
	100 kHz
	Note 1

	1GHz – 12.75 GHz
	
	1 MHz
	Note 2

	NOTE 1:
Bandwidth as in ITU-R SM.329 [5] , s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [5] , s4.1. Upper frequency as in ITU-R SM.329 [5] , s2.5 table 1


6.6.4.5.2
Spurious emissions (Category B)

The power of any spurious emission shall not exceed the limits in Table 6.6.4.5.2-1.

Table 6.6.4.5.2-1: BS Spurious emissions limits, Category B

	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz 
	Note 1 

	150 kHz ( 30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz ( 12.75 GHz
	-30 dBm
	1 MHz
	Note 2

	NOTE 1:
Bandwidth as in ITU-R SM.329 [5] , s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [5], s4.1. Upper frequency as in ITU-R SM.329 [5] , s2.5 table 1


6.6.4.5.3
Protection of the BS receiver of own or different BS
This requirement shall be applied for E-UTRA FDD operation in paired operating bands in order to prevent the receivers of the BSs being desensitised by emissions from a BS transmitter. It is measured at the transmit antenna port for any type of BS which has common or separate Tx/Rx antenna ports.

The power of any spurious emission shall not exceed the limits in Table 6.6.4.5.3-1.

Table 6.6.4.5.3-1: BS Spurious emissions limits for protection of the BS receiver

	
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	Wide Area BS
	FUL_low  – FUL_high
	-96 dBm
	100 kHz
	

	Local Area BS
	FUL_low  – FUL_high
	-88 dBm
	100 kHz
	

	Home BS
	FUL_low  – FUL_high
	-88 dBm
	100 kHz
	


6.6.4.5.4
Co-existence with other systems in the same geographical area

6.6.4.5.4.1
Additional spurious emissions requirements

These requirements may be applied for the protection of system operating in frequency ranges other than the E-UTRA BS operating band. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the E-UTRA BS, or they may be set by local or regional regulation as a mandatory requirement for an E-UTRA operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in Clause 4.3. 

Some requirements may apply for the protection of specific equipment (UE, MS and/or BS) or equipment operating in specific systems (GSM, UTRA, E-UTRA, etc.) as listed below. The power of any spurious emission shall not exceed the limits of Table 6.6.4.5.4-1 for a BS where requirements for co-existence with the system listed in the first column apply.

Table 6.6.4.5.4-1: BS Spurious emissions limits for E-UTRA BS for co-existence with systems operating in other frequency bands

	System type for E-UTRA to co-exist with
	Frequency range for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	921 ‑ 960 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 8

	
	876 - 915 MHz
	-61 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to E-UTRA BS operating in band 8, since it is already covered by the requirement in subclause 6.6.4.5.3.

	DCS1800
	1805 ‑ 1880 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 3. 

	
	1710 - 1785 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in band 3, since it is already covered by the requirement in subclause 6.6.4.5.3.

	PCS1900
	1930 ‑ 1990 MHz

	-47 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in frequency band 2 or band 36.  

	
	1850 ‑ 1910 MHz

	-61 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in frequency band 2, since it is already covered by the requirement in subclause 6.6.4.5.3. This requirement does not apply to E-UTRA BS operating in frequency band 35.

	GSM850
	869 - 894 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in frequency band 5 

	
	824 ‑ 849 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to E-UTRA BS operating in frequency band 5, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band I or 

E-UTRA Band 1 
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 1, 

	
	1920 - 1980 MHz

	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 1, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band II or 

E-UTRA Band 2
	1930 - 1990 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 2.  

	
	1850 - 1910 MHz

	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 2, since it is already covered by the requirement in subclause 6.6.4.5.3

	UTRA FDD Band III or 

E-UTRA Band 3
	1805 - 1880 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 3.

	
	1710 - 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 3, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band IV or 

E-UTRA Band 4
	2110 - 2155 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 4 or 10

	
	1710 - 1755 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 4 or 10, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band V or 

E-UTRA Band 5
	869 - 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 5

	
	824 - 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 5, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band VI, XIX or 

E-UTRA Band 6, 18, 19
	860 - 895 MHz 
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 6, 18, 19. 

	
	815 - 830 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 18, since it is already covered by the requirement in subclause 6.6.4.5.3.

	
	830 - 850 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 6, 19, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band VII or 

E-UTRA Band 7
	2620 - 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 7.

	
	2500 - 2570 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 7, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band VIII or 

E-UTRA Band 8
	925 - 960 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 8.

	
	880 - 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 8, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band IX or 

E-UTRA Band 9
	1844.9 - 1879.9 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 9.


	
	1749.9 - 1784.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 9, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band X or 

E-UTRA Band 10
	2110 - 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 4 or 10

	
	1710 - 1770 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 10, since it is already covered by the requirement in subclause 6.6.4.5.3. For E-UTRA BS operating in Band 4, it applies for 1755 MHz to 1770 MHz, while the rest is covered in sub-clause 6.6.4.5.3.

	UTRA FDD Band XI or XXI
E-UTRA Band 11 or 21
	1475.9 - 1510.9  MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 11 or 21

	
	1427.9 - 1447.9 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 11, since it is already covered by the requirement in subclause 6.6.4.5.3.

	
	1447.9 - 1462.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 21, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band XII or 

E-UTRA Band 12
	728 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 12.

	
	698 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 12, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band XIII or 

E-UTRA Band 13
	746 - 756 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 13.

	
	777 - 787 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 13, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band XIV or 

E-UTRA Band 14
	758 - 768 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 14.

	
	788 - 798 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 14, since it is already covered by the requirement in subclause 6.6.4.5.3.

	E-UTRA Band 17
	734 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 17.

	
	704 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 17, since it is already covered by the requirement in subclause 6.6.4.5.3.

	E-UTRA Band 20
	791 - 821 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 20.

	
	832 - 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 20, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA TDD in Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 33. 

	UTRA TDD in Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-52 dBm
	1 MHz
	This requirement does not apply eto E-UTRA BS operating in Band 34.

	UTRA TDD in Band b) or E-UTRA Band 35
	1850 - 1910 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 35.

	UTRA TDD in Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 2 and 36.

	UTRA TDD in Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	UTRA TDD in Band d) or E-UTRA Band 38
	2570 - 2620 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 38. 

	E-UTRA Band 39
	1880 - 1920MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band 39.

	E-UTRA Band 40
	2300 - 2400MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band 40.

	E-UTRA Band [41]
	2496 - 2690MHz
	-52 dBm
	1 MHz
	This is not applicable to E-UTRA BS operating in Band [41].


NOTE 1:
As defined in the scope for spurious emissions in this clause, the co-existence requirements in Table 6.6.4.5.4-1 do not apply for the 10 MHz frequency range immediately outside the downlink operating band (see Table 5.5-1). Emission limits for this excluded frequency range may be covered by local or regional requirements.

NOTE 2:
The table above assumes that two operating bands, where the frequency ranges in Table 5.5-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.
The power of any spurious emission shall not exceed the limits of Table 6.6.4.5.4-1x for a Home BS where requirements for co-existence with a Home BS type listed in the first column apply.
Table 6.6.4.5.4-1x: Home BS Spurious emissions limits for co-existence with Home BS operating in other frequency bands
	Type of coexistence BS
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	UTRA FDD Band I or E-UTRA Band 1
	1920 - 1980 MHz

	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 1, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band II or E-UTRA Band 2
	1850 - 1910 MHz

	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 2, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band III or E-UTRA Band 3
	1710 - 1785 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 3, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band IV or E-UTRA Band 4
	1710 - 1755 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 4, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band V or E-UTRA Band 5
	824 - 849 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 5, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band VI, XIX or E-UTRA Band 6, 18, 19
	815 - 830 MHz 
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 18, since it is already covered by the requirement in subclause 6.6.4.5.3.

	
	830 - 850 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 6, 19, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band VII or E-UTRA Band 7
	2500 - 2570 MHz
	-71 dBm
	100 KHz
	This requirement does not apply to Home BS operating in band 7, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band VIII or E-UTRA Band 8
	880 - 915 MHz
	-71 dBm
	100 KHz
	This requirement does not apply to Home BS operating in band 8, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band IX or E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-71 dBm
	100 KHz
	This requirement does not apply to Home BS operating in band 9, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band X or E-UTRA Band 10
	1710 - 1770 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 10, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band XI, XXI or E-UTRA Band 11, 21
	1427.9 - 1447.9 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 11, since it is already covered by the requirement in subclause 6.6.4.5.3.

	
	1447.9 - 1462.9 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 21, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band XII or 

E-UTRA Band 12
	698 - 716 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 12, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band XIII or 

E-UTRA Band 13
	777 - 787 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 13, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA FDD Band XIV or 

E-UTRA Band 14
	788 - 798 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 14, since it is already covered by the requirement in subclause 6.6.4.5.3.

	E-UTRA Band 17
	704 - 716 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 17, since it is already covered by the requirement in subclause 6.6.4.5.3.

	E-UTRA Band 20
	832 - 862 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 20, since it is already covered by the requirement in subclause 6.6.4.5.3.

	UTRA TDD in Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in Band 33.

	UTRA TDD in Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in Band 34.

	UTRA TDD in Band b) or E-UTRA Band 35
	1850 - 1910 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in Band 35.

	UTRA TDD in Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in Band 2 and 36.

	UTRA TDD in Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	UTRA TDD in Band d) or E-UTRA Band 38
	2570 - 2620 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in Band 38.

	E-UTRA Band 39
	1880 - 1920MHz
	-71 dBm
	100 kHz
	This is not applicable to Home BS operating in Band 39.

	E-UTRA Band 40
	2300 - 2400MHz
	-71 dBm
	100 kHz
	This is not applicable to Home BS operating in Band 40.

	E-UTRA Band [41]
	2496 - 2690MHz
	-71 dBm
	100 kHz
	This is not applicable to Home BS operating in Band [41].


NOTE 1:
As defined in the scope for spurious emissions in this clause, the coexistence requirements in Table 6.6.4.5.4-1x do not apply for the 10 MHz frequency range immediately outside the Home BS transmit frequency range of a downlink operating band.
The following requirement may be applied for the protection of PHS. This requirement is also applicable at specified frequencies falling between 10 MHz below the lowest BS transmitter frequency of the downlink operating band and 10 MHz above the highest BS transmitter frequency of the downlink operating band (see Table 5.5-1).
The power of any spurious emission shall not exceed:

Table 6.6.4.5.4-2: E-UTRA BS Spurious emissions limits for BS for co-existence with PHS

	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	1884.5 ‑ 1919.6 MHz
	-41 dBm
	300 kHz
	Applicable when co-existence with PHS system operating in. 1884.5
-1919.6MHz.

	1884.5 ‑ 1915.7 MHz
	-41 dBm
	300 kHz
	Applicable when co-existence with PHS system operating in  1884.5
-1915.7MHz 


The following requirement shall be applied to BS operating in Bands 13 and 14 to ensure that appropriate interference protection is provided to 700 MHz public safety operations. This requirement is also applicable at the frequency range from 10 MHz below the lowest frequency of the BS transmitter operating band up to 10 MHz above the highest frequency of the BS transmitter operating band. The power of any spurious emission shall not exceed:

Table 6.6.4.5.4-3: BS Spurious emissions limits for protection of public safety operations

	Operating Band
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	13
	763 - 775 MHz
	-46 dBm
	6.25 kHz
	

	13
	793 - 805 MHz
	-46 dBm
	6.25 kHz
	

	14
	769 - 775 MHz
	-46 dBm
	6.25 kHz
	

	14
	799 - 805 MHz
	-46 dBm
	6.25 kHz
	


6.6.4.5.5
Co-location with other base stations

These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850, UTRA FDD, UTRA TDD and/or E-UTRA BS are co-located with an E-UTRA BS.

The requirements assume a 30 dB coupling loss between transmitter and receiver and are based on co-location with base stations of the same class. 

The power of any spurious emission shall not exceed the limits of Table 6.6.4.5.5-1 for a Wide Area BS where requirements for co-location with a BS type listed in the first column apply.

Table 6.6.4.5.5-1: BS Spurious emissions limits for Wide Area BS co-located with another BS

	Type of co-located BS
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	Macro GSM900
	876-915 MHz
	-98 dBm
	100 kHz
	

	Macro DCS1800
	1710 - 1785 MHz
	-98 dBm
	100 kHz
	

	Macro PCS1900
	1850 - 1910 MHz
	-98 dBm
	100 kHz
	

	Macro GSM850
	824 - 849 MHz
	-98 dBm
	100 kHz
	

	WA UTRA FDD Band I or E-UTRA Band 1
	1920 - 1980 MHz

	-96 dBm
	100 kHz
	

	WA UTRA FDD Band II or E-UTRA Band 2
	1850 - 1910 MHz

	-96 dBm
	100 kHz
	

	WA UTRA FDD Band III or E-UTRA Band 3
	1710 - 1785 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band IV or E-UTRA Band 4
	1710 - 1755 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band V or E-UTRA Band 5
	824 - 849 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band VI, XIX or 
E-UTRA Band 6, 19
	830 - 850 MHz 
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band VII or E-UTRA Band 7
	2500 - 2570 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band VIII or E-UTRA Band 8
	880 - 915 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band IX or E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-96 dBm
	100 KHz
	

	WA UTRA FDD Band X or E-UTRA Band 10
	1710 - 1770 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XI or E-UTRA Band 11
	1427.9 –1447.9  MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XII or 

E-UTRA Band 12
	698 - 716 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XIII or 

E-UTRA Band 13
	777 - 787 MHz
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XIV or 

E-UTRA Band 14
	788 - 798 MHz
	-96 dBm
	100 kHz
	

	WA E-UTRA Band 17
	704 - 716 MHz
	-96 dBm
	100 kHz
	

	WA E-UTRA Band 18
	815 - 830 MHz 
	-96 dBm
	100 kHz
	

	WA E-UTRA Band 20
	832 - 862 MHz 
	-96 dBm
	100 kHz
	

	WA UTRA FDD Band XXI or 

E-UTRA Band 21
	1447.9 – 1462.9 MHz
	-96 dBm
	100 kHz
	

	WA UTRA TDD in Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 33 

	WA UTRA TDD in Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 34

	WA UTRA TDD in Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band  35

	WA UTRA TDD in Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 2 and 36

	WA UTRA TDD in Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	WA UTRA TDD in Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 38.  

	WA E-UTRA Band 39
	1880  – 1920MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 33 and 39

	WA E-UTRA Band 40
	2300  – 2400MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 40

	WA E-UTRA Band [41]
	2496  – 2690MHz
	-96 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band [41]


The power of any spurious emission shall not exceed the limits of Table 6.6.4.5.5-2 for a Local Area BS where requirements for co-location with a BS type listed in the first column apply.

Table  6.6.4.5.5-2: BS Spurious emissions limits for Local Area BS co-located with another BS

	Type of co-located BS
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	Pico GSM900
	876-915 MHz
	-70 dBm
	100 kHz
	

	Pico DCS1800
	1710 - 1785 MHz
	-80 dBm
	100 kHz
	

	Pico PCS1900
	1850 - 1910 MHz
	-80 dBm
	100 kHz
	

	Pico GSM850
	824 - 849 MHz
	-70 dBm
	100 kHz
	

	LA UTRA FDD Band I or E-UTRA Band 1
	1920 - 1980 MHz

	-88 dBm
	100 kHz
	

	LA UTRA FDD Band II or E-UTRA Band 2
	1850 - 1910 MHz

	-88 dBm
	100 kHz
	

	LA UTRA FDD Band III or E-UTRA Band 3
	1710 - 1785 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band IV or E-UTRA Band 4
	1710 - 1755 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band V or E-UTRA Band 5
	824 - 849 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band VI, XIX or E-UTRA Band 6, 19
	830 - 850 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band VII or E-UTRA Band 7
	2500 - 2570 MHz
	-88 dBm
	100 KHz
	

	LA UTRA FDD Band VIII or E-UTRA Band 8
	880 - 915 MHz
	-88 dBm
	100 KHz
	

	LA UTRA FDD Band IX or E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-88 dBm
	100 KHz
	

	LA UTRA FDD Band X or E-UTRA Band 10
	1710 - 1770 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band XI or E-UTRA Band 11
	1427.9 - 1447.9 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band XII or E-UTRA Band 12
	698 - 716 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band XIII or E-UTRA Band 13
	777 - 787 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band XIV or E-UTRA Band 14
	788 - 798 MHz
	-88 dBm
	100 kHz
	

	LA E-UTRA Band 17
	704 - 716 MHz
	-88 dBm
	100 kHz
	

	LA E-UTRA Band 18
	815 - 830 MHz
	-88 dBm
	100 KHz
	

	LA E-UTRA Band 20
	832 - 862 MHz
	-88 dBm
	100 kHz
	

	LA UTRA FDD Band XXI or E-UTRA Band 21
	1447.9 – 1462.9 MHz
	-88 dBm
	100 kHz
	

	LA UTRA TDD in Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 33 

	LA UTRA TDD in Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 34

	LA UTRA TDD in Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band  35

	LA UTRA TDD in Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 2 and 36

	LA UTRA TDD in Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	LA UTRA TDD in Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 38.  

	LA E-UTRA Band 39
	1880  – 1920MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 33 and 39

	LA E-UTRA Band 40
	2300  – 2400MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band 40

	LA E-UTRA Band [41]
	2496  – 2690MHz
	-88 dBm
	100 kHz
	This is not applicable to E-UTRA BS operating in Band [41]


NOTE 1:
As defined in the scope for spurious emissions in this clause, the co-location requirements in Table 6.6.4.5.5-1 and Table 6.6.4.5.5-2 do not apply for the 10 MHz frequency range immediately outside the BS transmit frequency range of a downlink operating band (see Table 5.5-1). The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30dB BS-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [11].

NOTE 2:
The table above assumes that two operating bands, where the corresponding eNode B transmit and receive frequency ranges in Table 5.3-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-location requirements may apply that are not covered by the 3GPP specifications.

NOTE 3:
Co-located TDD base stations that are synchronized and using the same operating band can transmit without special co-locations requirements. For unsynchronized base stations, special co-location requirements may apply that are not covered by the 3GPP specifications.

– End of TP for TS 36.141 –
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