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6.2.5
Configured transmitted Power

The UE is allowed to set its configured maximum output power PCMAX. The configured maximum output power PCMAX is set within the following bounds:

PCMAX_L ≤  PCMAX  ≤  PCMAX_H 

Where

-
PCMAX_L = MIN { PEMAX – TC,  PPowerClass – MPR – A-MPR – TC,  PPowerClass – B – TC }

-
PCMAX_H = MIN {PEMAX,  PPowerClass}

-
PEMAX is the value given to IE P-Max, defined in [7] 

-
PPowerClass is the maximum UE power specified in Table 6.2.2-1 without taking into account the tolerance specified in the Table 6.2.2-1

-
MRP and A-MPR are specified in Section 6.2.3 and Section 6.2.4, respectively

-
TC = 1.5 dB when Note 2 in Table 6.2.2-1 applies

-
TC = 0 dB when Note 2 in Table 6.2.2-1 does not apply
-
B is the signalled quantity provided by IE powerManagementBackoff defined in [7] if UE requires backoff due to power management when it has UL resources for new transmisison. Otherwise, B = 0.
The measured maximum output power PUMAX shall be within the following bounds:

PCMAX_L  –  T(PCMAX_L)  ≤  PUMAX  ≤  PCMAX_H  +  T(PCMAX_H) 

Where T(PCMAX) is defined by the tolerance table below and applies to PCMAX_L and PCMAX_H separately
Table 6.2.5-1: PCMAX tolerance 

	PCMAX             (dBm)
	Tolerance T(PCMAX)   (dB)

	21 ≤ PCMAX ≤ 23
	2.0

	20 ≤ PCMAX < 21
	2.5

	19 ≤ PCMAX < 20
	3.5

	18 ≤ PCMAX < 19
	4.0

	13 ≤ PCMAX < 18
	5.0

	8 ≤ PCMAX < 13
	6.0

	-40 ≤ PCMAX < 8
	7.0
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