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Introduction
In the last RAN4 meeting in Jacksonville, it was agreed that the relay access link demodulation requirements are the same or subset of the eNB requirements as described in TS 36.104. In this contribution, we provide a TP for relay performance requirements for access link.
Proposal

It is proposed that the TP below be included in the Relay TR.
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<< TEXT Proposal >>
9 Access link requirements
9.3 Performance
9.3.1 Performance requirements for PUSCH
9.3.1.1 Requirements in multipath fading propagation conditions
The PUSCH performance requirements in multipah fading propagation conditions are the same as defined in TS 36.104 [7]. The requirements associated with ETU 70Hz or ETU 300Hz are optional.

9.3.1.2 Requirements for UL timing adjustment
The requirements for UL timing adjustment are the same as defined in TS 36.104 [7].  
9.3.1.3 Requirements for HARQ-ACK multiplexed on PUSCH
The performance requirements for HARQ-ACK multiplexed on PUSCH are the same as defined in TS 36.104 [7]. The requirements associated with ETU 70Hz are optional.
9.3.2 Performance requirements for PUCCH
9.3.2.1 DTX to ACK performance

The DTX to ACK performance requirements are the same as defined in TS 36.104 [7].
9.3.2.2 ACK missed detection requirements for single user PUCCH format 1a

The ACK missed detection requirements for single user PUCCH format 1a are the same as defined in TS 36.104 [7]. The requirements associated with ETU 70Hz or ETU 300Hz are optional.
9.3.2.3 CQI missed detection requirements for PUCCH format 2
The CQI missed detection requirements for PUCCH format 2 are the same as defined in TS 36.104 [7]. The requirements associated with ETU 70Hz are optional.
9.3.2.4 ACK missed detection requirements for multi user PUCCH format 1a

The ACK missed detection requirements for multi user PUCCH format 1a are optional and are the same as defined in TS 36.104 [7].
9.3.3 Performance requirements for PRACH
9.3.3.1 PRACH False alarm probability
The requirements for PRACH False alarm probability are the same as defined in TS 36.104 [7].
9.3.3.2 PRACH detection requirements

The PRACH detection requirements are the same as defined in TS 36.104 [7]. The requirements associated with ETU 70Hz are optional.
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